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ENTERPRISE-CONTROL SYSTEM INTEGRATION – 

 
Part 1: Models and terminology 

 

 

FOREWORD 

This foreword, as well as all footnotes and annexes, is included for information purposes and is not part of 
ANSI/ISA–95.00.01-2008. 
 
This document has been prepared as part of the service of ISA, the international society for measurement 
and control, toward a goal of uniformity in the field of instrumentation. To be of real value, this document 
should not be static but should be subject to periodic review. Toward this end, the Society welcomes all 
comments and criticisms and asks that they be addressed to the Secretary, Standards and Practices 
Board; ISA; 67 Alexander Drive; P. O. Box 12277; Research Triangle Park, NC 27709; Telephone (919) 
549-8411; Fax (919) 549-8288; E-mail: standards@isa.org. 
 
The ISA Standards and Practices Department is aware of the growing need for attention to the metric 
system of units in general, and the International System of Units (SI) in particular, in the preparation of 
instrumentation standards. The Department is further aware of the benefits to USA users of ISA 
standards of incorporating suitable references to the SI (and the metric system) in their business and 
professional dealings with other countries. Toward this end, this Department will endeavor to introduce 
SI-acceptable metric units in all new and revised standards, recommended practices, and technical 
reports to the greatest extent possible. Standard for Use of the International System of Units (SI): The 
Modern Metric System, published by the American Society for Testing & Materials as IEEE/ASTM SI 10-
97, and future revisions, will be the reference guide for definitions, symbols, abbreviations, and 
conversion factors. 
 
It is the policy of ISA to encourage and welcome the participation of all concerned individuals and 
interests in the development of ISA standards, recommended practices, and technical reports. 
Participation in the ISA standards-making process by an individual in no way constitutes endorsement by 
the employer of that individual, of ISA, or of any of the standards, recommended practices, and technical 
reports that ISA develops. 
 
CAUTION — ISA ADHERES TO THE POLICY OF THE AMERICAN NATIONAL STANDARDS 
INSTITUTE WITH REGARD TO PATENTS. IF ISA IS INFORMED OF AN EXISTING PATENT THAT IS 
REQUIRED FOR USE OF THE STANDARD, IT WILL REQUIRE THE OWNER OF THE PATENT TO 
EITHER GRANT A ROYALTY-FREE LICENSE FOR USE OF THE PATENT BY USERS COMPLYING 
WITH THE STANDARD OR A LICENSE ON REASONABLE TERMS AND CONDITIONS THAT ARE 
FREE FROM UNFAIR DISCRIMINATION. 
 
EVEN IF ISA IS UNAWARE OF ANY PATENT COVERING THIS STANDARD, THE USER IS 
CAUTIONED THAT IMPLEMENTATION OF THE STANDARD MAY REQUIRE USE OF TECHNIQUES, 
PROCESSES, OR MATERIALS COVERED BY PATENT RIGHTS. ISA TAKES NO POSITION ON THE 
EXISTENCE OR VALIDITY OF ANY PATENT RIGHTS THAT MAY BE INVOLVED IN IMPLEMENTING 
THE STANDARD. ISA IS NOT RESPONSIBLE FOR IDENTIFYING ALL PATENTS THAT MAY 
REQUIRE A LICENSE BEFORE IMPLEMENTATION OF THE STANDARD OR FOR INVESTIGATING 
THE VALIDITY OR SCOPE OF ANY PATENTS BROUGHT TO ITS ATTENTION. THE USER SHOULD 
CAREFULLY INVESTIGATE RELEVANT PATENTS BEFORE USING THE STANDARD FOR THE 
USER’S INTENDED APPLICATION. 
 
HOWEVER, ISA ASKS THAT ANYONE REVIEWING THIS STANDARD WHO IS AWARE OF ANY 
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PATENTS THAT MAY IMPACT IMPLEMENTATION OF THE STANDARD NOTIFY THE ISA 
STANDARDS AND PRACTICES DEPARTMENT OF THE PATENT AND ITS OWNER. 
 
ADDITIONALLY, THE USE OF THIS STANDARD MAY INVOLVE HAZARDOUS MATERIALS, 
OPERATIONS OR EQUIPMENT. THE STANDARD CANNOT ANTICIPATE ALL POSSIBLE 
APPLICATIONS OR ADDRESS ALL POSSIBLE SAFETY ISSUES ASSOCIATED WITH USE IN 
HAZARDOUS CONDITIONS. THE USER OF THIS STANDARD MUST EXERCISE SOUND 
PROFESSIONAL JUDGMENT CONCERNING ITS USE AND APPLICABILITY UNDER THE USER’S 
PARTICULAR CIRCUMSTANCES. THE USER MUST ALSO CONSIDER THE APPLICABILITY OF 
ANY GOVERNMENTAL REGULATORY LIMITATIONS AND ESTABLISHED SAFETY AND HEALTH 
PRACTICES BEFORE IMPLEMENTING THIS STANDARD. 

 
This Part 1 standard is structured to follow IEC (International Electrotechnical Commission) guidelines. 
This revised Part 1 replaces ANSI/ISA-95.00.01-2000.  
 
This document is Part 1 of a multi-part set of standards that defines the information exchange interface 
between enterprise activities and control activities. 
 
As currently envisioned, the ANSI/ISA-95 series will consist of the following parts under the general title, 
Enterprise-Control System Integration: 
 

– Part 1: Models and terminology  

– Part 2: Object model attributes  

– Part 3: Activity models of manufacturing operations management  

– Part 4: Object models and attributes of manufacturing operations management 
activities (in development at the time of publication of this standard) 

– Part 5: Business-to-manufacturing transactions 

– Part 6: Manufacturing operations transactions (in development at the time of 
publication of this standard) 
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INTRODUCTION 

This is a revision of ISA 95.00.01-2000.  The major changes made to this standard from the 
previous version are: 

1. The starting point for the update was IEC 62264-1 Enterprise-Control System Integration: 
Models and Terminology.  This is the IEC/ISO version of this standard.  This IEC 62264-1 
includes a new section on the Decision Hierarchy in Clause 5.5.  

2. The functional hierarchy in Clause 5.2 was extended using the definitions from IEC 
62264-3.  

3.  The equipment hierarchy in Clause 5.3 was extended using the definitions from IEC 
62264-3.  

4. A physical asset equipment model was added in Clause 5.3.  

5. The generic model of manufacturing operations management categories in Clause 7 was 
added using information from IEC 62264-3.  

6. The formal UML models that were in Clause 7 were moved to Part 2 and the remaining 
data definitions are now in Clause 8.  

7. The capacity and capability model in Clause 8 was extended.  

8. A new Annex A was moved from IEC 62264-3.  

9. A new Annex B was moved from IEC 62264-3.   

10. A new Annex D was added from IEC 62264-1.  

Part 1 is limited to describing the relevant functions in the enterprise and the manufacturing and control 
domains and which objects are normally exchanged between these domains. Subsequent parts will 
address how these objects can be exchanged in a robust, secure, and cost-effective manner preserving 
the integrity of the complete system. For purposes of this standard the manufacturing and control domain 
includes manufacturing operations management systems, manufacturing control systems, and other 
associated systems and equipment associated with manufacturing.  The terms “enterprise,” “controls,” 
“process control,” and “manufacturing” are used in their most general sense and are held to be applicable 
to a broad sector of industries. 

This Part 1 standard provides standard models and terminology for describing the interfaces 
between the business systems of an enterprise and its manufacturing operations and control 
systems. The models and terminology presented in this standard  

a) emphasize good integration practices of control systems with enterprise systems during the 
entire life cycle of the systems;  

b) can be used to improve existing integration capabilities of manufacturing operations and 
control systems with enterprise systems; and  

c) can be applied regardless of the degree of automation. 

Specifically, this standard provides a standard terminology and a consistent set of concepts and 
models for integrating control systems with enterprise systems that will improve communications 
between all parties involved. Some of the benefits produced will 

a) reduce users' times to reach full production levels for new products; 

b) enable vendors to supply appropriate tools for implementing integration of control systems to 
enterprise systems; 

c) enable users to better identify their needs; 



ISA 95.00.01 CDV3  2008 ISA – 9 – 

 

d) reduce the costs of automating manufacturing processes; 

e) optimize supply chains; and 

f) reduce life-cycle engineering efforts. 

This Part 1 standard is intended for those who are: 
 
a) involved in designing, building, or operating manufacturing facilities; 

b) responsible for specifying interfaces between manufacturing and process control systems and other 
systems of the business enterprise; or 

c) involved in designing, creating, marketing, and integrating automation products used to interface 
manufacturing operations and business systems. 

d) involved in specifying, designing or managing product creation, movement and storage within 
manufacturing enterprises. 

It is not the intent of this standard to 

− suggest that there is only one way of implementing integration of control systems to 
enterprise systems; 

− force users to abandon their current methods of handling integration; or 

− restrict development in the area of integration of control systems to enterprise systems. 

This Part 1 standard discusses the interface content between manufacturing-control functions 
and other enterprise functions, based upon the Purdue Reference Model for CIM (hierarchical 
form) as published by ISA. This standard presents a partial model or reference model as defined 
in ISO 15704. The first three clauses are normative and present the scope of the standard, normative 
references, and definitions, in that order. 

The scope of this standard is limited to describing the relevant functions in the enterprise and the 
manufacturing and control domain and which objects are normally exchanged between these 
domains. Subsequent parts will address how these objects can be exchanged in a robust, 
secure, and cost-effective manner preserving the integrity of the complete system. 

Clause 4 is informative. The intent is to describe the context of the models in Clause 5 and Clause 
6. It gives the criteria used to determine the scope of the manufacturing operations and control 
system domain. Clause 4, being informative, does not contain the formal definitions of the 
models and terminology but describes the context to understand the other clauses. 

Clause 5 is normative. The intent is to describe hierarchy models of the activities involved in 
manufacturing-control enterprises. It presents in general terms the activities that are associated 
with manufacturing operations and control and the activities that occur at the business logistics 
level. It also gives an equipment hierarchy model of equipment associated with manufacturing 
operations and control.  Clause 5.5 is informative.  Clause 5, being normative, contains format 
definitions of the models and terminology. 

 Clause 6 is normative. The intent is to describe a general model of the functions within an 
enterprise which are concerned with the integration of business and control. It defines, in detail, 
an abstract model of control functions and, in less detail, the business functions that interface to 
control. The purpose is to establish a common terminology for functions involved in information 
exchange. Clause 6, being normative, contains formal definitions of the models and terminology. 
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Clause 7 is normative. The intent is to define in detail the objects that make up the information 
streams defined in Clause 6.  The purpose is to establish a common terminology for the elements of 
information exchanged. Clause 7, being normative, contains formal definitions of the models and 
terminology. The attributes and properties are not formally defined in this clause of the standard..  

Clause 8 is normative. It provides a description of the categories of information structures that are 
exchanged between applications at Level 4 and those at Level 3. The clause also provides the 
information categories that are exchanged between the applications within Level 3. 
 
Clause 9 is normative. It provides statements regarding the conformance of implementations, the 
compliance of specifications and the completeness of these specifications and implementations 
relative to Part 1 of this standard. 
 
Annex A is informative. It defines the relationship of this standard with other related 
standardization work in the manufacturing area. 

Annex B is informative. It describes other enterprise activities affecting manufacturing 
operations. 
 
Annex C is informative. It provides a list of associated standards in the manufacturing operations 
and management domains. It lists a bibliography of key references related to the concepts 
defined in this Part. 

Annex D is informative, It describes business drivers and key performance indicators that are the 
reasons for the information exchange between business and control functions. 

Annex E is informative. It discusses the rationale for multiple models. 

Annex F is informative, It contains selected elements from the Purdue Reference Model that may 
be used to place the functions described in Clauses 5 and 6 in context with the entire model.  

Annex G is informative. It correlates the Purdue Reference Model to the MESA International 
Model. 

Annex H is informative. It contains a discussion of systems, resources, capability, capacity, and 
time as used in this standard. 

Annex I is informative. It describes a system theory to claify the concepts of capability and 
capacity. It lists a bibliography of key references related to the concepts defined in this Part. 
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ENTERPRISE-CONTROL SYSTEM INTEGRATION – 
 

Part 1: Models and terminology 
 

1 Scope 

This standard describes the interface content between manufacturing operations and control 
functions and other enterprise functions. The interfaces considered are the interfaces between 
Levels 3 and 4 of the hierarchical model defined by this standard. The goals are to increase 
uniformity and consistency of interface terminology and reduce the risk, cost, and errors 
associated with implementing these interfaces.  

The standard can be used to reduce the effort associated with implementing new product 
offerings. The goal is to have enterprise systems and control systems that inter-operate and 
easily integrate. 

The scope of this standard is limited to 

a) a presentation of the scope of the manufacturing operations and control domain;  

b) a discussion of the organization of physical assets of an enterprise involved in 
manufacturing;  

c) a listing of the functions associated with the interface between control functions and 
enterprise functions; and  

d) a description of the information that is shared between control functions and enterprise 
functions.  

2 Normative references 

The following referenced documents are indispensable for the application of this document. For 
dated references, only the edition cited applies. For undated references, the latest edition of the 
referenced document (including any amendments) applies. 

IEC 61512-1:1997, Batch control – Part 1: Models and terminology  

ISO/IEC 19501:2005, Information technology - Open Distributed Processing - Unified Modeling 
Language (UML) - Version 1.4.2  
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3 Terms, definitions and abbreviations 

3.1 Terms and definitions 

For the purposes of this document, the following terms and definitions apply.  Phrases in italic in 
lines following the preferred term in bold are considered as synonyms.  

3.1.1  

area 

physical, geographical or logical grouping determined by the site  

NOTE  It can contain process cells, production units, production lines, and storage zones.  

3.1.2  

available capacity 

portion of the production capacity that can be attained but is not committed to current or future 
production 

3.1.3  

bill of lading 

contract or receipt for goods that a carrier agrees to transport from one place to another and to 
deliver to a designated person or that it assigns for compensation upon the conditions stated 
therein 

3.1.4  

bill of material  

listing of all the subassemblies, parts, and/or materials that are used in the production of 
a product including the quantity of each material required to make a product  

3.1.5  

bill of resources 

listing of all resources and when in the production process they are needed to produce a product 

NOTE It is also a listing of the key resources required to manufacture a product, organized as segments of 
production and is often used to predict the impact of activity changes in the master production schedule 
on the supply of resources.  

3.1.6  

capability 

ability to perform actions, including attributes on qualifications and measures of the ability 
as capacity 

NOTE  See Annex I for additional background on this concept. 

3.1.7  

capacity 

measure of the ability to take action, an aspect of a capability 

NOTE  See Annex I for additional background on this concept. 

EXAMPLE  Measures of the production rates, f low rates, mass or volume. 

3.1.8  

certificate of analysis  
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certification of conformance to quality standards or specifications for products or materials  

NOTE  It can include a list or reference of analysis results and process information. It is often required for 
custody transfer of materials.  

3.1.9  

committed capacity 

portion of the production capacity that is currently in use or is scheduled for use  

3.1.10  

consumables 

resources that are not normally included in bills of material or are not individually accounted for 
in specific production requests 

3.1.11  

control domain 

[see manufacturing operations and control domain]   

3.1.12  

enterprise 

one or more organizations sharing a definite mission, goals and objectives to offer an output 
such as a product or service 

3.1.13  

finished goods 

final materials on which all processing and production is completed  

3.1.14  

finished good waivers 

approvals for deviation from normal product specifications 

3.1.15  

in-process waiver requests 

requests for waivers on normal production procedures due to deviations in materials, equipment, 
or quality metrics, where normal product specifications are maintained 

3.1.16  

manufacturing operations and control domain  

domain that includes all the activities in Level 3 and information flows to and from levels 0, 1, 
and 2 and information flows to and from Level 4 

NOTE The manufacturing and control domain includes Levels 3, 2, and 1 activities. 

3.1.17  

process segment 

business segment 

view of a collection of resources with specific capabilities needed for a segment of production, 
independent of any particular product at the level of detail required to support business 
processes that may also be independent of any particular product 

NOTE  This may include material, energy, personnel, or equipment. 

3.1.18 
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product definition 

collection of information about materials, production rules and scheduling required to create a 
product 

3.1.19  

product definition segment 

product segment 

logical grouping of personnel resources, equipment resources, and material specifications 
required of a process segment to complete a production step for a specific product  

3.1.20  

production capability 

ability of resources to perform production in the enterprise. The production capability includes 
the capacity of those resources and represents 

a)  the collection of personnel, equipment, material, and process segment capabilities;  

b)  the total of the current committed, available, and unattainable capacity of the production 
facility;  

c)  the highest sustainable output rate that could be achieved for a given product mix, raw 
materials, worker effort, plant, and equipment  

3.1.21  

production control 

collection of functions that manages all production within a site or area 

3.1.22  

production line 

work center that is a series of pieces of equipment dedicated to the manufacture of a specific 
number of products or families 

3.1.23  

production rules 

information used to instruct a manufacturing operation how to produce a product 

3.1.24  

production unit 

work center that is a set of production equipment that converts, separates, or reacts one or more 
feedstocks to produce intermediate or final products 

3.1.25  

resource 

enterprise entity that provides some or all of the capabilities required by the execution of 
an enterprise activity and/or business process (in the context of this standard, a collection 
of personnel, equipment, and/or material)  

3.1.26 

storage unit 

work unit within a storage zone that is a location designated physical space and/or equipment 
dedicated to the storage of materials and/or equipment 
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3.1.27 

storage zone 

work center that is a location designated physical space and/or equipment dedicated to the 
storage of materials and/or equipment 

3.1.28  

unattainable capacity 

portion of the production capacity that cannot be attained 

NOTE  Typically due to factors such as equipment unavailability, sub-optimal scheduling, or resource limitations. 

3.1.29  

work cell 

a work unit within a production line that is consists of dissimilar machines equipment grouped 
together to produce a family of parts having similar manufacturing requirements 

3.1.30 

work center 

an equipment element under an area in a role based equipment hierarchy that performs 
production, storage, material movement, or any other Level 3 or Level 4 scheduled activity 

3.1.31 

work unit 

an equipment element under a work center in a role based equipment hierarchy that performs 
production, storage, material movement, or any other Level 3 or Level 4 scheduled activity 

3.2 Abbreviations 

For the purposes of this standard, the following abbreviations apply. 

BOL  Bill of lading 

BOM  Bill of material  

CIM  Computer integrated manufacturing 

COA  Certificate of analysis  

MESA  Manufacturing Enterprise System Solutions Association 

MO&C  Manufacturing operations and control domain  

MOM  Manufacturing operations management 

MRP   Materials requirements planning  

PRM  Purdue reference model 

UML  Unified modelling language (ISO/IEC 19501-1) 

4 Enterprise-control system integration overview  

4.1 Introduction 

Successfully addressing the issue of enterprise-control system integration requires identifying 
the boundary between the enterprise domain and the manufacturing operations and control 
domain. The boundary is identified using relevant models that represent functions, physical 
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equipment, information within the manufacturing operations and control domain, and information 
flows between the domains.  

Multiple models show the functions and integration associated with manufacturing operations 
and control systems and enterprise systems.  

a) Hierarchy models that describe the levels of functions and domains of control associated 
within manufacturing organizations are presented in Clause 5. These models are based on 
The Purdue Reference Model for CIM, referenced as PRM; the MESA International 
Functional Model; and the equipment hierarchy model from IEC 61512-1. Detailed activity 
models of the manufacturing operations domain are given in Part 3. 

NOTE 1 Selected elements of the Purdue Reference Model for CIM are included in Annex 
DG. 

NOTE 2 See the Bibliography for reference to the MESA white paper defining MES 
functionality. 

 

b) A data flow model that describes the functional and data flows within manufacturing 
organizations is given in Clause 6. This model is also based on The Purdue Reference Model 
for CIM. 

c) An object model that describes the information that may cross the enterprise and control 
system boundary is given in Part 2.  

 

Domain
descriptions

Functions
in domains

Functions
of interest

Information
flows of interest

Categories
of information

Information
descriptions

IEC   325/03  

Figure 1 – Outline of models in the standard 

This standard provides models and information in multiple levels of detail and abstraction. These 
levels are illustrated in Figure 1, which serves as a map to the rest of the document. Each model 
and diagram increases the level of detail presented in the previous model.  

The models start with a description of the domain of control systems and the domain of 
enterprise systems. The domain discussion is contained in Clause 5. 
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Functions within the domains are presented in Clauses 5 and 6. Functions of interest that are 
relevant to the standard are also given a detailed description in Clause 6. The information flows 
of interest between the relevant functions are listed in 6.5. 

The categories of information are given in Clause 8. The formal object model of the information 
of interest is presented in Part 2. 

The information that flows between functions identified as being within the MO&C domain 
and those outside the MO&C domain describe the enterprise-control system boundary. 
Information exchanged between functions within the MO&C domain and information exchanged 
between functions outside the MO&C domain is outside the scope of this document. Figure 2 
illustrates the enterprise-control system interface, as depicted in the data flow model, between 
control and non-control functions; the shaded circles indicate functions that exchange 
information and are described in the data flow model. Functions depicted as white circles and 
data flows depicted as dashed lines are those considered as outside the scope of this standard.   
Information flows of interest across the enterprise-control system boundary are given in Part 2 
and Part 5.  Some information flows within the manufacturing and operations domain are given in 
Part 4 and Part 6.  

Functions outside the
control domain

(e.g. production scheduling)

(e.g. production schedule and production results)

Information flows of interest

Functions within the
manufacturing and control domain

(e.g. equipment monitoring)

Enterprise-control system boundary

Functions detailed

Functions not detailed

Data flows detailed

Data flows not detailed

Functions detailed

Functions not detailed

Data flows detailed

Data flows not detailed
 

Figure 2 – Enterprise-control system interface 

5 Hierarchy models 

5.1 Hierarchy model introduction 

Clause 5 presents the hierarchy models associated with manufacturing operations and control 
systems and other business systems.  The hierarchy models are,; a functional hierarchy, a role 
based equipment hierarchy, a physical asset equipment hierarchy, and a decision hierarchy.  

5.2 Functional hierarchy 

5.2.1 Hierarchy levels 

Figure 3 depicts the different levels of a functional hierarchy model: business planning and 
logistics, manufacturing operations and control, and batch, continuous, or discrete control. The 
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levels provide different functions and work in different timeframes. The interface addressed in 
this standard is between Level 4 and Level 3 of the hierarchy model. This is generally the 
interface between plant production scheduling and operation management and plant floor 
coordination.  

NOTE 1:  The figure is a simplified version of the Purdue Hierarchy Model, as shown in Figures G.1, G.2, G.3 
and G.4 of Annex G. 

This standard specifies that each level shall provide the functions listed below and illustrated in 
Figure 3. 

Level 0  defines the actual physical processes.  

Level 1  defines the activities involved in sensing and manipulating the physical processes. 
Level 1 typically operates on time frames of seconds and faster.  

Level 2  defines the activities of monitoring and controlling the physical processes. Level 2 
typically operates on time frames of hours, minutes, seconds and sub-seconds.  

Level 3  defines the activities of the work flow to produce the desired end-products. It includes 
the activities of maintaining records and coordinating the processes. Level 3 typically 
operates on time frames of days, shifts, hours, minutes and seconds.  

Level 4  defines the business-related activities needed to manage a manufacturing 
organization. Manufacturing-related activities include establishing the basic plant 
schedule (such as material use, delivery and shipping), determining inventory levels 
and making sure that materials are delivered on time to the right place for production. 
Level 3 information is critical to Level 4 activities. Level 4 typically operates on time 
frames of months, weeks and days.  

NOTE 2:  There are other non manufacturing business-related activities that may be in Levels 1 through 4 or higher 
levels, but these are not defined in this standard, for example security activities. 

NOTE 3: The terms function and activity are used as synonyms.  

Level 4

Level 1

Level 2

Level 3

Business Planning 

& Logistics
Plant Production Scheduling,
Operational Management, etc

Manufacturing 

Operations Management
Dispatching Production, Detailed Production

Scheduling, Reliability Assurance, ...

Batch
Control

Discrete
Control

Continuous
Control

1 - Sensing the production process, 
manipulating the production process

2 - Monitoring, supervisory control and 
automated control of the production process

Time Frame
Hours, minutes, seconds, subseconds

3 - Work flow / recipe control to produce the 
desired end products. Maintaining records 
and optimizing the production process. 

Time Frame
Days, shifts, hours, minutes, seconds

4 - Establishing the basic plant schedule -
production, material use, delivery, and 
shipping. Determining inventory levels. 

Time Frame
Months, weeks, days

Level 0 0 - The actual production process
  

Figure 3 – Functional hierarchy 
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Levels 2, 1, and 0 present the cell or line supervision functions, operations functions, and 
process control functions and are not addressed in this standard. The discussion and labeling of 
levels is based on a historical description, further described in Annex G. Level 0 indicates the 
process, usually the manufacturing or production process. Level 1 indicates manual sensing, 
sensors, and actuators used to monitor and manipulate the process. Level 2 indicates the control 
activities, either manual or automated, that keeps the process stable or under control. There are 
several different models for the functions at these levels based on the actual production strategy 
used.  

For purposes of this standard the terminology Manufacturing Operations Management (MOM) 
defines the Level 3 activities, and Manufacturing Operations and Control (MO&C) define Level 1, 
2, and 3 activities.  The standard assumes all activities not explicitly presented as part of the 
MO&C domain to be part of the enterprise domain. 

5.2.2 Criteria for inclusion in manufacturing operations and control domain 

The criterion for defining the activities to be included as a Level 3, 2, or 1 activity shall be that 
the activity is directly involved in manufacturing and includes information about personnel, 
equipment, or material and meets any of the following conditions.  

a) The activity is critical to plant safety. 

b) The activity is critical to plant reliability. 

c) The activity is critical to plant efficiency. 

NOTE 1  Absolute plant efficiencies may be dependent upon factors that are outside the control of a facility 
(MRP schedules, product mixes, etc.). These activities are not part of Level 3, 2, or 1. 

d) The activity is critical to product quality. 

e) The activity is critical to maintaining regulatory compliance. 

EXAMPLE Maintaining regional, government and other agency compliance related to products and production.  

NOTE 2  This includes such factors as safety, environmental and cGMP (current good manufacturing 
practices) compliance. 

NOTE 3  There are other criteria such as company policy and organizational structure, or the nature of the 
operations that could expand the scope of manufacturing operations management. See Annex A.  

NOTE 4  Such activities as personnel management of salaries and job titles may be important for running a 
manufacturing business, but they are not considered part of manufacturing operations management.  

5.2.3 Level 4  

Level 4 activities typically include 

a) collecting and maintaining raw material and spare parts usage and available inventory, and 
providing data for purchase of raw material and spare parts; 

b) collecting and maintaining overall energy use and available inventory and providing data for 
purchase of energy source; 

c) collecting and maintaining overall goods in process and production inventory files; 

d) collecting and maintaining quality control files as they relate to customer requirements;  

e) collecting and maintaining machinery and equipment use and life history files necessary for 
preventive and predictive maintenance planning; 

f) collecting and maintaining manpower use data for transmittal to personnel and accounting; 

g) establishing the basic plant production schedule; 
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h) modifying the basic plant production schedule for orders received, based on resource 
availability changes, energy sources available, power demand levels, and maintenance 
requirements; 

i) developing optimum preventive maintenance and equipment renovation schedules in 
coordination with the basic plant production schedule; 

j) determining the optimum inventory levels of raw materials, energy sources, spare parts, and 
goods in process at each storage point. These functions also include materials requirements 
planning (MRP) and spare parts procurement;  

k) modifying the basic plant production schedule as necessary whenever major production 
interruptions occur; 

l) planning production capacity, based on all of the above activities. 

5.2.4 Level 3  

5.2.4.1 Level 3 activities 

Level 3 activities typically include 

a) reporting on area production including variable manufacturing costs based on the enterprise 
standard cost model; 

b) collecting and maintaining area data on production, inventory, manpower, raw materials, 
product quality, spare parts and energy usage; 

c) performing of data collection and off-line analysis as required by engineering functions. This 
may include statistical quality analysis and related control functions; 

d) performing needed personnel functions such as: work period statistics (for example, time, 
task), vacation schedule, work force schedules, union line of progression, and in-house 
training and personnel qualification; 

e) establishing the immediate detailed production schedule for its own area including 
maintenance, transportation and other production-related needs; 

f) locally optimizing the costs for its individual production area while completing the production 
schedule established by the Level 4 functions; 

g) modifying production schedules to compensate for plant production interruptions that may 
occur in its area of responsibility. 

h) performing maintenance on production equipment 

i) performing laboratory and quality testing of materials 

j) performing movement and storage of materials 

k) transforming the business oriented information used for Level 4-3 data exchanges into the 
manufacturing operations management oriented information used within Level 3 and lower 

Descriptions of the major functionalities associated with these various Level 3 activities are given 
in 5.2.4.2 through 5.2.4.13. The standard assumes all activities not explicitly presented as part of 
the Level 3 MO&C domain to be part of the enterprise domain. See Annex H for a correlation of 
the activities to the MESA International Model.  

5.2.4.2 Resource allocation and control 

The MO&CMOM domain includes the functionality of managing resources directly associated 
with control and manufacturing. The resources include machines, tools, labourlabor skills, 
materials, other equipment, documents, and other entities that are required for work to start and 
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to be completed. The management of these resources may include local resource reservation to 
meet production-scheduling objectives. 

The MO&CMOM domain also ensures that equipment is properly set up for processing, including 
any allocation needed for set-up. The MO&CMOM domain is also responsible for providing real-
time statuses of the resources and a detailed history of resource use.  

5.2.4.3 Dispatching production  

The MO&CMOM domain includes the functionality of managing the flow of production in the form 
of jobs, orders, batches, lots, and work orders, by dispatching production to specific equipment 
and personnel. Dispatch information is typically presented in the sequence in which the work 
needs to be done and may change in real time as events occur on the factory floor.  

The MO&CMOM domain may alter the prescribed schedules, within agreed limits, based on local 
availability and current conditions. Dispatching of production includes the ability to control the 
amount of work in process at any point through buffer management and management of rework 
and salvage processes.  

5.2.4.4 Data collection and acquisition 

The MO&CMOM domain includes the functionality of obtaining the operational production and 
parametric data that are associated with the production equipment and production processes.  

The MO&CMOM domain also is responsible for providing real-time statuses of the production 
equipment and production processes and a history of production and parametric data.  

5.2.4.5 Quality operations management 

The MO&CMOM domain includes the functionality of providing real-time measurements collected 
from manufacturing and analysis in order to assure proper product quality control and to identify 
problems requiring attention. It may recommend actions to correct the problem, including 
correlating the symptoms, actions and results to determine the cause.  

It includes statistical process control/statistical quality control (SPC/SQC), tracking and 
management of off-line, on line, or in-line inspection operations, and analysis in laboratory 
information management systems. 

5.2.4.6 Process management 

The MO&CMOM domain includes the functionality of monitoring production processes and either 
automatically corrects or provides decision support to operators for correcting and improving in-
process functions. These functions may be intra-operational and focus specifically on machines 
or equipment being monitored and controlled within a single operation, as well as tracking a 
production process from one operation to the next.  

It may include alarm and event management to make sure personnel are aware of process 
changes that may be outside acceptable tolerances.  

5.2.4.7 Production tracking  

The MO&CMOM domain includes the functionality of providing the status of production and the 
disposition of work. Status information may include personnel assigned to the work; component 
materials used in production; current production conditions; and any alarms, rework, or other 

Formateret: Engelsk (USA)
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exceptions related to the product. The functionality includes the capability of recording the 
production information to allow forward and backward traceability of components and their use 
within each end product.  

5.2.4.8 Performance analysis 

The MO&CMOM domain includes the functionality of providing up-to-the-minute reporting of 
actual manufacturing operations results along with comparisons to past history and expected 
results. Performance results include such measurements as resource utilization, resource 
availability, product unit cycle time, conformance to schedule, and performance to standards. 
Performance analysis may include SPC/SQC analysis and may draw from information gathered 
by different control functions that measure operating parameters.  

5.2.4.9 Operations and detailed scheduling 

The MO&CMOM domain includes the functionality of providing the sequence and the timing of 
operations based on priorities, attributes, characteristics, and production rules associated with 
specific production equipment and specific product characteristics, such as shape, color 
combinations or other requirements that, when scheduled properly in detail, will tend to minimize 
set-up time and effort. Operations and detailed scheduling take into account the finite capacity of 
resources and consider alternative and/or overlapping/parallel operations when detailing the 
timing of equipment loading and the particular adjustments to accommodate shift patterns. 

5.2.4.10 Document control 

The MO&CMOM domain includes some of the functionality of controlling records and forms that 
are maintained with the production unit. The records and forms include work instructions, 
recipes, drawings, standard operating procedures, part programs, batch records, engineering 
change notices, shift-to-shift communication, as well as the ability to edit “as planned” and “as 
built” information. It would also include the control and integrity of regulatory documentation, 
environmental, health and safety regulations, and SOP information such as corrective action 
procedures.  

5.2.4.11 Labor management 

The MO&CMOM domain includes some of the functionality of providing status of personnel and 
may include time and attendance reporting, certification tracking, as well as the ability to track 
production support functions performed by personnel, such as material preparation or tool room 
work, and providing the status as a basis for activity-based costing. Labor management may 
interact with resource allocation to determine personnel assignments intended to optimize 
production or resource utilization.  

5.2.4.12 Maintenance operations management 

The MO&CMOM domain includes some of the functionality of maintaining equipment and tools. 
The functions ensure the equipment and tools availability for manufacturing. They also may 
include scheduling for periodic or preventive maintenance as well as responding to immediate 
problems. Maintenance management maintains a history of past events or problems to aid in 
diagnosing problems.  

5.2.4.13 Movement, storage and tracking of materials 

The MO&CMOM domain includes some of the functionality of managing and tracking the 
movement and storage of materials, in-process items and finished products, as well as, the 
transfers between and within work centers. In some instances, these functions may also include 
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receipt of material, certain types of material testing, processing or conversion and preparing 
material for shipment. 

5.3 Role based equipment hierarchy  

5.3.1 Role based equipment hierarchy model 

The assets of an enterprise involved in manufacturing are usually organized in a role based 
hierarchical fashion as illustrated in Figure 4. Lower-level groupings are combined to form higher 
levels in the role based hierarchy. In some cases, a grouping within one level may be 
incorporated into another grouping at that same level. 

NOTE 1 The term role based is applied to the equipment model to indicate that the hierarchy is defined in terms of 
the Level 3 and 4 functions and activities that equipment entities may perform.  The actual physical 
location, composition, and relationships of the equipment entities are defined in a physical asset 
equipment hierarchy. 

This model shows the areas of responsibility for the different function levels defined in the 
functional hierarchical model of Figure 3. The role based equipment hierarchy model additionally 
describes some of the objects utilized in information exchange between functions.  

The models may be collapsed or expanded as required for specific applications. 

NOTE 2 The equipment entity in the role-based hierarchy model is similar to a resource model for equipment, as 
defined in ISO 15704 and ISO 15531-1. 

NOTE 3   Specific rules for collapsing and expanding these models are not defined in this standard. The following 
guidelines should be considered for collapsing and expanding the models. 

1. Collapsing – Elements in the models may be omitted as long as the models remain consistent and the 
functions of the element removed are taken into account. 

2. Expanding – Elements may be added to the models. When they are added between related elements, 
the integrity of the original relationship should be maintained. 

The UML role based equipment model defined in Part 2 of this standard is used to define the role 
based equipment hierarchy information.  The Part 2 UML model contains the rules used to 
construct the hierarchical models used in different manufacturing operations management 
scenarios. 
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Figure 4 – Role based equipment hierarchy 

5.3.2 Enterprise  

An enterprise is a collection of sites and areas and represents the top level of a role-based 
equipment hierarchy. The enterprise is responsible for determining what products will be 
manufactured, at which sites they will be manufactured, and in general how they will be 
manufactured.  

Level 4 functions are generally concerned with the enterprise and site levels. However, 
enterprise planning and scheduling may involve areas, work centers, or work units within an 
area.  

5.3.3 Site  

A site is a physical, geographical, or logical grouping determined by the enterprise. It may 
contain areas, production lines, process cells, and production units. The Level 4 functions at a 
site are involved in local site management and optimization. Site planning and scheduling may 
involve work centers or work units within the areas.  

A geographical location and main production capability usually identifies a site. Sites generally 
have well-defined manufacturing capabilities.  
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NOTE  For example, site identifiers from various industries are Dallas Expressway Plant, Deer Park Olefins Plant 
and Johnson City Manufacturing Facility. Sites are often used for rough-cut planning and scheduling.  

5.3.4 Area 

An area is a physical, geographical, or logical grouping determined by the site. It may contain 
work centers such as process cells, production units, production lines, and storage zones. Most 
Level 3 functions occur within the area. The main production capability and geographical location 
within a site usually identify areas.  

NOTE  For example, area identifiers from various industries are CMOS Facility, North End Tank Farm and 
Building 2 Electronic Assembly.  

Areas generally have well-defined manufacturing capabilities and capacities. The capabilities 
and capacities are used for Level 3 and Level 4 planning and scheduling.  

An area is made up of lower-level elements that perform the manufacturing functions. An area 
may have one or more of any of the lower-level elements depending upon the manufacturing 
requirements.  

EXAMPLE 1 Many areas will have a combination of production lines for the discrete operations, production units for 
the continuous processes, and process cells for batch processes.  

EXAMPLE 2 A beverage manufacturer may have an area with continuous mixing in a production unit, which feeds a 
batch process cell for batch processing, feeding a bottling line for a discrete bottling process.  

Depending on the planning and scheduling strategy selected, the Level 4 functions may stop at 
the area level, or they may schedule the functions of the lower-level elements within the areas.  

5.3.5 Work center and work unit 

A work center isare anyWork centers are elements of the equipment hierarchy under an area. 
The term work center may be used when the specific type of the equipment element is not 
significant for the purpose of the discussion.  

For manufacturing operations management there are specific terms for work centers and work 
units that apply to batch production, continuous production, discrete or repetitive production, and 
for storage and movement of materials and equipment.  

A work center is any equipment element subordinate to an area that may be defined by the user 
in an extension to the role based equipment hierarchy model. See Figure 4. Types of work 
centers specifically defined in this part are process cells, production units, production lines, or 
storage zones, as shown in Figure 5.  

The types of work centers may be extended when required for application specific role based 
equipment hierarchies where the defined types do not apply. When a new type is added it shall 
maintain the same relationship within the hierarchy as the defined work center types (within an 
area and contains work units).   

EXAMPLE 1 A new work center type represents a distinct grouping of work units (a single Work Unit cannot belong to 
more than one Work Center).  

EXAMPLE 2 Additional work center types are: 

• Laboratory – used in quality operations 

• Mobile Equipment Pool 

• Unused Equipment Store – used in maintenance operations 

• Transportation Center 
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NOTE 1 The role based equipment hierarchy is an expansion of the equipment hierarchy model described in 
ANSI/ISA 88.01 and IEC 61512-1 and includes the definition of assets for discrete and continuous 
manufacturing, and for material storage.  

NOTE 2 Extended work center types are outside the scope of this standard and applications built using the 
extensions may not be interoperable.  
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Figure 5 – Example of defined types of work centers and work units 

NOTE 3  Material is also temporari ly stored in process cells, production units and production lines. This material is 
typically considered WIP and is usually distinct from inventory managed materials. 

A work unit is any element of the equipment hierarchy under a work center. Work units are the 
lowest form of elements in an equipment hierarchy that are typically scheduled by Level 3 
functions. See Figure 5. 

Work centers are typically the grouping of equipment scheduled by the Level 4 or Level 3 
functions. Work centers have well-defined capabilities and capacities and these are used for 
Level 3 functions. The capacities and capabilities are also often used as input to Level 4 
business processes. Scheduling functions may identify specific work units.  

5.3.6 Production unit and unit 

Production units and units are the lowest level of equipment typically scheduled by the Level 4 or 
Level 3 functions for continuous manufacturing processes. Production units are composed of 
units and units are composed lower level elements, such as equipment modules, sensors, and 
actuators, but definitions of these are outside the scope of this standard. A production unit 
generally encompasses all of the equipment required for a segment of continuous production that 
operates in a relatively autonomous manner. It generally converts, separates, or reacts one or 
more feed stocks to produce intermediate or final products.  
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The major processing activity or product generated often identifies the production unit.  

NOTE For example, production unit identifiers from various industries are Catalytic Cracker #1, Steam Cracker 
#59 and Alkylation Unit 2.  

Production units and units have well-defined processing capabilities and throughput capacities 
and these are used for Level 3 functions. The capacities and capabilities are also often used as 
input to Level 4 scheduling, even if the units are not scheduled by the Level 4 functions.  

5.3.7 Production line and work cell 

Production lines and work cells are the lowest levels of equipment typically scheduled by the 
Level 4 or Level 3 functions for discrete manufacturing processes. Work cells are usually only 
identified when there is flexibility in the routing of work within a production line. Production lines 
and work cells may be composed of lower-level elements, but definitions of these are outside the 
scope of this document.  

The major processing activity often identifies the production line.  

NOTE For example, production line identifiers from various industries are Bottling Line #1, Capping Line #15, 
CMOS Line #2 and Water Pump Assembly Line #4.  

Production line and work cells have well-defined manufacturing capabilities and throughput 
capacities and these are used for Level 3 functions. The capacities and capabilities are also 
often used as input to Level 4 scheduling, even if the production lines and work cells are not 
scheduled by the Level 4 functions.  

5.3.8 Process cell and unit 

Process cells and units are the lowest level of equipment typically scheduled by the Level 4 and 
Level 3 functions for batch manufacturing processes. Units are usually only identified at Level 3 
and 4 if there is flexibility in the routing of the product within a process cell. The definitions for 
process cells and units are contained in IEC 61512-1. 

The major processing capability or family of products produced often identifies the process cell.  

NOTE For example, process cell identifiers from various industries are Mixing Line #5, West Side Glue Line and 
Detergent Line 13.  

Process cells and units have well-defined manufacturing capabilities and batch capacities and 
these are used for Level 3 functions. The capacities and capabilities may also be used as input 
data for Level 4 scheduling, even if the process cells or units are not scheduled by the Level 4 
functions. 

5.3.9 Storage zone and storage unit 

Storage zones and storage units are the lowest level of material movement equipment typically 
scheduled by the Level 4 and Level 3 functions for discrete, batch and continuous manufacturing 
processes. A storage zone is a type of work center and a storage unit is a type of work unit that 
is organized as elements within an area. These are the lower-level elements of an equipment 
hierarchy used in material storage and movement activities.  

A storage zone typically has the capability needed for the receipt, storage, retrieval, movement 
and shipment of materials. This may include the movement of materials from one work center to 
another work center within or between enterprises.  
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NOTE Material is also temporari ly stored in process cells, production units and production lines. This material is 
typically considered WIP and is usually distinct from inventory managed materials. 

Storage units are typically of interest to business systems only when business functions maintain 
inventory to a finer level of detail than a storage zone. The physical location of a storage unit 
may change over time; for example, for goods in transit. 

Storage units may be dedicated to a given material, group of materials, or method of storage.  

 

5.3.10 Storage zone and storage unit examples 

Table 1 lists examples of a hierarchy of storage zones and the associated storage units.  

Table 1 – Storage zone and storage unit examples 

Storage zone Storage unit 

Warehouse Rack/Bin/Slot 

Trailer yard Trailer, container 

Tank farm Tank, pipe section, headers, 
shared equipment 

Silo farm Silo, pipe section, headers, 
shared equipment 

Ship terminal Ship, ship’s hold, container, 
barrel, tank 

Rail yard Railcar 

Holding area Pallet, barrel 

 

NOTE  Some storage zones and storage units could also be identified as equipment used in a transport request. 

5.4 Physical asset equipment hierarchy 

The physical assets of an enterprise involved in manufacturing are usually also organized in a 
physical asset equipment hierarchy that may be related to financial or cost center control. Lower-
level groupings are combined to form higher levels in the physical asset hierarchy. In some 
cases, a grouping within one level of the physical asset equipment hierarchy may be 
incorporated into another grouping at that same level. 

The UML formal physical asset equipment model defined in Part 2 of this standard is used to 
define the physical asset equipment hierarchy information.  The Part 2 UML model contains the 
rules used to construct the hierarchical models used in different operational scenarios.   

The physical asset hierarchy and the role based equipment hierarchy may overlap at any level; 
however the physical asset hierarchy often contains additional levels that correspond to either a 
cost center hierarchy or a physical assembly hierarchy, levels in the physical asset hierarchy 
may also have different names than the role hierarchy, such as Site Asset, as illustrated in 
Figure 6.  Terminology for levels in the physical asset hierarchy is not defined in this Part.  
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NOTE: The physical asset equipment hierarchy usually has a reference to an accounting hierarchy in a chart of 
accounts.  A chart of accounts is a listing of accounts in a financial system and is used as the basis for 
preparing financial reports from an accounting system. 
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Figure 6 – Example of a physical asset hierarchy related to role based equipment 
hierarchy 

5.5 Decision hierarchy (Informative) 

5.5.1 Introduction 

In addition to the hierarchy of activities, there is also a hierarchy of decision-making and 
associated scheduling involved in enterprise-to-control integration. The following subclauses 
cover the rationale for such a hierarchy, and the categories and time horizons of such decisions. 
This hierarchy of decision-making and a mapping to manufacturing operations will be discussed 
in a later part of this standard. 

5.5.2 Integrated decision making 

An enterprise is organized by functions and in levels, and decisions are made within multiple 
functions and multiple levels. Integrated decision-making means that the (different categories of) 
decisions made within various functions are consistent in the sense that they contribute to the 
achievement of the global objectives of the enterprise. This also means that the time horizons in 
which various decisions are made are coordinated. In relationship to production, this means that 
the correct raw materials and products are available at the correct time, on the correct machine, 
with the correct configuration, correct instructions and recipes, and processed by the correct 
personnel. Decisions to execute the production are made in multiple time horizons. 

NOTE The decision making may also be based on real time events, alarm events and exception based 
processing. 
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5.5.3 Categories of decision-making 

Decision-making activities deal with products, resources and time. The different combinations of 
these lead to a categorization into three basic types of decisions. 

– Manage products: This is concerned with the management of products and time without 
regard to resources. Major decisions are concerned with what products, what quantity, and 
when those products are to be produced or procured. 

– Manage resources: This is concerned with the management of resources and time. Major 
decisions of this category are concerned with the management of capacity of the resources. 

– Plan production: This is concerned with the production planning that synchronizes the flow of 
products, resources, and time. 

5.5.4 Time horizons 

Decisions can be classified into three general basic time horizons.  Any of the basic time 
horizons can be used in any of the functional levels.  

Long term and broad scope: These are long-term decisions that are concerned with the 
presentation of the objectives consistent with the global objectives of the enterprise. 

Medium term and intermediate scope: These are medium-term decisions that deal with 
the allocation of resources to meet the objectives defined in the long-term time horizon. 

Short term and limited scope: This is a short-term time horizon associated with the planning and 
execution of actions, using the means presented at the medium-term time horizon, to reach the 
objectives of the long-term time horizon. 

6 Functional data flow model 

6.1 Functional data flow model contents 

The functional data flow model shall identify and relate the following:  

a) functions of an enterprise involved with manufacturing; 

b) information flows between the functions that cross the enterprise-control system boundary. 

NOTE: These functions and flows are extracted from the Purdue Reference Model and are used to define a 
realistic and comprehensive set of functions and data flows used to build the models defined in other 
parts of this standard.  

- The data structures for enterprise-control system integration information are described in Part 2. 

- The functions of the Level 3 manufacturing operations management (MOM) are described in Part 3. 

- The data structures for manufacturing operations and control integration information are described in 
Part 4. 

- The data flows for enterprise-control system integration information are described in Part 5. 

- The data flows for manufacturing operations and control integration information are described in Part 
6. 

6.2 Functional data flow model notation 

The enterprise-control interface is described using a data flow model. The model uses the 
Yourdon-DeMarco notational methodology (see Bibliography).  

Table 2 shows the Yourdon notation used in the functional model. 
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Table 2 – Yourdon notation used 

Symbol Definition 

Function
(4.0)

 

A function is represented as a labeled ellipse. A function is a group of 
tasks that are classified as having a common objective. Each function 
can be further decomposed in terms of detailed functions, at a more 
granular level. Functions at any level of decomposition are identified 
with a name and a level designation, for example, 3.1.3. The successive 
numbers in a designation represent the depth of detail of an identified 
function in the functional hierarchy level.  

NOTE These functional decompositions in the PRM framework are detailed in 
Annex G, Table G.11. 

 

Data flow name
 

A solid line with an arrow represents a grouping of data that flows 
between functions, data stores, or external entities. The data are 
defined in the enterprise-control integration model. All solid lines have a 
name for the data flows. 

A data flow at one level of the functional hierarchy may be represented 
by one or more flows at the lower level of the hierarchy.  

 

 

A dashed line with an arrow represents a grouping of data that flows 
between functions, data stores, or external entities. The data are not 
pertinent to the enterprise-control integration model but are shown to 
illustrate the context of functions. Dashed-line data flows without names 
are not identified in this model but are defined in Annex G.  
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6.3 Functional enterprise-control model  

The functional model is depicted in Figure 7. The wide dotted line illustrates the boundary of the 
enterprise-control interface. The line is equivalent to the Level 3/Level 4 interface presented in 
5.1. The manufacturing operations and control side of the interface includes most of the 
functions in production control and some of the activities in the other major functions. The 
labeled lines indicate information flows of importance to manufacturing operations and control. 

The wide dotted line intersects functions that have sub-functions that may fall into the MO&C 
domain or the enterprise domain depending on organizational policies. This is a combination of a 
function view and an information view of the enterprise, as defined in ISO 15704. 

The model structure does not reflect an organizational structure within a company but an 
organizational structure of functions. Different companies will place the functions in different 
organizational groups.  

The detailed information in the information flows is presented in Part 2.  
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Figure 7 – Functional enterprise/control model 
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6.4 Functions 

6.4.1 Order processing (1.0) 

The general functions of order processing typically include 

a) customer order handling, acceptance and confirmation; 

b) sales forecasting; 

c) waiver and reservation handling; 

d) gross margin reporting; 

e) determining production orders. 

There is generally no direct interface between the functions of order processing and the 
manufacturing operations and control functions. 

6.4.2 Production scheduling (2.0) 

Production scheduling functions interface to the manufacturing operations and control system 
functions through a production schedule, actual production information, and production capability 
information. This information exchange is presented in the production control functions.  

Detailed scheduling, within an area, is considered to be a control function.  

The general functions of production scheduling typically include 

a) the determination of production schedule; 

b) the identification of long-term raw material requirements;  

c) the determination of the pack-out schedule for end-products; 

d) the determination of the available product for sales. 

The information generated or modified by the production scheduling functions includes 

1) the production schedule; 

2) the actual production versus the planned production; 

3) the production capacity and resource availability; 

4) the current order status. 

6.4.3 Production control (3.0)  

6.4.3.1 Production control main functions 

The production control functions encompass most of the functions associated with manufacturing 
operations and control. The functions of production control typically include 

a) controlling the transformation of raw materials into the end-product in accordance with the 
production schedule and production standards; 

b) performing plant engineering activities and updating of process plans; 

c) issuing requirements for raw materials; 

d) producing reports of performance and costs; 
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e) evaluating constraints to capacity and quality; 

f) self-testing and diagnosis of production and control equipment; 

g) creating production standards and instructions for SOPs (standard operating procedures), 
recipes, and equipment handling for specific processing equipment. 

The main functions in production control include process support engineering, operations control, 
and operations planning.  

6.4.3.2 Process support engineering  

The functions of process support engineering typically include  

a) issuing requests for modification or maintenance; 

b) coordinating maintenance and engineering functions; 

c) providing technical standards and methods to operations and maintenance functions; 

d) following up on equipment and process performance; 

e) providing technical support to operators; 

f) following up on technological developments. 

The functions of process support engineering generate or modify the following information for 
use in other control functions. 

1) Minor equipment and process modifications; this may include new design drawings. 

2) Instructions on how to handle equipment; this may include standard operating 
procedures. 

3) Instructions on how to make products; this includes production rules and the standard 
materials, equipment, and other resources used.  

4) Material safety data sheets (MSDS). 

5) Instructions on how to install equipment; this may include vendor equipment.  

6) Environmental and safety operating limits and constraints.  

7) Engineering standards for process equipment design techniques and process operational 
methods, and online operating instructions.  

6.4.3.3 Production operations control  

Production operations control is the collection of functions that manages all production within a 
site or area. 

The functions of production operations control typically include 

a) producing the product according to the schedule and specifications; 

b) reporting production, process, and resource information; 

c) monitoring equipment, validating operational measurements, and determining the need for 
maintenance; 

d) preparing equipment for maintenance and returning it to service after maintenance; 

e) performing diagnostics and self-check of production and control equipment; 
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f) balancing and optimizing production within the site or area; 

g) possible local site or area labor management and document management.  

The functions of production control typically generate or modify the following information for use 
in other control functions. 

1) Status of production requests. 

2) Selected production data, such as data to calculate production cost and performance. 

3) Selected process data, such as equipment performance feedback.  

4) Status of resources. 

5) Status of maintenance work order requests. 

6) Requests for maintenance. 

7) Diagnostic and self-test results. 

8) Process history. 

9) Requests for process support engineering support. 

10) Requests for analysis of material.  

6.4.3.4 Production Operations planning  

The functions of production operations planning typically include 

a) setting up a short-term production plan based on the production schedule; 

b) checking the schedule against raw material availability and product storage capacity; 

c) checking the schedule against equipment and personnel availability; 

d) determining the per cent of capacity status; 

e) modifying the production plan hourly to account for equipment outage, manpower and raw 
materials availability. 

The functions of production operations planning typically generate or modify the following 
information for use in other control functions. 

1) Material and energy inventory report. 

2) Material and energy requirements required to meet the production plan. 

3) Site or area production plan for operations control. 

4) Available capability of the production resources. 

6.4.4 Material and energy control (4.0) 

The functions of materials and energy control typically include  

a) managing inventory, transfers, and quality of material and energy; 

b) generating requests for purchasing of materials and energy based on short- and long-term 
requirements;  

c) calculating and reporting inventory balance and losses of raw material and energy utilization; 

d) receiving incoming material and energy supplies and requesting quality assurance tests; 

e) notifying purchasing of accepted material and energy supplies. 



 – 36 – ISA 95.00.01 CDV3  2008 ISA 

 

The functions of materials and energy control typically generate or modify the following 
information for use in other control functions. 

1) Material and energy order requests.  

2) Incoming confirmation of received materials and energy. 

3) Material and energy inventory report.  

4) Manual and automated transfer instructions for operations control. 

Some of the functions within material and energy control may be inside the MO&C domain, 
based on local organizational structures. Therefore, selected data flows into and out of material 
and energy control are presented because they may cross the enterprise-control system 
boundary.  

6.4.5 Procurement (5.0) 

The functions of procuring resources typically include 

a) placing orders with suppliers for raw materials, supplies, spare parts, tools, equipment and 
other required materials; 

b) monitoring progress of purchases and reporting to requisitioners; 

c) releasing incoming invoices for payment after arrival and approval of goods; 

d) collecting and processing of unit requests for raw materials, spare parts, etc., for order 
placement to vendors. 

The functions of procurement typically generate or modify the expected material and energy 
delivery schedules for use in other control functions. 

6.4.6 Quality assurance (6.0) 

The functions of quality assurance typically include 

a) testing and classification of materials; 

b) setting standards for material quality; 

c) issuing standards to manufacturing and testing laboratories in accordance with requirements 
from technology, marketing and customer services; 

d) collecting and maintaining material quality data; 

e) releasing material for further use (delivery or further processing); 

f) certifying that the product was produced according to standard process conditions; 

g) checking of product data versus customer's requirements and statistical quality control 
routines to assure adequate quality before shipment. 

h) relaying material deviations to process engineering for re-evaluation to upgrade processes. 

The functions of quality assurance typically generate or modify the following information for use 
in other control functions. 

1) Quality assurance test results. 

2) Approval to release materials or waivers on compliance.  

3) Applicable standards and customer requirements for material quality. 
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Some of the functions within quality assurance may be inside the MO&C domain, based on local 
organizational structures; for example, quality assurance requests. Therefore, selected data 
flows into and out of quality assurance are addressed because they may cross the enterprise-
control system boundary.  

6.4.7 Product inventory control (7.0) 

The functions of product inventory control typically include 

a) managing the inventory of finished products; 

b) making reservations for specific product in accordance with product selling directives; 

c) generating the pack-out end product in accordance with delivery schedule; 

d) reporting on inventory to production scheduling; 

e) reporting on balance and losses to product cost accounting; 

f) arranging physical loading/shipment of goods in coordination with product shipping 
administration. 

The functions of product inventory control typically generate or modify the following information 
for use in other control functions. 

1) Finished goods inventory. 

2) Inventory balances. 

3) Pack-out schedule. 

4) Release to ship. 

5) Confirm to ship. 

6) Requirements. 

Some of the functions within product inventory control may be inside the MO&C domain, based 
on local organizational structures. Therefore, selected data flows into and out of product 
inventory control are used because they may cross the enterprise-control system boundary.  

6.4.8 Product cost accounting (8.0) 

The functions of cost accounting typically include 

a) calculating and reporting on total product cost; 

b) reporting cost results to production for adjustment; 

c) setting cost objectives for production; 

d) collecting raw material, labourlabor, energy and other costs for transmission to accounting; 

e) calculating and reporting on total production cost, reporting cost results to production for 
adjustment; 

f) setting cost objectives for materials and energy supply and distribution. 

The functions of cost accounting typically generate or modify the following information for use in 
other control functions. 

1) Cost objectives to production. 

2) Performance and costs from production. 
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3) Parts and energy incoming to accounting from material and energy control. 

6.4.9 Product shipping administration (9.0) 

The functions of product shipping administration typically include 

a) organizing transport for product shipment in accordance with accepted orders requirements; 

b) negotiating and placing orders with transport companies; 

c) accepting freight items on site and releasing material for shipment; 

d) preparing accompanying documents for shipment (BOL, customs clearance); 

e) confirming shipment and releasing for invoicing to general accounting; 

f) reporting on shipping costs to product cost accounting. 

6.4.10 Maintenance management (10.0) 

The functions of maintenance management typically include 

a) providing maintenance for existing installations; 

b) providing a preventative maintenance program; 

c) providing equipment monitoring to anticipate failure, including self-check and diagnostic 
programs; 

d) placing purchase order requests for materials and spare parts; 

e) developing maintenance cost reports, and coordinating outside contract work effort; 

f) providing status and technical feedback on performance and reliability to process support 
engineering. 

The functions of maintenance management typically generate or modify the following information 
for use in other control functions. 

1) Maintenance schedules that specify the plan for future work orders. 

2) Maintenance work orders that specify specific equipment to be taken out of service and 
made available for maintenance functions.  

3) Diagnostic and self-test requests to be performed on the equipment.  

Some of the functions within maintenance management may be inside the MO&C domain, based 
on local organizational structures. Therefore, selected data flows into and out of maintenance 
management are shown because they may cross the enterprise-control system boundary.  

6.4.11 Marketing and sales (12.0) 

The general functions of marketing and sales typically include 

a) generating sales plans;  

b) generating marketing plans; 

c) setting pricing; 

d) determining customer requirements for products; 

e) determining requirements and standards for products; 
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f) interacting with customers. 

6.4.12 Research, development, and engineering (13.0) 

The general functions of research, development and engineering typically include 

a) development of new products;  

b) definition of process requirements; 

c) definition of product requirements, as related to the production of the products. 

d) definition of equipment and resource requirements, as related to the production of the 
products 

6.5 Information flows 

6.5.1 Information flow descriptions 

The information flows between the functions that are labeled in Figure 7 are listed below.  

6.5.2 Schedule 

The schedule information flows from the production scheduling (2.0) functions to the production 
control (3.0) functions.  

This typically contains the information, to production, on what product is to be made, how much 
is to be made, and when it is to be made. Details of the schedule information are defined in the 
Part 2 object models. 

6.5.3 Production from plan 

The production-from-plan information flows from the production control (3.0) functions to the 
production scheduling (2.0) functions.  

This contains information about the current and completed production results from execution of 
the plan. It typically contains what was made, how much was made, how it was made, and when 
it was made. Details of the production-from-plan information are defined the Part 2 object 
models. 

6.5.4 Production capability 

The production capability information flows from the production control (3.0) functions to the 
production scheduling (2.0) functions.  

Production capability information is the current committed, available, and unattainable capacity 
of the production facility. This typically includes materials, equipment, labor, and energy. Details 
of the production capability information are defined in the Part 2 object models. 

6.5.5 Material and energy order requirements 

The material and energy order requirement information flows from the material and energy 
control (4.0) functions to the procurement (5.0) functions.  

Material and energy order requirements define future requirements for materials and energy 
required to meet short-term and long-term requirements based on the current availability.  
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There are no object models for the material and energy order requirements, but the information 
may use the definitions relating to material and energy defined in the Part 2 object models. 

6.5.6 Incoming order confirmation 

The incoming order confirmation information flows from the material and energy control (4.0) 
functions to the procurement (5.0) functions. 

Incoming order confirmations are the notification that the material or energy has been received.  

This information is not defined in the Part 2 object models because it does not cross the 
interface between the enterprise and MO&C domains.  

6.5.7 Long-term material and energy requirements 

The long-term material and energy requirements information flows from the production 
scheduling (2.0) functions to the material and energy control (4.0) functions. 

The long-term material and energy requirements are typically time-sequenced definitions of 
material and energy resources that will be needed for planned production.  

There are no object models for the long-term material and energy requirements, but the 
information may use the definitions relating to material and energy defined in the Part 2 object 
models. 

6.5.8 Short-term material and energy requirements 

The short-term material and energy requirements information flows from the production control 
(3.0) functions to the material and energy control (4.0) functions. 

The short-term material and energy requirements are requirements for resources that are needed 
for currently scheduled or executing production. These typically include 

a) requests for materials that may include deadlines; 

b) reservations for materials; 

c) indications of actual consumption; 

d) release of reservations; 

e) adjustments to consumption. 

Material and energy requirements are defined in the Part 2 object models. 

6.5.9 Material and energy inventory 

The material and energy inventory information flows from the material and energy control (4.0) 
functions to the production control (3.0) functions. 

The material and energy inventory information flows are the currently available material and 
energy that is used for short-term planning and for production. This information typically deals 
with raw materials. Material and energy inventory information is defined in the Part 2 object 
models.  
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6.5.10 Production cost objectives 

The production cost objectives information flows from the product cost accounting (8.0) functions 
to the production control (3.0) functions. 

Production cost objectives are the production performance targets in terms of resources. This 
could be related to a product or to a process. This typically includes materials, labor hours, 
energy, equipment usage, or actual costs. Elements of the production cost objectives are defined 
in the Part 2 object models. 

6.5.11  Production performance and costs 

The production performance and costs information flows from the production control (3.0) 
functions to the product cost accounting (8.0) functions. 

Production performance and costs are the actual use and results associated with specific 
production activities. This typically includes materials, labor hours, energy, and equipment 
usage. Results are typically identified by products, by-products, co-products, and scrap. This 
information would be in sufficient detail to identify all costs by product, co-products, and scrap. 
Production performance is defined in the Part 2 object models. 

6.5.12  Incoming material and energy receipt  

The incoming material and energy receipt information flows from the material and energy control 
(4.0) functions to the product cost accounting (8.0) functions. 

Incoming material and energy receipt is the notification that the material or energy has been 
received and additional information needed for cost accounting. This may include the BOL, 
material safety data sheet (MSDS), and COA. This information is coordinated with the incoming 
order confirmation (6.5.6) information flow.  

This information is not detailed in the Part 2 object models because it generally does not cross 
the interface between the enterprise and MO&C domains.  

6.5.13  Quality assurance results  

The quality assurance (QA) results information flows from the quality assurance (6.0) functions 
to the product inventory control (7.0) functions, material and energy control (4.0) functions, and 
the production control, operations control (3.2) functions.  

Quality assurance results are typically the results from QA tests performed on raw materials, in-
process materials, or products. Quality assurance results may concern tests performed in the 
product or in-process tests performed in a particular segment of production. Quality assurance 
results may include granting of in-process waivers.  

A positive QA result may be required before product inventory management may ship a product. 
A positive QA result may be required before production control transfers product-to-product 
inventory control.  

Details of quality assurance results are defined in the Part 2 object models. 
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6.5.14  Standards and customer requirements 

The standards and customer requirements information flows from the marketing and sales (12.0) 
functions to the quality assurance (6.0) functions, and from quality assurance (6.0) to production 
control (3.0).  

Standards and customer requirements are the specific values for attributes of the product that 
satisfy the customer needs. This typically includes specific processing specifications as well as 
material properties. This information may result in changes in or additions to material, 
equipment, and personnel properties and associated tests. 

Details of standards and customer requirements are not defined in the Part 2 object models. 

6.5.15  Product and process requirements 

The product and process requirements information flows from the research, development and 
engineering (RD&E) (13.0) functions to the production control (3.0) functions and the quality 
assurance (6.0) functions. 

The product and process requirements define how to make a product. Theseis typically 
corresponds to general or site recipes in batch manufacturing, bills of materials, assembly 
instructions and drawings in discrete manufacturing, and process descriptions in continuous 
manufacturing. Information about specific equipment, personnel, and material requirements may 
be specified according to the object models defined in Part 2. 

Details of product and process requirements are defined in the Part 2 object models for product 
definitions. 

6.5.16  Finished goods waiver 

Finished goods waiver information flows from the order processing (1.0) functions to the quality 
assurance (6.0) functions. 

Finished goods waivers are approvals for deviation from normal product specifications. Finished 
goods waivers may be negotiated customer deviations from specifications defined in the 
standards and customer requirements (6.5.14).  

Details of finished goods waiver are not defined in the Part 2 object models. 

6.5.17  In-process waiver request 

In-process waiver request information flows from production control (3.0) to the quality 
assurance (6.0) functions.  

In-process waiver requests are requests for waivers on normal production procedures due to 
deviations in materials, equipment, or quality metrics, where normal product specifications are 
maintained. The response to the request is in the quality assurance results.  

Details of in-process waiver requests are not defined in the Part 2 object models. 
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6.5.18  Finished goods inventory 

The finished goods inventory information flows from the product inventory control (7.0) functions 
to the production scheduling (2.0) functions. 

The finished goods inventory is information on the current inventory of finished goods that is 
maintained by product inventory control. This typically includes quantity, quality, and location 
information that is used for the scheduling of new production, and as feedback on previously 
scheduled production. This is the total finished product available for distribution or shipment. 
Finished goods inventory is defined in the Part 2 object models.  

6.5.19  Process data 

The process data information flows from the production control (3.0) functions to the product 
inventory control (7.0) functions and the quality assurance (6.0) functions. 

Process data is information about production processes, as related to specific products and 
production requests, and is described in the Part 2 object models. Typical uses of process data 
are by quality assurance as part of the QA functions, and by product inventory control where this 
information is needed as part of the finished product deliverables.  

6.5.20  Pack-out schedule 

The pack-out schedule information flows from the production scheduling (2.0) functions to the 
product inventory control (7.0) functions. 

A pack-out schedule is the consolidation of produced items of one or more stock-keeping unit for 
delivery to customers, inventory, or others.  

Details of pack out schedules are defined in the Part 2 object models. 

6.5.21  Product and process know-how 

The product and process know-how information flows from the research, development and 
engineering (RD&E) (13.0) functions to the production control (3.0) functions. 

Product and process know-how typically includes standard operating procedures, recipes, work 
instructions, critical safety limits, and analytical methods. This may be generated in response to 
operations requests or originated by RD&E for new products and processes.  

Elements of the product and process know-how information are defined in the Part 2 object 
models. 

6.5.22  Product and process information request 

The product and process information request flows from the production control (3.0) functions to 
the RD&E (13.0) functions. 

A product and process information request is a request for new or modified product definitions 
and process definitions.  

Details of product and process information requests are defined in the Part 2 and Part 5 object 
models. 
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6.5.23  Maintenance requests 

The maintenance request information flows from the production control (3.0) functions to the 
maintenance management (10.0) functions. 

Maintenance requests are requests for a maintenance function. This may be a planned request 
or an unplanned request due to an unplanned event, such as a lightning strike on a transformer.  

Details of maintenance request information are defined in the Part 2 object models. 

6.5.24  Maintenance responses 

The maintenance response information flows from the maintenance management (10.0) functions 
to the production control (3.0) functions. 

Maintenance responses are the logged status or completion of routine, scheduled, or unplanned 
maintenance.  

Details of maintenance responses information are defined in the Part 2 object models. 

6.5.25  Maintenance standards and methods 

Maintenance standards and methods information flows from the production control (3.0) 
functions to the maintenance management (10.0) functions. 

Maintenance standards and methods are typically accepted practices and procedures that 
maintenance uses in performing its functions.  

Details of maintenance standards and methods information are defined in the Part 2 object 
models. 

6.5.26  Maintenance technical feedback 

Maintenance technical feedback information flows from the maintenance management (10.0) 
functions to the production control (3.0) functions. 

Maintenance technical feedback is typically information about the performance and reliability of 
production equipment and may include reporting on performed maintenance. Reports on 
maintenance may include scheduled, preventive, or predictive.  

Details of maintenance technical feedback information are defined in the Part 2 object models.  

6.5.27  Product and process technical feedback 

Product and process technical feedback information flows from the production control (3.0) 
functions to the RD&E (13.0) functions. 

Product and process technical feedback is information about the performance of production 
equipment and product. This information generally results from performance tests and study 
requests to operations control.  

Details of product and process technical feedback information are defined in the Part 2 object 
models. 
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6.5.28  Maintenance purchase order requirements  

Maintenance purchase order requirements information flows from the maintenance management 
(10.0) functions to the procurement (5.0) functions.  

Maintenance purchase order requirements are information about materials and supplies required 
to perform maintenance tasks.  

Details of maintenance purchase order requirements information are not defined in the Part 2 
object models. 

6.5.29  Production order  

Production order information flows from order processing (1.0) functions to production scheduling 
(2.0) functions.  

Production order is information about accepted customer orders that defines work for the plant.  

Details of production order information are defined in the Part 2 object models. 

6.5.30  Availability  

Availability information flows from the production scheduling (2.0) functions to the order 
processing (1.0) functions.  

Availability is information about the plant's ability to fulfill the order.  

Details of availability information are defined in the Part 2 object models. 

6.5.31 Release to ship  

Release to ship information flows from the product shipping administration (9.0) functions to the 
product inventory control (7.0) functions. 

Release to ship is information about the permission to ship the product.  

Details of release to ship information are defined in the Part 2 object models. 

6.5.32 Confirm to ship  

Confirm to ship information flows from the product inventory control (7.0) functions to the product 
shipping administration (9.0).  

Confirm to ship is information about the actual shipment of product. 

Details of confirm to ship information are defined in the Part 2 object models. 
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7 Manufacturing operations 

7.1 Manufacturing operations management 

The activities of manufacturing operations management are those activities of a manufacturing 
facility that coordinate the personnel, equipment, material and energy in the conversion of raw 
materials and/or parts into products. Manufacturing operations management includes activities 
that may be performed by physical equipment, human effort and information systems.  

Manufacturing operations management shall encompass the activities of managing information 
about the schedules, use, capability, definition, history and status of all of the resources 
(personnel, equipment and material) within, and associated with, the manufacturing facility.  

NOTE  Resources associated with the manufacturing facility but not within it may include, among others, 
government inspectors, regulatory certifications, resource coordination with other entities, outsourced 
activities and processes. 

7.2 Manufacturing operations management categories 

The manufacturing operations management activities correspond to the activity set defined in 
6.3. These are the activities contained within the heavy dotted line shown in Figure 8. The heavy 
dotted line is equivalent to the Level 3/Level 4 interface defined in 5.2.1. Manufacturing 
operations management shall be modelled using four categories: production operations 
management, maintenance operations management, quality operations management and 
inventory operations management, as shown in shaded areas in Figure 8.  

NOTE 1  There are also other activities of a manufacturing facility, not shown in Figure 8, but described in 
Annex A.  

NOTE 2  The model structure and categories do not reflect a business organizational structure within a company 
but is a model of activities. Different companies assign responsibilities for categories, activities or sub-
activities to different business organizational groups.  Refer to Part 3 for a generic activity model which 
can be applied to other categories of activities.   
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Figure 8 – Manufacturing operations management model 

7.3 Other activities within manufacturing operations management 

In addition to the activities of production operations, maintenance operations, quality operations, 
and inventory operations management there are many supporting management activities that 
occur in manufacturing operations.  Elements of these supporting activities may occur in any of 
the production, maintenance, quality operations, or inventory operations management activities.   
Elements of these supporting activities may not be unique to manufacturing operations in an 
enterprise, but typically also apply to many other areas of the enterprise.   

These supporting activities include: 

a) Management of security within manufacturing operations. 

b) Management of information within manufacturing operations. 

c) Management of configurations within manufacturing operations. 

d) Management of documents within manufacturing operations. 

e) Management of regulatory compliance within manufacturing operations. 

f) Management of incidents and deviations within manufacturing operations. 

The definition of the supporting activities is not in the scope of this standard, because they often 
are enterprise wide, however requirements for the activities as they relate to manufacturing 
operations are briefly described in Annex A.  
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8 Information model 

8.1 Model explanation 

Subclause 8.2 is an overview of the information contained in the object model and provides a 
context for the object models. It includes the general categories of information formally defined in 
Part 2.  

8.2 Manufacturing operations information  

There are four categories of manufacturing operations information that correspond to the four 
categories of manufacturing operations activities. The information corresponds to four major 
types of information as shown in Figure 9: 

a) Schedule and request information – Information about requests to perform work within one or 
more categories of activities. 

b) Performance and response information – Information about work performed within one or 
more categories of activities.  

c) Capability information – Information about the capabilities to perform work within one or more 
categories of activities.  

d) Definition information – Information about the definition of work that could be performed 
within one or more categories of activities.  
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Figure 9 – Manufacturing operations information 

The production schedule, production performance, product definition, and production capability 
information for production operations management are defined in additional detail in the following 
clauses.  

There are equivalent information structures for maintenance, quality test and inventory 
operations management that are of importance for manufacturing operations and are defined in 
Part 2 using a generic model. 

The methods and activities associated with conversion and transformation within Level 3 of the 
business representations to the Level 3 detailed work representations are defined in Part 3.  

8.3 Categories of production operations management information 

8.3.1 Information areas 

Most of the production operations management information described in the Clause 6 model falls 
into the following four main areas. 

a) Information about the capability to produce a product. 

b) Information required to produce a product. 

c) Information about schedules for production of the product. 

d) Information about actual production of the product 

This information is a subset of the information shown in Figure 9 and is identified in Figure 10. 
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Figure 10 - Production operations management information 

Some information in each of these four areas is shared between the manufacturing operations 
and control systems and the other business systems, as illustrated Figure 11.  Venn diagrams 
are used to illustrate the overlap of information. This standard is only concerned with the 
overlapping information in the Venn diagrams, and with presenting a model and common 
terminology for that information.  
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Figure 11 – Areas of information exchange 

8.3.2 Production capability information 

8.3.2.1 Production capability information categories 

There are three main areas of information about the production capability that have significant 
overlap. The three areas of information are production capability information, maintenance 
information, and capacity scheduling information. Figure 12 illustrates the overlapping 
information. 
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Figure 12 – Production capability information 

8.3.2.2 Production capability information 

For each site, area, and element within the area there is a presentation of the production 
capability of the personnel, equipment, and materials. 

The production capability information includes the current capacity, the future expected capacity 
of the resource, and a history of capacity of the resource.  

8.3.2.3 Production capacity types 

The collection of predicted or forecast available capacity, committed capacity, and unattainable 
capacity shall be shown as production capacity, as depicted in Figure 13.  

The production capacity is the theoretical maximum capability available for use in production.    

Past capacity that represents actual use history shall be shown as used or unused capacity 

EXAMPLE 1 Used capacity may be compared against predicted committed capacity to visualize time dependent 
efficiencies.  
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Figure 13 – Current and future capacities 

a) The capability includes the capacity of the resource. 

b) A capacity may be identified as current, may be identified for future times, or may be defined 
for past times, as depicted in Figure 20. 

NOTE 1 Future production capacity may change over time as equipment, material, and personnel capability is 
added, modified, or removed. 

c) Committed capacity defines resources that are committed to future production or were 
committed to past production, usually due to existing schedules and/or materials in 
production. 

Unattainable capacity defines resources that are not attainable for future production given the 
equipment condition, equipment utilization, personnel availability, and material availability.  

EXAMPLE 2 Unattainable equipment capacity due to equipment condition may occur because of equipment out of 
service for maintenance 

EXAMPLE 3 Unattainable equipment capacity due to equipment uti lization may occur because 75 % of a vessel is 
filled and the other 25 % is not available for other products 

EXAMPLE 4 Unattainable personnel capacity may occur because of vacation schedules 

Available capacity defines the resources that are available for additional future production and 
not committed to production. 

Capacities may have a confidence factor, as illustrated in Figure 14.  

NOTE 2 Confidence factors may be used by planning and scheduling in the development of possible and 
alternate schedules based on an acceptable level of risk. 

Used Capacity is a historical value that defines the portion of the production capacity that was 
used to make acceptable quality product.  

Unused Capacity is a historical value that defines the portion of the production capacity that was 
not used to make acceptable quality product.  An unused capacity may have one or more 
reasons for the unused capacity, as illustrated in Figure 15. 

EXAMPLE 5 One portion of an unused capacity may be unused because of no scheduled production.  Another 
portion of the unused capacity may be unused because of production of unacceptable quality product.  
Another portion may be unused because of equipment not available.  

NOTE 3 Unused Capacity (no scheduled production) or Unused Capacity (Quality Unacceptable) may be a 
concern for some entities and respective Key Performance Indicators may show resources available 
but not uti lized to manufacture a viable product. 
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Committed, Unattainable, and Available capacity may be defined for past times, as a history of 
expected use, and for future times, as a prediction. Used and unused capacity may be defined 
for past times.   
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Figure 14 - Future capacity confidence factor 
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Figure 15 - Past capacity unused capacity reasons 

8.3.2.4 Maintenance information 

For each site, area, and element within the area there is a listing of the equipment as required 
for maintenance. This includes maintenance records and other information that is not part of the 
production capability model.  

The maintenance information includes the current maintenance state of the equipment. 
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8.3.2.5 Capacity scheduling information 

The capacity scheduling information contains the process segments available for the production 
unit, process cell, or production line.  

For each site, area, and equipment element within the area there is a presentation of the 
production capacity of the personnel, equipment, and materials needed for scheduling of 
production.  

8.3.2.6 Production equipment status  

Production equipment status is information derived from the capability information of the 
equipment and the maintenance information. This includes the listing of the equipment, the 
current status of the equipment, and the usage history of the equipment.  

8.3.2.7 Production capacity  

Production capacity is defined as the information derived from production capability information 
and (product specific) capacity scheduling information. This includes the listing of the capacity 
scheduling product definition information and current status and expected future status of the 
personnel, equipment, and materials capabilities. 

8.3.2.8 Scheduled production equipment availability 

Scheduled production equipment availability is a dynamic interaction of production capability 
information, maintenance information, and capacity scheduling information that allows 
forecasting of scheduled production equipment availability.  

8.3.2.9 Preventive/predictive maintenance information 

Preventive/predictive maintenance information is the correlation of equipment health and 
maintenance requirements with capacity scheduling information so as to align maintenance 
processes and adjust the capacity scheduling information during the maintenance processes. 

8.3.2.10 Process segment capability 

A capability may be given in terms of a process segment. Process segments show the business 
view of a part of the manufacturing process. The capabilities may specify specific capabilities or 
the class of capability (such as class of equipment) needed for the process segment. Figure 16 
illustrates how capabilities relate to process segments.  

– A manual process segment may define the class of materials and class of personnel needed 
for production.  

– A semi-automated process segment may define the class of materials, personnel, and 
equipment needed.  

– A non-material process segment, such as an equipment set-up segment, may define the 
class of equipment and personnel used.  

– An automated process segment may only define the material and equipment classes needed.  
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Figure 16 – Process segment capabilities 

8.3.3 Product definition information 

8.3.3.1 Product definition information categories 

There are three main areas of information required for the production of a specific product that 
have significant overlap. The three areas are information for scheduling, material information, 
and production rules. Figure 17 illustrates the overlapping information. 
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Figure 17 – Production information definition 

8.3.3.2 Product production rules 

Product production rules are the information used to instruct a manufacturing operation how to 
produce a product.  

NOTE: Examples of product definition rules are a general site or master recipe (IEC 61512-1 definitions), product 
data AP (application protocol) as defined in ISO 10303-1, standard operating procedure (SOP), standard 
operating conditions (SOC), routing, or assembly steps based on the production strategy used.  

8.3.3.3 Bill of material 

The BOM is a list of all materials required to produce a product showing the quantity of each 
required. These may be raw materials, intermediate materials, subassemblies, parts, and 
consumables. This list does not contain the breakdown of where the materials are used or when 
they are needed, but it may be organized in a hierarchical manner that maps to some of the 
production steps. The bill of material often includes material that is not related to production of 
the product, such as shipping materials or included documentation. The bill of material is a 
subset of the bill of resources. 

The manufacturing bill is the subset of the bill of material that is related to production.  

8.3.3.4 Bill of resources 

The bill of resources is the list of all resources required to produce a product. Resources may 
include materials, personnel, equipment, energy, and consumables. The bill of resources does 
not contain the specific production steps, but it may be organized in a hierarchical manner that 
maps to some of the production steps.  
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8.3.3.5 Product definition segment 

Product definition segment is the overlap of information between product production rules and 
the bill of resources. It describes a job or task consisting of one or more work elements, usually 
carried out essentially in one location. A product definition segment is the most detailed process 
view for the business system to control material, labor, resource usage, cost, and quality in order 
to control the production.   

Product Segment is a synonym for Product Definition Segment.  

A product definition segment shall reference a process segment.  This relationship is illustrated 
in Figure 18. 
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Figure 18 – Product definition segment relation to process segment 

Product definition segments may correspond to 

a) IEC 61512-1 process stages, process operations, unit procedures, or operations for batch 
manufacturing;  

b) production unit operations for continuous manufacturing; 

c) assembly steps and assembly actions for discrete manufacturing; 

d) other types of identifiable time spans for other types of manufacturing. 

The example in Figure 19 illustrates nested product segments in a Gantt-type chart with time on 
the horizontal axis and each box corresponding to a different product definition segment.  

Production routing is the overlap of information between the product production rule information 
and bill of resources information without the bill of material information. It represents all of the 
non-material aspects of production such as equipment, labor, and energy. Production routings 
include an ordered sequence of product definition segments.  

Material routing is the overlap of information between the production rule information and the bill 
of material information. It represents both the production material inputs and where they are 
used in product definition segments.  



ISA 95.00.01 CDV3  2008 ISA – 59 – 

 

Clean
Strawberries

Clean
Blueberries

Mix  Berries

Fill Bottles

Pack Bottles

Time Line 

Make Mixed Berry Jam

Pack Mixed Berry Jam

Nested Product Definition Segments
in a Product Definition for Packed Mixed Berry Jam

Make Jam

  

Figure 19 – Example of nested product definition segments 

8.3.3.6 Use of product and process segments 

Product and process segments map the business view of the processes and are not intended to 
represent the detailed view required for manufacturing operations management within Level 3.   

8.3.3.7 Overlapping areas 

Figure 17 illustrates the overlap of information between different areas but is not meant to 
represent the amount or importance of the information. Different manufacturing and business 
strategies will have different amounts of information shared between the different areas. Figure 
20 illustrates the amount of information in two examples. The left side of the figure shows an 
example where the manufacturing systems maintain most of the information required for a 
product. The right side of the figure shows an example where the business systems maintain 
most of the information.  
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Figure 20 – Possible information overlaps 
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8.3.4 Production information 

8.3.4.1 Production information categories 

There are three main areas of information about actual production that have significant overlap. 
These three areas are production history information, production resource information, and the 
production scheduling information. Figure 21 shows the overlap between the areas of 
information. 
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Figure 21 – Production information 

8.3.4.2 Production history information 

Production history information is all of the information recorded about the production of a 
product. This may be called by many names, such as the batch journal, product log, or traveller.  

8.3.4.3 Production resource information 

Production resource information is all of the information about inventoried materials, equipment, 
personnel, and other resources.  

Typically, all consumed and produced materials are maintained in the production resource 
information, and sometimes intermediates are maintained if they are needed for financial 
evaluation. In some industries this may include energy information.  

8.3.4.4 Production scheduling information 

The scheduling model contains all of the information about the execution of scheduled 
production runs.  
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8.3.4.5 Production segment information 

The production segment information is history information about a segment of a schedule.  

8.3.4.6 Production resource history information 

The production resource history information is the part of the production history information that 
contains information on resources that has been used in Production.  

8.3.4.7 Production schedule and performance 

Production schedule and performance information is shared among production information, 
inventory information, and scheduling information. This includes the listing of the raw materials 
consumed, materials produced, and materials scrapped. It also includes the discussion of how 
long segments of production actually took and how much material was produced and consumed 
by specific segments of production. This information is generally used to track actual production 
against production requests and as feedback to the scheduling cycle. 

8.3.5 Process segment 

A process segment is the collection of capabilities needed for a segment of production, 
independent of any particular product at the level of detail required to support business 
processes. This may include material, energy, personnel, or equipment capabilities as described 
in Part 2.  Business Segment is a synonym for Process Segment. 

There is a relationship among the collection of process segments, the product definition segment 
listings for each product, the segment requirements for any specific production request, and the 
segment responses that define what was produced and actual resources used. This concept is 
illustrated in Figure 22. A product definition segment references a process segment known to 
production, a segment requirement references a known product definition segment of the product 
being manufactured or a process segment, and a segment response references a know product 
definition segment of the product manufactured or a process segment.  
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Figure 22 – Segment relationships 
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9 Completeness, compliance and conformance 

9.1 Completeness 

There are no completeness criteria for this Part.  

9.2 Compliance 

a) Any assessment of the degree of compliance of a specification shall be qualified by a 
statement of the degree to which they then conform partially or totally to definitions. 

b) In the event of partial compliance, areas of non-compliance shall be explicitly identified.  

 NOTE:  This part of the standard does not enumerate compliance points sufficient to form a conformity 
assessment scheme.  Additional specifications are required to define specific compliance elements 
needed to meet a specific technical regulation or directive. 

9.3 Conformance 

Any assessment of the degree of conformance of an application shall be qualified by the 
documentation to which the definitions conform. 

In the event of partial conformance, areas of non-conformance shall be explicitly identified. 

NOTE: This part of the standard does not enumerate or group the conformance points sufficient to form a 
conformity assessment scheme. Additional specifications are required to define specific conformance 
requirements suitable for conformance tests.   
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Annex A  
(informative) 

 
Other enterprise activities affecting manufacturing operations 

A.1 Other areas 

In addition to the major activities already described, there are other activities that are used within 
manufacturing operations, but are not necessarily unique to the manufacturing element of a 
company. These supporting activities include, but are not limited to, 

a) management of security within manufacturing operations; 

b) management of information within manufacturing operations; 

c) management of configurations within manufacturing operations; 

d) management of documents within manufacturing operations; 

e) management of regulatory compliance within manufacturing operations; 

f) management of incidents and deviations within manufacturing operations. 

Figure A.1 illustrates the concept of the supporting activities and their relationship with the major 
manufacturing operations activities. For example, there may be an aspect of management of 
information used in production data collection, production resource management, production 
tracking, production definition management, maintenance definition management and quality test 
data collection.  
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Figure A.1 – Other enterprise activities affecting manufacturing operations 
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A.2 Management of security 

Management of security is an enterprise function and is not defined in this standard but does 
impact manufacturing operations management. Security management functions include physical 
(site and area) security, information security and computer security. The basic role of security in 
manufacturing operations is to make sure that only authorized personnel may make changes or 
affect manufacturing in allowed ways. This typically involves physical security to limit access to 
facilities, control of information flows out of a facility to protect intellectual property and control of 
communications to ensure that unauthorized remote access does not affect operations.  

NOTE Management of security is often combined with management of networks. The current recommend practice is 
to ensure that networks used in production operations, especially those involved in physical control of 
processes, are separate from non-real-time networks. This separation may be physical, through different 
networks or network standards, or virtual through protocols, firewalls and routers. Real-time control 
requires predictable network responsiveness and latency, which is best accomplished through the 
separation of networks.  

When policies and procedures for management of security do not exist on a company-wide basis, 
then security control can be considered a manufacturing operations activity, for manufacturing 
security.  

Potentially relevant standards for security relating to communications and computer systems are 
listed in Annex B.  

A.3 Management of information 

Management of information is an enterprise function and not defined in this standard but does 
impact manufacturing operations management. In fact, most of the manufacturing operations 
activities consume and generate information as part of their function. Many functions must 
exchange information with other functions that are not listed this standard.  

When policies and procedures for management of information do not exist on a company-wide 
basis, then information control can be considered a manufacturing operations activity, for 
manufacturing information.  

Management of information involves management of information storage, transmission, backup, 
recovery and redundancy. These are often corporate-level functions that follow corporate, 
industry, national, or international standards.  

A.4 Management of configuration 

Management of configuration is often an enterprise function and is not defined in this standard 
but does impact manufacturing operations management. Management of configuration includes 
configuration management and change control procedures that should be considered in 
manufacturing operations. This function may be required any place there is a semi-permanent 
data storage and actions can be taken based on the stored data. Often audit trails and revision 
management procedures are required.  

EXAMPLE 1: This may include product definitions, work instruction, standard operating procedures, product and 
process definitions, resource class definitions.  

EXAMPLE 2: This may include management of Level 2 information such as PLC programs and DCS configurations. 
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When policies and procedures for management of configurations do not exist on a company- 
wide basis, then configuration control can be considered a manufacturing operations activity, for 
manufacturing configurations.  

One aspect of configuration management involves the processes and procedures necessary to 
implement changes to configuration elements that may comprise the production operations. This 
includes identification, surveillance and control of changes to these configurable items. This 
includes, but is not limited to,  

a) equipment hardware identification and change procedures; 

b) Level 2 and Level 3 software identification and change procedures; 

c) data and record management for Level 2 and Level 3 records; 

d) version control of the configuration elements. 

One aspect of change control involves processes or procedures by which changes are initiated 
and managed. These procedures often include the following: 

1. requests for change; 

2. analysis of the change request; 

3. impact analysis of the change; 

4. approval of the change; 

5. implementation of the change; 

6. review and approval of the change implementation; 

7. monitoring of the change. 

Potentially relevant standards for management of configuration include are listed in Annex B.  

A.5 Management of documents 

Management of documents is often an enterprise function and is not defined in this standard but 
does impact manufacturing operations management. Manufacturing operations need to manage 
a wide range of documents. These include items such as SOPs, work instructions, recipes, 
control system programmes, drawings, batch records, engineering change notices, alarm logs 
and exception reports. Management of this information is often required for regulatory, 
environmental, health and safety, or certification reasons. Generally companies have a set of 
procedures, policies and software tools in place to manage all corporate documents.  

When policies and procedures for management of documents do not exist on a company-wide 
basis, then document control can be considered a manufacturing operations activity, for 
manufacturing documentation.  

Document management also involves an aspect of disaster recovery. Many manufacturing 
systems are based on confidence in the delivery systems. However, natural or man-made 
disasters can delay delivery of raw materials, delivery of final products and make manufacturing 
facilities temporarily or permanently unavailable. Companies with significant operations typically 
develop a disaster-recovery plan that includes information about production. It should also 
contain documentation on core manufacturing processes. Aside from recovering data, entire 
processes may have to be recreated that must map to machine, automated systems, physical 
layout, production sequences and part inventory systems. The information should be available 
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after disasters so that operators can physically recreate production lines in the event of 
unforeseen disasters.  

Potentially relevant standards for document management are defined in Annex B.  
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A.6 Management of regulatory compliance 

The broad footprint of management of regulatory compliance means that many areas of the 
enterprise can be significantly affected. Failures in regulatory compliance can stop production, 
force product recalls and potentially cause safety problems. Where management of regulatory 
compliance activities involves the quality and safety of production, then the activities are in the 
scope of production operations.  

When policies and procedures for management of regulatory compliance do not exist on a 
company-wide basis, then compliance control can be considered a manufacturing operations 
activity, for manufacturing compliance.  

Figure A.2 illustrates some of the aspects of regulatory compliance and general activities 
associated with each aspect.  
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Figure A.2 – Functions in management of regulatory compliance 

Typical environmental activities include  

a) permit requirements related to planning/construction and operations; 

b) air pollution control including emissions limitation/control and permits; 

c) water pollution control including wastewater and effluent discharges and storm water runoff; 

d) waste management of solids, hazardous material and packaging; 

e) notification, classification, packaging and labelling of hazardous materials. This also 
includes storage of such material;  
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EXAMPLE: Special handling of asbestos, PCBs and pesticides. 

f) liability and management practices including civil and criminal liability and contaminated land 
liability; 

g) typical health and safety activities including  

h) handling, classification, packaging and labelling of hazardous substances including safety 
data sheets; 

i) disaster planning including emergency planning and response and fire safety; 

j) hazard communication in the form of warning signs, training and advice; 

k) occupational health surveillance in the form of occupational exposure controls (including 
chemical, physical, biological agents and noise);  

l) medical surveillance of personnel; 

m) process safety in the form of machinery safety, lifting equipment, pressure systems, 
confined space entry/work permits/access control; 

n) management of functional safety; 

o) electrical safety; 

p) ergonomics including office work, manual handling of loads and the like; 

q) first aid.  

Potentially relevant standards related to regulatory compliance are defined in Annex B. 

A.7 Management of incidents and deviations 

Management of incidents, deviations, corrective actions and preventative actions is often an 
enterprise function and is not defined in this standard, but does impact manufacturing operations 
management. Management of incidents, deviations, corrective actions and preventative actions 
is often associated with maintenance of regulatory compliance or with continuous improvement 
processes. These activities are also often performed in conjunction with other manufacturing 
operations management activities.  

Management of incidents: Maintaining plant operation often requires that unexpected events, 
called incidents, are recorded and that the response to the incident is recorded. Incidents are 
typically unexpected events related to maintaining plant operations, safety, regulatory 
compliance, or security. Incident management typically involves investigation to determine the 
root cause of the incident and may lead to preventive actions to prevent future incidents.  

EXAMPLE 1: An unexpected release of a chemical into the environment may generate an incident and the incident 
report may have to be sent to the appropriate regulatory agency, such as the US EPA.  

EXAMPLE 2: An unexpected pump failure from a newly installed pump may generate an incident and the incident 
response may be to investigate and potentially change the supplier.  

Management of deviations: Maintaining plant operations often requires that deviations that have 
been detected because of normal conditions are recorded and that the response to the deviation 
is recorded. Deviations are typically measured differences between an observed value and an 
expected or normal value, or an anomaly from a documented standard or process. Deviation 
management typically involves determination of the root cause of the deviation and may lead to 
corrective actions to remove the source of the deviation.  

Management of corrective actions and preventive actions: Maintaining plant operations often 
requires that corrective actions, typically in response to an incident, deviation, or failure, are 
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recorded and managed and that the results of the corrective action are recorded. Clear, 
appropriate and implementable corrective actions should be identified at the conclusion of any 
investigation. Tracking and follow-up should be managed to ensure that the corrective actions 
are implemented and verified.  

EXAMPLE 3: Corrective actions may include improving procedures, adding maintenance procedures for equipment, or 
implementing retest or revalidation procedures. 

Preventative actions are typically managed in a similar fashion, in order to prevent possible 
future incidents or deviations.  

EXAMPLE 4: Batch cycle times on a process cell may not meet the rated value and this is identified as a deviation; 
then, a preventive action is created to reduce the batch cycle time.  

Recommended actions are managed in a similar function. Recommended actions are predefined 
sets of actions to occur in the event of an incident or deviation.  
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Annex B  
(informative)  

 
Associated standards 

 

B.1 Management of security 

The following standards may apply to the common enterprise activities of management of 
security.  

ISO/IEC 9798-1:1007, Information technology – Security techniques – Entity authentication 
mechanisms – Part 1: General  

ISO/IEC 10164-7:1992, Information technology – Open Systems Interconnection – Systems 
Management: Security alarm reporting function  

ISO/IEC 10164-8:1993, Information technology – Open Systems Interconnection – Systems 
Management: Security audit trail function  

ISO/IEC 10164-9:1995, Information technology – Open Systems Interconnection – Systems 
management: Objects and attributes for access control  

ISO/IEC 10181-1:1996, Information technology – Open Systems Interconnection – Security 
frameworks for open systems: Overview  

ISO/IEC 10181-2:1996, Information technology – Open systems interconnection – Security 
frameworks for open system: Authentication framework  

ISO/IEC 10181-3:1996, Information technology – Open Systems Interconnection – Security 
frameworks for open systems: Access control framework  

ISO/IEC 10181-4:1997, Information technology – Open Systems Interconnection – Security 
frameworks for Open Systems: Non-repudiation framework  

ISO/IEC 10181-5:1996, Information technology – Security frameworks for open systems: 
Confidentiality framework  

ISO/IEC 10181-6:1996, Information technology – Open Systems Interconnection – Security 
frameworks for open systems: Integrating frameworks 

ISO/IEC 10181-7:1996, Information technology – Open Systems Interconnection – Security 
frameworks for open systems: Security audit and alarms framework  

ISO/IEC 10745:1995, Information technology – Open Systems Interconnection – Upper layers 
security model  

ISO/IEC 11586-1:1996, Information technology – Open Systems Interconnection – Generic upper 
layers security: Overview, models and notation  

ISO/IEC 11586-2:1996, Information technology – Open Systems Interconnection – Generic upper 
layers security: Security Exchange Service Element (SESE) service definition  

ISO/IEC 11586-3:1996, Information technology – Open Systems Interconnection – Generic upper 
layers security: Security Exchange Service Element (SESE) protocol specification  

ISO/IEC 11586-4:1996, Information technology – Open Systems Interconnection – Generic upper 
layers security: Protecting transfer syntax specification  

ISO/IEC 13335-1:2004, Information technology – Security techniques – Management of 
information and communications technology security – Part 1: Concepts and models for 
information and communications technology security management  
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ISO/IEC 13335-3:1998, Information technology – Guidelines for the management of IT security – 
Part 3: Techniques for the management of IT security  

ISO 7498-2:1989, Information processing systems – Open Systems Interconnection – Basic 
Reference Model – Part 2: Security Architecture  

ANSI/ISA-TR99.00.01, Security Technologies for Manufacturing and Control Systems 

ANSI/ISA-TR99.00.02, Integrating Electronic Security into the Manufacturing and Control 
Systems Environment 

B.2 Management of configurations 

The following standards may apply to the common enterprise activities of management of 
configurations. 

ANSI/EIA-649-A, National Consensus Standard for Configuration Management 

OSHA 29 CFR 1910.119, Process safety management of highly hazardous chemicals 

FDA 21 CFR Part 11, Electronic records; electronic signatures 

B.3 Management of documentation 

The following standards may apply to the common enterprise activities of management of 
documentation. Potentially relevant standards for document management include the following. 

IEC 60417,  Graphical symbols for use on equipment IEC 60617, Graphical symbols for diagrams   

IEC 60848:2002, GRAFCET specification language for sequential function charts  

IEC 61082-1:2006, Preparation of documents used in electrotechnology – Part 1: Rules 

IEC 61175:2005, Industrial systems, installations and equipment and industrial products – 
Designations for signals and connections 

IEC 61286:2001, Information technology – Coded graphic character set for use in the preparation 
of documents used in electrotechnology and for information interchange 

IEC 61346-1:1996, Industrial systems, installations and equipment and industrial products –
Structuring principles and reference designations – Part 1: Basic rules 

IEC 61346-4:1998, Industrial systems, installations and equipment and industrial products – 
Structuring principles and reference designations – Part 4: Discussions of concept 

IEC 61355:1997, Classification and designation of documents for plants, systems and equipment 

IEC 61360-1:2002, Standard data element types with associated classification scheme for 
electric components – Part 1: Definitions – Principles and methods  

IEC 61360-2:2002, Standard data element types with associated classification scheme for 
electric components – Part 2: EXPRESS dictionary schema 

IEC 61360-4, Standard data element types with associated classification scheme for electric 
components – Part 4: IEC reference collection of standard data element types and component 
classes  

IEC 61506:1997, Industrial-process measurement and control – Documentation of application 
software 

IEC 61666:1997, Industrial systems, installations and equipment and industrial products –
Identification of terminals within a system 

IEC 61734:2006, Application of symbols for binary logic and analogue elements  
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IEC 62023:2000, Structuring of technical information and documentation 

IEC 81714-2:2006, Design of graphical symbols for use in the technical documentation of 
products – Part 2: Specification for graphical symbols in a computer sensitive form, including 
graphical symbols for a reference library, and requirements for their interchange 

IEC 81714-3:2004, Design of graphical symbols for use in the technical documentation of 
products – Part 3: Classification of connect nodes, networks and their encoding 

IEC 82045-1:2001, Document management – Part 1: Principles and methods 

ISO 81714-1:1999, Design of graphical symbols for use in the technical documentation of 
products – Part 1: Basic rules 

B.4 Management of regulatory compliance 

The following standards may apply to the common enterprise activities of management of 
regulatory compliance. 

ISO 14001:2004, Environmental management systems – Requirements with guidance for use 

ISO 14004:2004, Environmental management systems – General guidelines on principles, 
systems and support techniques 

ISO 14015:2001, Environmental management – Environmental assessment of sites and 
organizations (EASO) 

ISO 14020:2000, Environmental labels and declarations – General principles  

ISO 14021:1999, Environmental labels and declarations – Self-declared environmental claims 
(Type II environmental labelling) 

ISO 14024:1999, Environmental labels and declarations – Type I environmental labelling – 
Principles and procedures 

ISO 14025:2006, Environmental labels and declarations – Type III environmental declarations – 
Principles and procedures 

ISO 14031:1999, Environmental management – Environmental performance evaluation – 
Guidelines 

ISO 14032:1999, Environmental management – Examples of environmental performance 
evaluation (EPE) 

ISO 14040:2006, Environmental management – Life cycle assessment – Principles and 
framework 

ISO 14041:1998, Environmental management – Life cycle assessment – Goal and scope 
definition and inventory analysis 

ISO 14042:2000, Environmental management – Life cycle assessment – Life cycle impact 
assessment 

ISO 14043:2000, Environmental management – Life cycle assessment – Life cycle interpretation 

ISO 14047:2003, Environmental management – Life cycle assessment – Examples of application 
of ISO 14042 

ISO 14048:2002, Environmental management – Life cycle assessment – Data documentation 
format 

ISO 14049:2000, Environmental management – Life cycle assessment – Examples of application 
of ISO 14041 to goal and scope definition and inventory analysis 

ISO 14050:2002, Environmental management – Vocabulary 
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ISO 14061:1998, Information to assist forestry organizations in the use of Environmental 
Management System standards ISO 14001 and ISO 14004 

ISO 14062:2002, Environmental management – Integrating environmental aspects into product 
design and development 

ISO 19011:2002, Guidelines for quality and/or environmental management systems auditing 

29 CFR 1910, Occupational safety and health standards 

B.5 Related standards on quality 

ISO 9000:2005, Quality management systems – Fundamentals and vocabulary 

ISO 9001:2000, Quality management systems – Requirements 

ISO 9004:2000, Quality management systems – Guidelines for performance improvements 

ISO 10005:2005, Quality management – Guidelines for quality plans 

ISO 10006:2003, Quality management systems – Guidelines for quality management in projects 

ISO 10007:2003, Quality management systems – Guidelines for configuration management 

ISO 10012:2003, Measurement management systems – Requirements for measurement 
processes and measuring equipment 

ISO 10013:2001, Guidelines for quality management system documentation 

ISO 10014:2006, Quality management – Guidelines for realizing financial and economic benefits 
ISO 10015:1999, Quality management – Guidelines for training 

ISO 10017:2003, Guidance on statistical techniques for ISO 9001:2000 

ISO 19011:2002, Guidelines for quality and/or environmental management systems auditing 
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Annex D  
(informative) 

 
IEC 62264 relationship with some other standardization work  

in the manufacturing related area  
 
 

D.1 Introduction 

Very important standardization efforts are being made in various institutional standardization 
committees or consortia in the area of manufacturing integration or areas related to it. Many 
standards and standardization efforts are strongly related to IEC 62264. 

It is therefore essential to identify the relationship between these standardization works and the 
similar entities and features they address, in order to review these similarities, the possible 
overlaps, the differences in context and purpose, and then to 

• avoid duplication of work, as well as redundancy (unnecessary overlap);  

• determine the needs in term of interfaces for further developments; and 

• improve consistency and interoperability between standardization efforts in this area. 

NOTE For example, data modelling of a drill: 

− ISO 10303 model of a drill is a product model (designer or vendor point of view); 

− ISO 15531 model of a drill is a resource model (user or manufacturer point of view); 

− ISO 13584 model of a drill is an item belonging to a library (vendor or purchaser point of view). 

Most of the features, entities or attributes of a drill are different in these three standards. Some 
are similar or even the same. The same manufacturing application may make use of the three 
representations (for example, in a shop-floor a drill may first be a product in a sharpening 
application and then become a resource when it is used to make a hole). The overlap between 
these three standards (identical or similar feature) is needed to provide interfaces between them. 

Different standards that address the same area have to be consistent (as compatible and 
interoperable as possible); at least the similar features and concepts, differences, and 
relationships between them have to be clearly identified and treated. 

That is why this annex, after a short presentation of manufacturing integration concerns, 
provides some rough indication of the relationships between IEC 62264 and a selection of 
closely related standards developed in ISO TC184, ISO/IEC JTC1, and IEC TC65. 

D.2 Manufacturing, modelling and integration 

Various approaches, principles, methodologies and tools may be used to achieve integration. 
Depending on the level, integration may be at one of the following levels (see Bibliography): 

• physical; 

• application; or 

• business. 
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Depending on the approaches, the integration may be 

• top down; or 

• bottom up. 

Depending on the principles, the integration may be 

• full integration (like proprietary software); in that case, the standard is the software or system 
itself; 

• integration by unification (like Windows or Office); in that case, possible standards are 
methods, architecture, constructs, partial models, and even commercial products; or 

• integration by federation (like specific software built around various products); in that case, 
standards may be the interfaces. 

Depending on the tools, integration may be 

• data integration (through data modelling); 

• organization integration (through enterprise, systems and processes modeling); or 

• communication integration (through network and communication modeling and tool; or  

 NOTE  For example, the ISO seven-layer model. 

• integration through interfaces and translations. 

Other approaches may also be noted such as integration through enterprise modelling or 
integration through enterprise-wide decision-making (see Bibliography) that both may be 
envisioned as part of organization integration. Anyway, all these principles, methodologies and 
tools are complementary and very often research or standardization workbelongs to more then 
one type of integration even though one of them is more important. 

According to the above, current manufacturing related standardization efforts or standards in ISO 
and IEC might  roughly be classified as follows. 

c) Organization integration (enterprises, systems and processes modelling) 

– ISO 15705; 

– ISO 14258; 

– ISO 19439; 

– ISO 19440; 

– ISO 10314; 

– IEC 62264; 

– IEC 61512; 

– ISO/IEC 10746 and ISO/IEC 15414; 

4) Data modelling 

– ISO 10303-1; 

– ISO 15531; 

– ISO 13584; 

– ISO 14649; 

– ISO 13399. 
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 2) Communications and exchanges 

– ISO/IEC 9506; 

– ISO 15745; 

– Most of the standardization effort of IEC TC65 and ISO TC184/SC5 WG2 and WG5. 

3) Translation and interoperability tools 

– ISO 16668; 

– ISO 16100; 

– ISO 18629; 

– ISO 13281. 

D.3 IEC 62264 relationship with European and  
TC184 SC5 WG1 standardization work 

The European Standardization Committee, CEN TC310/WG1, has elaborated three European 
Standards: ENV 40003, ENV 12204 and ENV 13550 with respect to ENV 40003 (or ISO 19439), 
IEC 62264 can be considered as a reference model situated at partial level of the framework for 
modelling. Within this framework, IEC 62264 provides not only function and information but also 
resource descriptions of production planning and control system. With regard to ENV 12204 (or 
ISO 19440), the modelling languages used to represent the IEC 62264 models are different from 
the modelling constructs defined in ENV 12204 (or ISO 19440). There is no direct link between 
IEC 62264 and ENV 13550, because the IEC 62264 models are not required to be computer 
executable; they are conceptual descriptions of functions, information (including resource 
information) of the production planning and control system. 

Concerning the standards developed in ISO TC184 SC5/WG1, the relationship with ISO 19440 
and ISO are the same as those of IEC 62264 with ENV 40003 and ENV 12264. 

IEC 62264 makes use of ISO 15704 as one of its main references and may, as a partial model of 
ISO 19439, be considered as included in an ISO 15704 partial model at the design specification 
phase of the modelling phase dimension (life cycle dimension) of ISO 15704, ISO 19439 and ISO 
14258.  

Furthermore, time does not seem to be treated in the same way in IEC 62264 and other ISO 
TC184 standards. No modelling view is clearly identified in IEC 62264, according to ISO 15704, 
ISO 14258 and ISO 19439 requests. 

The constructs identified in ISO 10314 are very near to the IDEF0 approach, but are completely 
different from those identified by IEC 62264 (ISO 10314 was not designed for job scheduling). 

Some interfaces and translation tools may have to be developed to ensure compatibility and 
interoperability of IEC 62264 and these standards, especially for view modelling, and possibly 
with models developed at the requirement phase and implementation phase of ISO 15704 and 
ISO 19439. 

D.4 IEC 62264 relationship with ISO TC184 SC5 WG4 standard 

There is no direct link between IEC 62264 and ISO 13281 (MAPLE) because MAPLE is an 
interoperability tool that gathers software in a MAPLE compliant database after development of 
appropriate interfaces. There is thus no MAPLE specific model, no MAPLE constructs. 
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ISO 16100-1 provides a very generic manufacturing model that makes use of ISO 15704 and IEC 
62264 as normative references. In its Annex A, ISO 16100-1 provides a summary of IEC 62264. 
There is no consistency problem between these two standards, because they address two 
different areas of manufacturing integration (ISO 16100 is more an interoperability tool). 

D.5 IEC 62264 relationship with ISO TC184 SC4 standard 

Relations between ISO TC184/SC4 standards and IEC 62264 are numerous and important. First 
of all, IEC 62264 identifies features such as material, equipment, consumables, and finished 
goods, products that are very near to those described by ISO 10303 and ISO 13584 (and ISO 
13399 from TC29/WG34), or features such as resources and capability that are very near to 
those of ISO 15531. In addition IEC 62264 address a scope (scheduling, process planning), 
which is very near to that of ISO 15531 and some application protocols of STEP (for example, 
ISO 10303-214 used in the automotive industry and ISO 10303-212 used in the electrotechnical 
industry) with a different approach (and probably a different usage) from these standards. 

In ISO 10303 any kind of product is modelled; these may include some of the material, 
equipment, product, and finished goods identified in IEC 62264. The purpose of ISO 10303 is 
mainly product design; however, some applications of 10303 model inputs or outputs of 
manufacturing systems (for example, 10303-214). For ISO 13584, products are described as 
components in a parts library (catalogue) with a sale or purchasing purpose.  

ISO 13399 models cutting tool data as machine resources with the support of ISO 13584.  

ISO 15531 addresses modelling of resource usage management data with a manufacturing 
management purpose (including scheduling) at the shop-floor or plant level. For ISO 15531 
resources modelled are part of the manufacturing system, thus they cannot include inputs (for 
example, raw material, consumables) or outputs (for example, product, components, finished 
goods) of the system. The resource model of ISO 15531 is very generic, including humans, 
devices, software and data sets that may contribute to the transformation of inputs (raw material 
component) into outputs (new components, products, finished goods). It excludes time, which is 
modelled independently in another part of ISO 15531; it also excludes facilities. ISO 15531 also 
identifies capability and capacity as two different features (see also Annex F). 

ISO 18629 is a translation tool between applications. It is based on a manufacturing ontology 
and may help the translation between IEC 62264 applications and other applications based on 
ISO TC184 standards (for example, STEP, MANDATE, etc.). 

Even where there are time-related entities in the STEP integrated resources they are more 
related to events than to time itself, which is modelled separately (in a scheduling purpose) in 
ISO 15531-42. 

Most of the ISO TC184/SC4 standards make use of EXPRESS (ISO 10303-11) in their data 
modelling. That may not be a major concern due to the fact that OMG and ISO TC184/SC4 are 
working together on a mapping between UML and EXPRESS and the result may be integrated in 
the next version of UML. In addition, ISO TC184/SC4 is working on the mapping between 
EXPRESS and XML. A mapping between PSL and XML is also scheduled in a specific part of 
PSL. 
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D.6 IEC 62264 relationship with ISO/IEC 10746 and ISO/IEC 15414  

The purpose of IEC 62264 is clearly different from the purpose and approach of ISO/IEC 10746 
and ISO/IEC 15414. IEC 62264 addresses industrial processes, while the ODP Reference Model 
(RM-ODP) enables a modeller to specify any information system with 5 separate points of view 
to obtain rigorous and complete specification. RM-ODP addresses processes as one concept of 
the model of the enterprise view. RM-ODP identifies four levels of model. From that point of 
view, if the level M0 addresses the real-world, M1 the model of the real word and M2 a meta-
model, IEC 62264 appears at the M1 level, while RM-ODP is at the M2 level.  

In addition, while IEC 62264 makes use of model classes for its concepts and makes use of UML 
notation, RM-ODP uses models only to illustrate its purpose and the use of UML notation is only 
implicit. 

D.7 IEC 62264 relationship with ISO 16668  

The Basic Semantics Register (BSR) is a tool to capture the semantics of concepts 
independently of any naming using rules and guidelines gathered in ISO 16668. This standard is 
being developed in ISO TC154 WG1 (ISO TC154 is in charge of EDI standards such as TDED). 
The tool that gathers the Basic Semantic Concepts (BSCs) and Basic Semantic Units (BSUs) 
and records them is now operational and includes concepts definitions coming from various 
sources such as UN/EDIFACT, TC184/SC4 and other standardization committees. 

This tool is helpful in interoperability by identifying semantic similarities (not based only on 
keyword matching) between basic concepts. 

There is no compatibility or interoperability concern with ISO 16668. Nevertheless, it will be 
useful to check IEC 62264 concepts with those already collected in the BSR and to populate 
BSR with some key concepts of IEC 62264. 

D.8 IEC 62264 relationship with IEC 61512  

The IEC 61512 batch control standard includes a definition of product manufacturing instructions, 
as defined in recipes. The recipes in IEC 61512 are the equivalent of the production rules in 
ISO/IEC 62254. The IEC 61512 standard also discusses an interface to production scheduling, 
but only in general and not to the level of detail defined in IEC 62264. The concepts in IEC 
62264 are consistent with the concepts in IEC 61512. In fact IEC 62264 builds on the definitions 
in IEC 61512 to include non-batch manufacturing and other production areas. 

D.9 Reference documents 

IEC 61512 (all parts), Batch control 

IEC 62264 (all parts), Enterprise-control system integration 

ISO 9506 (all parts), Industrial automation systems – Manufacturing Message Specification 

ISO 10304 (all parts), Water quality – Determination of dissolved fluoride, chloride, nitrate, 
orthophosphate, bromide, nitrate and sulfate ions, using liquid chromatography of ions 
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ISO 13281 (all parts), Industrial automation systems – Manufacturing Automation Programming 
Environment (MAPLE) – Functional architecture 

ISO 13399 (all parts), Cutting tool data representation and exchange 

ISO 13584 (all parts), Industrial automation systems and integration – Parts library 

ISO 14258 (all parts), Industrial automation systems – Concepts and rules for enterprise models 

ISO 14649 (all parts), Industrial automation systems and integration – Physical device control – Data 
model for computerized numerical controllers 

ISO 15531 (all parts), Industrial automation systems and integration – Industrial manufacturing 
management data 

ISO 15705, Water quality – Determination of the chemical oxygen demand index (ST-COD) – 
Small-scale sealed tube method2 

ISO 15745 (all parts), Industrial automation systems and integration – Open systems application 
integration framework 

ISO 16100 (all parts), Industrial automation systems and integration – Manufacturing software 
capability profiling 

ISO/TS 16668 (2000), Basic Semantics Register (BSR) 

ISO 18629 (all parts), Industrial automation systems and integration – Process specification 
language 

ISO 19439, CIM systems architecture – Framework for enterprise modelling3 

ISO 19440, CIM systems architecture – Constructs for enterprise modelling4 

ISO/IEC 10746 (all parts), Information technology – Open Distribution Processing – Reference 
model 

ISO/IEC 15414, Information technology – Open Distribution Processing – Reference model – 
Enterprise language 5 

 

___________ 

2 To be published. 

3 To be published. 

4 To be published. 

5 To be published. 
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Annex E  
(informative)  

 
Business drivers and key performance indicators 

E.1 Purpose 

This annex contains a collection of business drivers and key performance indicators (KPI) or 
issues that have been defined, and used as the potential touch points into the business 
processes of the users of the standard. These are also called Critical Success Factors. The 
drivers were used to test the informational content included within the standards. They 
determined if the communications model adequately addressed the business issue associated 
with integration. 

These business drivers are identified as being critical to the success of the operations of 
manufacturing companies across a variety of industries. The drivers have been clarified and 
validated with operating companies and vendors companies. The drivers provide users with the 
basis from which to determine the usage of the standard based on their particular industry and 
information system needs. 

E.2 History  

Key business drivers are the areas of performance that are most critical to an organization's 
success. Key business driver is a term used in connection with strategic planning and related 
goal setting. Key business drivers refer to principal organization-level requirements (similar to 
Mission Essential Task List, or METL, in tactical units), derived from short- and long-term 
strategic planning. They include customer-driven quality requirements and operational 
requirements such as productivity, cycle time, deployment of new technology, strategic alliances, 
supplier development, and research and development. In simplest terms, key business drivers 
are those things the organization has to do well for its strategy to succeed (see Bibliography). 

E.3 Drivers and issues 

Business drivers, in a manufacturing facility, generate the need for information to flow between 
the executive offices and the process or manufacturing floor. Enterprises focus on these 
business drivers to meet competitive requirements in the marketplace. Business drivers 
subsequently influence information sent to the production floor or are influenced by information 
gathered from the production floor. 

Business drivers and some information demands have been identified. Additional research and 
work may be required to clarify the scope and definition of the drivers and information demands 
for particular users requirements. 

There is always some business process that needs information from production, or needs to 
exercise control of production that drives the need for integration. Integration requires that the 
production information can be mapped back to the business information.  
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E.4 Value of standard to business  

Manufacturing enterprises are typically dynamic entities. There are continual changes in 
business processes to meet changing business and legal environments. There are also usually 
continual changes in production processes, as new technologies and advances in production 
capabilities emerge. The purpose of this standard is to aid in the separation of the business 
processes from the production processes. The standard describes information in a way that is 
business-process independent and production-process independent. Figure E.1 illustrates this 
concept of a common model that bridges the different business and production processes. 
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Figure E.1 – Multiple business and production processes 

E.5 Vendor-independent exchange 

Another value of the standard to business is the separation of exchanged information from 
specific implementations of manufacturing operations and control systems and specific 
implementations of business management systems. Manufacturing operations and control 
systems change when the production processes change, when factories are bought or sold, or 
when control equipment is updated or replaced. Likewise, business management systems 
change due to corporate mergers, sell-offs, technology changes, or business or legal changes.  

This standard provides vendor-independent methods of describing the information exchanged 
that can be consistent across changes to manufacturing systems and IT business systems.  
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E.6 Business drivers 

Some terms or labels that describe such business drivers include the following. 

E.6.1 Available to promise 

Automated available-to-promise is achieved by giving order takers access to inventory and 
capacity information, and in some cases even vendor information, so that they are able to 
commit to reliable delivery dates while the customer is still on the telephone. 

Information needed for automated available-to-promise: 

– current finished goods inventory; 

– current production plan for that product; 

– realistic capacities of the production facility of that product; 

– raw material inventories; or 

– raw material purchasing capability. 

E.6.2 Reduced cycle time 

Cycle time is defined as the time it takes to produce a product from the time the order is placed.  

Cycle time refers to responsiveness and completion time measures – the time required to fulfil 
commitments or to complete tasks (see Bibliography). 

The reason that businesses concentrate on minimizing the total cycle time is generally to 
increase inventory turns. This has the net result of increasing a business's ROA (return on 
assets).  

To reduce cycle time a business identifies areas where most of the delay and waiting occurs and 
addresses them appropriately. In most cases, the time needed to plan and react to changes is 
much longer than the time to build. Response time improvement requires all aspects of the 
planning, scheduling and execution to be taken into account. Reducing the time to plan allows 
more frequent analysis of forecasts and less dependence on forecasting data. 

E.6.3 Asset efficiency 

Asset efficiency is a focus on maximizing the effective and cost-effective use of assets in the 
production of products. The information obtained from the production environment will deliver to 
an enterprise realistic information on the production capabilities of the plant, train, unit, work cell, 
etc. Asset efficiency is the desire to better utilize the assets of a company. It usually involves all 
assets of a company, production, service, administration, support, sales, and marketing. Asset 
efficiency improves a company's ROA.  

Asset efficiency may imply 

d) operating to capacity, with timely maintenance; 

e) operating equipment efficiently in terms of its operating parameters and its maintenance; 

f) measurements such as counter readings per operating hours; 
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g) time, temperature, pressure/vibration, status or other detailed data; 

h) maintenance schedules, operating/maintenance specifications, procedure times. 

E.6.4 Agile manufacturing  

Agile manufacturing is the ability to reconfigure production assets to meet market demand 
quickly. This requires the ability to change production using existing plants and equipment.  

Agility in manufacturing is the ability to thrive in a manufacturing environment of continuous and 
often unanticipated change and to be fast to market with customized products. Agile 
manufacturing uses concepts geared toward making everything reconfigurable. 

Agile enterprises may be supported by a networked infrastructure that can link multi-company 
teams into an integrated virtual corporation.  

Agile manufacturing requires that production can quickly respond to changes in product definition 
and sometimes even change product production processes in mid-stream.  

E.6.5 Supply chain optimization 

The aim of supply chain management (SCM) is for each player in the supply chain to conduct 
business with the latest and best information from everyone else in the chain, guiding supply and 
demand into a more perfect balance. The purpose is to move product from the point of origin to 
that of consumption in the least amount of time and at the smallest cost.  

Supply chain management helps managers do such things as integrate retail channels with 
manufacturing, drive demand from the point of sale, or eliminate inventory buffers in the 
distribution chain. SCM extends beyond the walls of the enterprise to suppliers and distributors. 

Supply chain management moves to supply chain optimization when the supply chain is used to 
maximize the effectiveness of the whole, as well as maximizing the effectiveness of the 
individual parts.  

Supply chain optimization involves making complex tradeoffs to satisfy business objectives of 
reducing operational costs and inventory, improving delivery reliability and response time, and 
service to the customer.  

E.6.6 Quality and traceability 

Quality and traceability can be a business driver in some businesses. This may be required by 
factors such as regulatory compliance, service cost measurement per product improvement, 
reliability to customers, and human resources tracking of exposure to hazardous items. 

Quality and traceability requires that information that is typically kept within a manufacturing 
system be made available to other parts of an enterprise. This often requires integration of 
production control and quality assurance, with a corporate quality system.  

E.6.7 Operator empowerment 

Moving more decision-making to operations sometimes provides a competitive advantage, where 
operator decisions can have directly measurable financial impacts. The operations floor thus 
requires a significant increase in information that was accessible only from business offices in 
the past. 
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Empowerment: A condition whereby employees have the authority to make decisions and take 
action in their work areas without prior approval. The act of vesting appropriate authority in the 
hands of the people nearest the problems needs to be solved.  

E.6.8 Improved planning  

Improved planning is a key business driver for companies with expensive inventory, time-
consuming production but fast customer changes, and variable demand. Improved planning 
requires access and use of information from throughout the corporation to move planning output 
from production requests and closer to production schedules. 

Improved planning requires continual feedback on actual production and material consumption, 
as well as continual feedback on demand and inventories.  

E.6.9 Summary 

The business driver list is not all-inclusive. Any business driver that impacts cost, capacity, 
compliance, time, or analysis could be added to the list. Additionally, informational components 
of one business driver will also often be required when addressing other business drivers. The 
example in Clause B.6 is a basic situation that may provide a starting point for various business 
drivers. 

E.7 Example business driver and information flow 

An example of how business drivers and associated production functions generate the need for 
information flow throughout the business enterprise is described as follows.  

The first business driver, available to promise, is a basic business driver. We assume a 
manufacturing business. In this business, there are certain functional steps that generate 
information flow between the business enterprise (office) and the production floor (control 
systems). 

We will consider this business to be a general manufacturing facility. In a typical business day, 
we have customers who are requesting to buy our product. Armed with information from our 
sales personnel, we progress to the manufacturing floor. Here, information generation may be 
outlined in the following steps. 

i) Current state: Where are we right now? Every business requires knowledge of its current 
manufacturing and business situation. This information is defined as production from plan 
and production performance and costs in the standard's data flow model.  

j) Target state: Where do we want to go? In the normal course of business, new orders may be 
received, legal requirements change, and even the weather may have an informational 
impact through the business. So, there is information that flows between the business 
practices and manufacturing practices. This information is defined as schedule and pack- out 
schedule in the standard's data flow model. 

k) Transition state: Prior to a change, there is a significant amount of information generated to 
anticipate how the changes will be managed. And when things actually change, there is 
history gathering of how the changes actually occur. This information is defined as 
production performance in the standard's object model. 

l) Planning/Scheduling: For this business, the need for information regarding current state, 
target state and transition environment may occur may times per week, day or operations 
shift. The frequency of schedule update and the frequency of information uploads will depend 
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on industry needs. A grouping or series of steps A, B, and C may be described as a schedule 
for the manufacturing floor. Or, the business offices may regard this as a plan. Either way, 
there is information that has to flow between the two to reconcile issues. This information is 
defined as production schedule in the standard's object model. 

m) Planned versus actual: At certain times, a typical business has to review the actions in 
steps A through C to see if the business requires adjustments. 

This is one method of describing steps that generate information flow between the business 
offices and the production floor in an available-to-promise enterprise.  

Regardless of the specific business driver and associated functions identified, some of the steps 
described in the make-to-order example above are required to meet all business drivers. For 
example, many business drivers require the business to know what the current state of its 
business is. 

E.8 Definitions 

This clause presents terms sometimes used in describing key business drivers.  

E.8.1 Current state reporting 

Current state reporting is a collection of information that characterizes the current activity and 
conditions that exist in the manufacturing environment. This information is collected for the 
purpose of decision support. This information allows you to understand where you are in relation 
to current commitments. This information is described in the standard in the current production 
capability information. Some other terms often used in current state reporting include 

a) production request: information on the current production schedule with respect to the actual 
product that has been requested for production; 

b) production quantity: how much of the current production request has been completed 
(cumulative versus request)?; 

c) current rate: what is the instantaneous rate of production of the product requested?; 

d) quality: measure of the effectiveness of production - this measurement of product quality, 
yields data, waste, loss, yield, material, and energy balance); 

e) physical equipment status: information on the maintenance state of the equipment, work 
cells, trains, etc., to determine the current and future availability of that equipment for the 
production of the next product; 

f) predictive maintenance: a predictive determination of when equipment will need 
maintenance, and a mechanism to perform maintenance on the equipment at or before its 
expected error or failure time; 

g) preventative maintenance: performing maintenance before an error or failure occurs, and a 
mechanism to perform maintenance, usually on a fixed-time or run-time schedule; 

h) inventory status: data on materials that will impact the decision to proceed with the next 
product’s production. 

E.8.2 Turnaround time 

Turnaround time is the time required to change a production mechanism for the purpose of 
producing a different product or the same product with different characteristics. The information 
that will determine the turnaround time includes 
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a) the current state of all items and current state of the production facility; 

b) historical transition times, given the current state of the production facility; 

c) standard operating procedures required for switchover; 

d) resource requirements versus available (labourlabor, material, equipment). 

E.8.3 Campaigning  

Campaigning is the planning of the execution of production based on the existing capacity, raw 
material, resources and production request. A campaign is usually a limited run of product 
through the production process. Campaigns can last from days to months depending on the 
products, processes, and production requirements. Control strategy and physical process 
changes may accompany campaigns. 

One important aspect of campaigning is letting production know the sequence of events or 
scheduled runs ahead of time. 

Campaigns generally deal with a single product, or a set of products with compatible processing 
or product requirements. Campaign planning has to also address previous product 
characteristics to maximize the agility of the change. 

Campaigning is addressed in the standard through production schedules and production 
requests. 

E.8.4 New targets 

New targets describe what to make in the next time sequence and when to start – mainly an 
information demand that the control system places on the enterprise for a production order. New 
targets are handled in the standard through the production parameters in a production request.  

The type of information required for new targets depends on the industry. New targets can be 
fixed numbers in a discrete environment and can be variable values, such as tables or functions, 
in continuous environments. 

New targets may include the product quality characteristics. 

E.9 Data reconciliation 

Data reconciliation is a serious issue for enterprise-control integration. The data have to be valid 
to be useful for the enterprise system. The data are often determined from physical 
measurements that have associated error factors. This is usually converted into exact values for 
the enterprise system. This conversion may require manual or intelligent reconciliation of the 
converted values. Additional problems occur when the type of physical measurement, such as 
volume, is used to calculate information based on a related value, such as weight. For example, 
in the refining industry the operations floor changes the density of products, but measures by 
volume, then uses inference to calculate density and weight. 

Systems have to be set up to ensure that accurate data are sent to production and from 
production. Inadvertent operator or clerical errors may result in too much production, too little 
production, the wrong production, incorrect inventory, or missing inventory.  
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Annex F  
(informative) 

 
Discussion on models 

F.1 Introduction 

It has long been the goal of the industrial systems engineer to integrate the operating units of a 
plant in order to be able to produce that plant’s products at minimum unit cost and at maximum 
overall profit for the company involved. Early work in this field was based on plant design 
techniques that  

a) closely coupled production units; 

b) minimized in-process inventories and work in progress; and  

c) made maximum use of in-plant energy sources to supply plant energy needs.  

While excellent in initial concept, these techniques floundered because of lack of 

– unit coordination;  

– dynamic response; and  

– market sensitivity.  

Lack of unit coordination is exemplified by the presence of unpredictable plant interruptions and 
breakdowns in plant production processes that occur randomly in time and location, thus 
wreaking havoc with the productivity of such a close-coupled, low-inventory plant. Unforeseen 
changes in customer requirements, often making obsolete an inflexible manufacturing system, 
characterize the lack of dynamic response. A lack of market sensitivity is exhibited through 
limited flexibility in responding to changes in competition, in production cost items (such as 
energy and raw materials), and in regulatory requirements, any of which can invalidate the initial 
optimization criteria of a plant’s design. 

More recently, the trend in systems integration has been toward the use of automatic control in 
its broadest sense (including dynamic control, scheduling and the closure of information loops) to 
integrate all aspects of the plant’s operations including closing the information loops within the 
plant. This latter trend then allowed a plant to compensate for unforeseen interruptions and 
breakdowns in its production processes and also allowed it to modify its product mix and its 
production rate as its customer’s needs and desires changed. All of this is to be done while 
continually minimizing overall production costs to match the current plant condition. Thus we 
have the substitution of control and management techniques for initial design procedures in an 
attempt to counteract the forces that invalidated the original concept, and therefore to still 
accomplish the original goals. 

It is well known which tasks such a system has to be able to carry out to accomplish these goals. 
Only since the advent of advanced computer technology has it been possible to handle the 
enormous computational load involved in carrying out these functions in real time and thus 
hoping to compensate for all of the factors affecting plant productivity and economic return. 

Current technology is providing the technical capability to greatly facilitate the development of 
integrated automated systems. These trends include: (1) distributed, digital, microcomputer-
based, first-level dynamic control systems; (2) standard real-time programming languages and 
configurable programming systems; (3) standard high-speed communications; and (4) 
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corresponding major developments in database management techniques. These have resulted in 
computer systems that are able to integrate plant management, plant production scheduling, 
inventory management, individual process optimization, and unit process control for all of a 
plant’s operating units treated as a whole. 

However, to accomplish the design and development of such large-scale systems, the aid of 
overall design and operational standards and accompanying models of such systems are vitally 
necessary. 

F.2 Requirements for the models 

It is necessary in such a model to be able to show clearly all of the major operational 
characteristics of the relationships of the functions involved in a plant management and control 
system. These include the following, among others. 

1) Subordination and aggregation: Which of the functions (a) are dependent upon others for 
direction (instructions) in carrying out their assigned tasks; and which of them (b) have the 
major function of supplying information necessary for other functions to help carry out the 
other’s assigned tasks? 

 Prime examples of subordination in item 1) are those of 

n) customer order processing; 

o) overall production scheduling; 

p) detailed production scheduling; 

q) production planning; 

r) process control of production unit. 

 A prime example of aggregation in item 1) is the continued collection, averaging and 
smoothing of process control operational data to achieve the information that management 
needs for overall operational management of the plant and the company. 

2) Connectivity and progression: How does data flow in the plant production system? Where 
does each item of data originate; through what intermediate functions does it flow; and where 
does the resulting information have its ultimate use? 

3) Automatability and innovation: Can the function be automated or mechanized through 
electronic devices; that is, can the function be mathematically described? Or, does the 
function require innovation by a human for its ultimate successful completion? 

4) Genericity: To the extent possible, the model developed to explain the scheduling and control 

system necessary for enterprise integration studies should be generic − that is, it should be 
able to be used to model the control system of any factory or plant, in any industry, 
anywhere, if at all possible. Each of the models presented here will be generic to the extent 
possible. 

5) Semantics: It is also extremely important that the semantics or meaning of the various terms 
used in describing the concepts of the model(s) used be interpreted by all readers in exactly 
the same way. A powerful way to accomplish this is to use an object model to accomplish the 
required concept definition. Clause 7 of this standard presents such a capability. 

A popular and effective way of illustrating item 1) above in a model is through the use of a 
hierarchical layered model, with each of the items of item 1) being subordinate, or below that 
above it in the list, in the model. At the same time, the aggregation occurs naturally, going 
upward in the same-layered fashion. 
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Unfortunately, it has not been possible to date to show all of the required capabilities listed 
above in one graphical representation of the system. Particularly difficult has been the 
representation of subordination and aggregation (hierarchical layers) and connectivity and 
progression (data flow) together. Thus, two separate representations are necessary and the 
coordination of the resulting two forms has been difficult.  

Annex G presents a major table (Table G.12) that points out the coordination between both 
models in the PRM. Such a procedure appears to be necessary whenever a system is modeled 
from widely different aspects or views as occurs here. 

The concepts of automatability versus innovation (that is, human input required) were handled in 
the PRM by the concept of external entities. External entities are those functions that are not 
included in the automated scheduling and control system, but for which a complete data transfer 
interface is provided. Thus, there are enterprise functions that require human input but cannot be 
part of the model since the functions involved cannot be modelled. However, they can take part 
in the plant integration since all needed communications are established. 

Figure F.1 illustrates the concept for the PRM. Those functions above the dashed line in this 
diagram require human involvement. Hence, they are considered external, but contributing, 
entities in the PRM. Functions below the dashed line are part of the management and control 
system that can be automated. 

All parts of the Purdue Reference Model for CIM that are concerned with the scope of this 
standard are presented in Annex G.  
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Figure F.1 – Scope for Purdue Reference Model (PRM) for manufacturing 
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Annex G  
(informative)  

 
Selected elements of the Purdue Reference Model 

G.1 General 

This annex contains selected portions of the complete published version of the Purdue 
Reference Model (see Bibliography), thereby providing a brief description of the PRM. The annex 
is included so that the models in this standard may be better understood in the context of the 
complete plant reference model. Some non-pertinent clauses and tables have been removed. 
References in the original document have been replaced with footnotes. The figures and tables 
have also been consecutively numbered.  

Figure G.4 has been modified to show a different split between the production scheduling and 
management information systems and the control computation and control enforcement than in 
the original publication. The split is now shown between Levels 3 and 4, based on planned 
changes to the Purdue model as a result of the analysis done for this Part, rather than between 
Levels 2 and 3 of the original.  

G.2 Generic list of macro-functions 

The overall applicability of the concepts of enterprise integration depends to a great extent on 
the development of a set of generic tasks, functions and macro functions to describe an 
enterprise integration system or indeed any enterprise. The Purdue Reference Model for CIM 
developed two such lists, one based on the scheduling and control hierarchy view and another 
based on the data flow diagram view of the reference model. It then proceeded to show the 
correlation of these two apparently widely different lists by cross-referencing the task titles used 
and their point of application in each view. For the sake of completeness, that material will be 
reproduced here, along with considerable related material on the architecture. 

One of the most important graphical representations is the scheduling and control hierarchy view 
from the reference model as mentioned above. The hierarchy view that is shown in Figure G.1 
categorizes the tasks carried out by the industrial control system for a complete plant or 
company. Figure G.2 shows that this same diagram with modifications only for the names of the 
functions involved will characterize the control tasks of either a continuous or discrete 
manufacturing industry plant. Figure G.3 expands the earlier diagrams to cover a company with 
multiple plants.  
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Figure G.1 – Assumed hierarchical computer control structure  
for a large manufacturing complex 
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Figure G.2 – Assumed hierarchical computer control system structure  
for an industrial plant 
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Figure G.3 – Assumed hierarchical computer control structure for an industrial company 
to show Level 5 and its relationship to Level 4 

 

G.3 One form of generic tasks in a plant-wide hierarchy 

Overall automatic control of any large modern industrial plant, regardless of the industry 
concerned, involves each of the requirements listed in Table G.1. 

Thus the automation of any such industrial plant becomes the managing of the plant's 
information systems to assure that the necessary information is collected and used wherever it 
can enhance the plant's operations – true information systems technology in its broadest sense. 

Another major factor should also be called to our attention here. It has been repeatedly shown 
that one of the major benefits of the use of digital computer control systems in the automation of 
industrial plants has been in the role of a control systems enforcer. In this mode, one of the 
control computer's main tasks is to continually assure that the control system equipment is 
actually carrying out the job that it was designed to do in keeping the units of the plant 
production system operating at some best (near optimal) level. That is, to be sure that in the 
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continuous process plant, for instance, the controllers have not been set on manual, that the 
optimal set points are being maintained, etc. Likewise, it is the task of dynamic control to assure 
that the plant's production schedule is carried out, i.e., to enforce the task set by the production 
scheduling function. 

Often the tasks carried out by these control systems have been ones that a skilled and attentive 
operator could have readily done. The difference is the degree of attentiveness to the task at 
hand that can be achieved over the long run. 

As stated earlier, all of this is to be factored into the design and operation of the control system 
that will operate the plant, including the requirements for maximum productivity and minimum 
raw material and energy usage. As the overall requirements, both energy and productivity based, 
become more complex, more sophisticated and capable control systems are necessary. 

While the above tasking list is truly generic for any manufacturing plant − continuous or discrete 
– it is necessary to rearrange it in order to come up with a more compact set of tasks for further 
discussion. 

Therefore, what is needed is an overall system for any manufacturing plant which has the 
capabilities shown in Table G.2. 

In view of Item 2 of Table G.2, Table G.3 presents some observations of the differences in 
process improvement technologies (i.e., near optimization) for continuous versus discrete 
optimization. 

Because of the ever-widening scope of authority of each of the first three requirements in turn, 
they effectively become the distinct and separate levels of a superimposed control structure, one 
on top of the other. Also in view of the amount of information which is passed back and forth 
among the above four “tasks” of control, a distributed computational capability organized in a 
hierarchical fashion would seem to be the logical structure for the required control system. This 
is true of any plant regardless of the industry involved. 

As just noted, a hierarchical arrangement of the elements of a distributed, computer-based 
control system seems an ideal arrangement for carrying out the automation of the industrial plant 
just described. Figures G.1, G.2 and G.3 lay out one possible form of this distributed, 
hierarchical computer control system for overall plant automation. 

In the context of large industrial plants or of a complete industrial company based in one 
location, the detailed tasks that would be carried out at each level of the hierarchy can be readily 
described. These tasks are easily subdivided into those related to production scheduling, control 
enforcement, systems coordination and reporting, and reliability assurance (Table G.4). 
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Table G.1 – Generic list of duties of all integrated information and automation systems 

1 

An extensive system for the automatic monitoring of a large number of different plant variables 
operating over a very wide range of process operations and of process dynamic behaviour. Such 
monitoring will detect and compensate for current or impending plant emergencies or production 
problems. 

2 
The development of a large number of quite complex, usually non-linear, relationships for the 
translation of some of the above plant variable values into control correction commands. 

3 
The transmission of these control correction commands to another very large set of widely scattered 
actuation mechanisms of various types. 

4 
Improvement of all aspects of the manufacturing operations of the plant by guiding them toward likely 
optima of the appropriate economic or operational criteria. Results may be applied to the control 
correction commands of Item 2 above and/or to the plant scheduling functions of Item 8 below. 

5 
Reconfiguration of the plant production system and/or of the control system as necessary and possible 
to assure the applicable production and/or control system for the manufacturing situation at hand. 

6 
Keeping plant personnel, both operating and management, aware of the current status of the plant and 
of each of its processes and their products including suggestions for alternate actions where 
necessary. 

7 
Reduction of plant operational and production data and product quality data to form a historical 
database for reference by plant engineering, other staff functions and marketing. 

8 

Adjusting the plant's production schedule and product mix to match its customers' needs, as expressed 
by the new order stream being continually received, while maintaining a high plant productivity and the 
lowest practical production costs. This function is also provided for appropriate plant preventive or 
corrective maintenance functions. 

9 
Determination of and provision for appropriate inventory and use levels for raw materials, energy, 
spares, goods in process and products to maintain desired production and economics for the plant. 

10 
Assuring the overall availability of the control system for carrying out its assigned tasks through the 
appropriate combination of fault detection and fault tolerance, redundancy, and fail-safe techniques. 

11 
Maintaining interfaces with the external entities which interact with the plant production system such as 
corporate management; marketing; accounting; corporate research, development and engineering; 
external transportation; suppliers and vendors; purchasing; customers; and contractors. 

 

 

Table G.2 – An overall plant automation system provides 

1 

An effective dynamic control of each operating unit of the plant to assure that it is operating at its 
maximum efficiency of production capability, product quality and/or of energy and materials utilization 
based upon the production level set by the scheduling and supervisory functions listed below. This thus 
becomes the control enforcement component of the system. This control reacts directly to compensate 
for any emergencies which may occur in its own unit. 

2 

A supervisory and coordinating system, which determines and sets the local production level of all units 
working together between inventory locations in order to continually improve (i.e., optimize) their 
operation. This system assures that no unit is exceeding the general area level of production and thus 
using excess raw materials or energy. This system also responds to the existence of emergencies or 
upsets in any of the units under its control in cooperation with those units' dynamic control systems to 
shut down or systematically reduce the output in these and related units as necessary to compensate 
for the emergency. In addition, this system is responsible for the efficient reduction of plant operational 
data from the dynamic control units, described just above, to assure its availability for use by any plant 
entity requiring access to it as well as its use for the historical database of the plant. 

3 

An overall production control system capable of carrying out the scheduling functions for the plant from 
customer orders or management decisions so as to produce the required products for these orders at 
the best (near optimum) combination of customer service and of the use of time, energy, inventory, 
manpower and raw materials suitably expressed as cost functions. 

4 A method of assuring the overall reliability and availability of the total control system through fault 
detection, fault tolerance, redundancy, uninterruptible power supplies, maintenance planning, and other 
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applicable techniques built into the system's specification and operation. 
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Table G.3 – Notes regarding optimization (improvement) of manufacturing efficiency 

In discrete manufacturing optimization (improvement) is generally carried out in scheduling. 

In continuous manufacturing optimization (improvement) is generally carried out both in control and scheduling. 

 

Table G.4 – Summary of duties of control computer systems 

I. Production scheduling 

II. Control enforcement 

III. Plant coordination and operational data reporting 

IV. System reliability and availability assurance 

Item I of the above list (production scheduling) corresponds to Item 3 of the list of Table G.2. 

Item II of the above list corresponds to much of Items 1 and 2 of the list of Table G.2. 

Items III and IV of the above list require the cooperative operation of all items of the list of Table G.2. The plant 
coordination part comprises the detailed interpretation and expansion of the overall production schedule of Item 3 
of Table G.2. 

 

It is our contention that such lists can outline the tasks that are carried out in any industrial plant, 
particularly at the upper levels of the hierarchy. Details of how these operations are actually 
carried out may vary drastically, particularly at the lowest levels, because of the nature of the 
actual process being controlled. We all recognize that a distillation column will never look like or 
respond like an automobile production line. But the operations themselves remain the same in 
concept, particularly at the upper levels of the hierarchy. 

Thus it is our further contention that despite the different nomenclature in different industries the 
major differences in the control systems involved is concentrated in the details of the dynamic 
control technologies used at Level 1 and the details of the mathematical models used for 
optimization at Level 2. 

The differences are thus concentrated in the details of the control and operation of the individual 
production units (the application entities) of the factory. Commonality is in the support functional 
entities (computational services, communications, database technology, management structure, 
etc.). Sensing and communication techniques are exactly the same in both systems. The same 
optimization algorithms can be used. Computer systems technology and programming 
techniques should be the same and production scheduling technology should be identical to 
name only a few. 

Thus the duties of the hierarchical computer system can be established as outlined in Table G.4 
and in Figure G.4. Therefore Levels 1 and 2 will concentrate on performing Task II of Table G.4, 
Levels 3 and 4 will carry out Task I and all will be involved in assuring the implementation of 
Task III and the integrity of Task IV, overall reliability and availability. 

Possibilities of major reduction in the costs, development manpower effort, and time required to 
produce an integrated industrial control system then devolves upon the factors listed in Table 
G.5. 
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Figure G.4 – Definition of the real tasks of the hierarchical  
computer control system (as modified) 
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Table G.5 – Potential factors for facilitating integrated  
control system development and use 

1. Potential commonality of control system structure in terms of the: 

 A. Computer systems 

 B. Communications systems 

 C. Database organization 

 D. Relationship to plant management and operational structure (personnel) 

2. Commonality of the techniques of application of: 

 A. Software engineering and programming 

 B. Communications 

 C. Data base management 

 D. Control systems engineering 

 E. Production scheduling 

 F. Operations research and optimization 

 

Table G.6 – Required tasks of the intra-company management information system (Level 
4B of Figure G.1 or Figure G.2 or Level 5 of Figure G.3) 

III. System coordination and reporting 

 1. Maintain interfaces with: 

  A) Plant and company management 

  B) Sales and shipping personnel 

  C) Accounting, personnel and purchasing departments 

  D) Production scheduling level (Level 4A) 

 2. Supply production and status information as needed to: 

  A) Plant and company management 

  B) Sales and shipping personnel 

  C) Accounting, personnel and purchasing departments 

  D) This information will be supplied in the form of: 

   1) Regular production and status reports 

   2) On-line inquiries 

 3. Supply order status information as needed to sales personnel 

IV. Reliability assurance 

 4. Perform self-check and diagnostic checks on itself 

NOTE 1 There are no production scheduling or control actions required at this level. This level is solely for use as an upper 
management and staff level interface. 

NOTE 2 Roman numeral subdivisions of Tables D.6 to D.10 correspond to the same headings in Table G.4. 
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Table G.7 – Duties of the production scheduling and operational management level (Levels 
4A or 5A) 

I. Production scheduling 

 1. Establish basic production schedule. 

 2. Modify the production scheduling for all units per order stream received, energy constraints, power 
demand levels, and maintenance requirements. 

 3. In coordination with required production schedule develop optimum preventive maintenance and 
production unit renovation schedule. 

 4. Determine the optimum inventory levels of raw materials, energy sources, spare parts, etc., and of 
goods in process at each storage point. The criteria to be used will be the trade-off between customer 
service (i.e., short delivery time) versus the capital cost of the inventory itself, as well as the trade-offs 
in operating costs versus costs of carrying the inventory level. This function will also include the 
necessary material requirements planning (MRP) and spare parts procurement to satisfy the production 
schedule planned. (This is an off-line function.) 

 5. Modify production schedule as necessary whenever major production interruptions occur in downstream 
units, where such interruptions will affect prior or succeeding units. 
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III. Plant coordination and operational data reporting 

 6. Collect and maintain raw material and spare parts use and available inventory and provide data for 
purchasing for raw material and spare parts order entry and for transfer to accounting. 

 7. Collect and maintain overall energy use and available inventory and provide data for purchasing for 
energy source order entry and for transfer to accounting. 

 8. Collect and maintain overall goods in process and production inventory fi les. 

 9. Collect and maintain the quality control fi le. 

 10. Collect and maintain machinery and equipment use and life history files necessary for preventive and 
predictive maintenance planning. 

 11. Collect and maintain manpower use data for transmittal to personnel and accounting departments. 

 12. Maintain interfaces with management interface level function and with area level systems. 

IV. Reliability assurance 

 13. Run self-check and diagnostic routines on self and lower-level machines. 

NOTE There are no control functions as such required at this level. This level is for the production scheduling  and 
overall plant data functions 

 

 

Table G.8 – Duties of the area level (Level 3) 

I. Production scheduling 

 1. Establish the immediate production schedule for its own area including maintenance, transportation and 
other production-related needs. 

 2. Locally optimize the costs for its individual production area while carrying out the production schedule 
established by the production control computer system (Level 4A) (i.e., minimize energy usage or 
maximize production for example). 

 3. Along with Level 4A modify production schedules to compensate for plant production interruptions, 
which may occur in its area of responsibility. 

III. System coordination and operational data reporting 

 4. Make area production reports including variable manufacturing costs. 

 5. Use and maintain area practice files. 

 6. Collect and maintain area data queues for production, inventory, and manpower, raw materials, spare 
parts and energy usage. 

 7. Maintain communications with higher and lower levels of the hierarchy. 

 8. Operations data collection and off-line analysis as required by engineering functions including statistical 
quality analysis and control functions. 

 9. Service the man/machine interface for the area. 

 10. Carry out needed personnel functions such as: 

  A) Work period statistics (time, task, etc.) 

  B) Vacation schedule 

  C) Work force schedules 

  D) Union line of progression 

  E) In-house training and personnel qualification 

IV. Reliability assurance 

 11. Diagnostics of self and lower-level functions 

NOTE No control actions are required here. This level handles detailed production scheduling and area 

coordination for the major plant subdivisions. 
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Table G.9 – Duties of the supervisory level (Level 2) 

 

II. Control enforcement 

 1. Respond to any emergency condition, which may exist in its region of plant cognizance. 

 2. Optimize the operation of units under its control within limits of established production schedule. Carry 
out all established process operational schemes or operating practices in connection with these 
processes. 

III. System coordination and operational data reporting 

 3. Collect and maintain data queues of production, inventory, and raw material, spare parts and energy 
usage for the units under its control. 

 4. Maintain communications with higher and lower levels. 

 5. Service the man/machine interfaces for the units involved. 

IV. Reliability assurance 

 6. Perform diagnostics on itself and lower-level machines. 

 7. Update all standby systems. 

NOTE This level and those below it carry out the necessary control and optimization functions for the individual 

production units to enforce the production schedule set by levels 4A and 3. 

 

Table G.10 – Duties of the control level (Level 1) 

II. Control enforcement 

 1. Maintain direct control of the plant units under its cognizance. 

 2. Detect and respond to any emergency condition, which may exist in these plant units. 

III. System coordination and reporting 

 3. Collect information on unit production, raw material and energy use and transmit to higher levels. 

 4. Service the operator's man/machine interface. 

IV. Reliability assurance 

 5. Perform diagnostics on itself. 

 6. Update any standby systems. 

 

NOTE 1 It has repeatedly been shown that one of the major benefits of the use of digital computer control systems in 

the automation of industrial plants has been in the role of a control systems enforcer. In this mode, one of the control 

computer's main tasks is to continually assure that the control system equipment is actually carrying out the job that it 

was designed to do in keeping the units of the plant production system operating at some best (near optimal) level. 

NOTE 2 That is, to be sure that in the continuous process plant, for instance, the controllers have not been set on 

manual, that the optimal set points are being maintained, etc. Likewise, it is the task of dynamic control to assure that 

the plant's production schedule is carried out, i.e., to enforce the task set by the production scheduling function. 

NOTE 3 In the Purdue Reference Model definition there are no informational transformations at Level 0. 

NOTE 4 Sensors determine the state of the physical equipment or the material being transformed therein. 

All operations on the resulting data are informational. Sensor outputs are considered part of Level 1.  

NOTE 5 Actuators are considered part of Level 0 – commands to them are considered Level 1.  

Formateret: Engelsk (USA)



 – 106 – ISA 95.00.01 CDV3  2008 ISA 

 

G.4 Tasks of each level of the hierarchy 

In the context of any large industrial plant, or of a complete industrial company based in one 
location, the tasks that would be carried out at each level of the hierarchy are as described in 
Tables G.6 to G.10. Note that these tasks are subdivided within each table into those related to 
production scheduling, control enforcement, systems coordination and reporting, and reliability 
assurance (Table G.4). As was mentioned above, these tables outline the tasks which are 
carried out in any industrial plant, particularly at the upper levels of the hierarchy. 

Figures G.5 to G.10 show the application of the scheduling and hierarchy view to a variety of 
industries showing also that the computer control system discussed here is pyramidal as well as 
hierarchical. Figure G.10 is an entirely different appearing diagram as originally developed by the 
Cincinnati-Milacron Company. However, with the current CIM hierarchy levels imposed, it can be 
readily seen that this diagram converts direct to the others. 

Figures G.5 to G.10 also bring out an important aspect of this model in relation to those 
proposed by some other developers, that is, inventories and associated material handling 
equipment in relation to the manufacturing processes themselves are treated just like any other 
process. Thus they are considered to have process control inputs and outputs and their dynamic 
behaviour can be modelled mathematically in order to develop the appropriate overall control 
system for the functions served by the inventory and its associated material handling equipment.  

G.5 The data flow graph, a functional network view of the CIM reference model 

There is need in the reference architecture to have a mechanism to show the interconnection 
and precedence of the several tasks assigned to the overall mill-wide control system which is not 
shown by the scheduling and control hierarchy view. An excellent method for showing this is the 
so-called data flow graph or information flow graph using a technique known as structured 
analysis (see Bibliography), also known as the Yourdon-DeMarco technique. 

This clause will develop such a representation as derived from the CIM reference model. The 
basis for this work will be a data flow model, contributed to the Purdue Reference Model for CIM 
project by The Foxboro Company in August 1986 (see Bibliography). The original document has 
been considerably modified by the Workshop CIM Committee to match the nomenclature, etc., of 
other parts of the model's documentation. 

As noted above, this method diagrams the interconnection of the several tasks carried out by the 
control system and allows the potential for an ever greater detailing of these tasks in the form of 
sub-tasks and the resulting interconnections of these sub-tasks with each other and the main 
tasks. These diagrams are restricted to the model as defined in the Purdue Reference Model for 
CIM (i.e., the definable scheduling and control system for the manufacturing facility and including 
only interfaces to the external influences), i.e., the integrated information management and 
control system of Figure G.1 and the information systems architecture of this text. 

The set of diagrams begins with the interconnection of the influencing external entities on the 
factory itself (Figure G.12). In the present model, one very important external influence on the 
factory is the company management itself. As noted in Figure G.13 management interfaces 
through the staff departments which provide services to the factory itself or express 
management's policies in sets of requirements to be fulfilled by the factory. 
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It will be immediately noticed by the reader that the two lists of tasks and functions we are 
developing here look entirely different even though each is a complete listing within itself. This is 
because these two different models of the information architecture show different ones of the 
task and function relationships. The scheduling and control hierarchy shows subordination, 
precedence, time horizon and span of control, while the data flow diagram shows connectivity 
and precedence. Thus, since there is no layering in the data flow diagram (subordination) and no 
connectivity in the scheduling and control hierarchy, their views of the tasks and functions are 
greatly different. This results in a different definition of each task in many cases particularly 
because of a difference in span of concern. Therefore, the description and labels may be (and 
are) different between the two models. 

Table G.11 presents the functions and tasks listed on the diagrams of Figures G.16 to G.28. 
Table G.12 makes a comparison of the tasks listed in Tables G.6 to G.10 versus those on 
Figures G.16 to G.28 as discussed just above. 
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Figure G.5 – Hierarchy arrangement of the steel plant control  
to show relationship of hierarchy to plant structure 
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Figure G.6 – Hierarchy arrangement of the steel plant control system  
as studied for energy optimization 
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Figure G.7 – Hierarchy arrangement of the paper mill control  
to show relationship of hierarchy to plant structure 
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Figure G.8 – The hierarchy control scheme as applied to a petrochemical plant 
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Figure G.9 – The hierarchy control scheme as applied to a pharmaceuticals plant 
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Figure G.10 – Computer-integrated manufacturing system (CIMS)  
(Cincinnati-Milicron proposal) 
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Table G.11 – Information flow model of generic production facility mini-specs  
(definition of functions) 

FIRST ORDER ENTITY DIVISIONS 

 

0. FACILITY MODEL CONTEXT – Figure G.16  

 External entities 

 Marketing and sales 

 Corporate R. D. and E. 

 Supplier 

 Vendor 

 Customer 

 Transport company 

 Accounting 

 Purchasing 

 

1. ORDER PROCESSING – Bubble 1 of Figure G.16 and Figure G.17 

 Customer order handling, acceptance and confirmation 

 Sales forecasting 

 Waiver and reservation handling 

 Gross margin reporting 

 Determine production orders 

 

2. PRODUCTION SCHEDULING – Bubble 2 and Figure G.18 

 Determine production schedule 

 Identify long-term raw material requirements 

 Determine pack-out schedule for end-products 

 Determine available product for sales 

 

3. PRODUCTION CONTROL – Bubble 3 and Figure G.19 

 Control of transformation of raw materials into end product in accordance with production schedule and production 
standards 

 Maintenance of processing equipment 

 Plant engineering and updating of process plans, etc. 

 Issue requirements for raw materials 

 Produce reports of performance and costs 

 Evaluate constraints to capacity and quality 

 Self-test and diagnostics of production and control equipment 

 

4. MATERIALS AND ENERGY CONTROL – Bubble 4 and Figure G.23 

 Keep stock of raw materials 

 Reorder raw materials according to production requirements 

 Accept delivery of raw materials, request QA tests and release for utilization after approval 
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 Reporting on RM and energy utilization 

 Reporting on RM inventory to production 

 

5. PROCUREMENT – Bubble 5 and Figure G.24 

 Place orders with suppliers for RM supplies, spare parts, tools, equipment and other required materials 

 Monitor progress of purchases and report to requisitioners 

 Release incoming invoices for payment after arrival and approval of goods 

 

6. QUALITY ASSURANCE – Bubble 6 and Figure G.25 

 Testing and classification of incoming material and end products 

 Set standard for production QA in accordance with market and technology requirements 

 Assist production with exceptional and effective QA tests 

 

7. PRODUCT INVENTORY – Bubble 7 and Figure G.26 

 Keep stock of produced end-products 

 Make reservation for specific product on list in accordance with product selling directives 

 Pack-out end-product in accordance with schedule 

 Report on inventory to production scheduling 

 Report on balance and losses to product cost accounting 

 Arrange physical loading/shipment of goods in coordination with product shipping administration 
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Table G.11 – Information flow model of generic production facility mini-specs  
(definition of functions)(continued) 

8. COST ACCOUNTING – Bubble 8 and Figure G.27 

 Calculate and report on total product cost 

 Report cost results to production for adjustment 

 Set cost objectives for production 

 

9. PRODUCT SHIPPING ADMINISTRATION – Bubble 9 and Figure G.28 

 Organize transport for product shipment in accordance with accepted orders requirements 

 Negotiate and place orders with transport companies 

 Accept freight items on site and release material for shipment 

 Prepare accompanying documents for shipment (BOL, customs clearance) 

 Confirm shipment and release for invoicing to general accounting 

 Report on shipping costs to product cost accounting 

 

(10.0 MAINTENANCE (defined as a FIRST ORDER ENTITY in the model in this Part of the standard))  

 

SECOND-ORDER ENTITY SUBDIVISIONS 

 

1.1 PRODUCTION FORECASTING (LONG RANGE) – Bubble 1.1, Figure G.17 

 The orders expected within the next period of time are predicted 

 The prediction is based on the sales history and function of the market expectation 

 Forecasting makes use of the traditional statistical techniques (smoothing, seasonal indices, etc.) 

 The forecasting period is set by the confidence of market expectations 

 Market expectations are influenced by outside factors, for example, economical or political situation, or by inside 
factors, for example, long-term contracts, production problems 

 

1.2 HISTORIAN – Bubble 1.2 , Figure G.17 

 Create and update a sales history fi le with clarification of product, customer, shipping method 

 

1.3 ORDER ENTRY – Bubble 1.3, Figure G.17 

 Main interface with customer for inquiries and orders 

 Supply product price and availability 

 Handle order entry and amendments 

 Give confirmation and progress of entered orders 

 

1.4 PRODUCTION ORDER – Bubble 1.4, Figure G.17 

 Based on active and forecasted orders determine the required production 

 

1.5 ORDER ACCEPTANCE – Bubble 1.5, Figure G.17 

 Handle the acceptance for delivery of entered orders 

 Acceptance is based on ability to manufacture and availability of product customer credibility is checked 
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 In specific cases the product specifications can be waived in accordance with marketing policies to ratify a 
particular customer or market need 

 

2.1 PROCESS PRODUCTION ORDERS – Bubble 2.1, Figure G.18 

 Produce detailed production requirements from sales production orders 

 Highlight specification requirements for non-standard requests 

 Produce production order entry in scheduling fi le and append shipment requirements 

 

2.2 BALANCE IN PROCESS AND PRODUCTION INVENTORY – Bubble 2.2, Figure G.18 

 Identify ordered quantities against produced products and initiate pack-out of specific shipments 

 Identify availability of on-hand product 

 Highlight variance in production schedule 

 Maintain capacity estimates for production facility in terms of products 

 

2.3 PRODUCTION FORECASTING (SHORT TERM) – Bubble 2.3, Figure G.18 

 From existing production orders and known capacity, produce specific schedule entries for production rates and 
specifications 

 Set long-term raw material order rates to meet production schedule 

 Produce a long-term forecast report 
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Table G.11 – Information flow model of generic production facility mini-specs  
(definition of functions)(continued) 

2.4 PRODUCTION SCHEDULING – Bubble 2.4, Figure G.18 

 Produce formal production schedule 

 Modify production schedule to account for production variances and interruptions 

 Modify production schedule to account for inventory and shipments 

 

3.1 PROCESS SUPPORT ENGINEERING – Bubble 3.1, Figure G.19; Figure G.20 

 Issue request for modification or maintenance 

 Coordinate maintenance and engineering activities 

 Provide technical standards and methods to maintenance function 

 Follow-up on equipment and process performance 

 Provide technical support to operators 

 Follow-up on technological developments 

 Provide specifications for purchase order requests 

 

3.2 MAINTENANCE – Bubble 3.2, Figure G.19; Figure G.21 (10.0 in the model in this Part of the standard) 

 Provide maintenance for existing installations 

 Provide preventative maintenance programme 

 Provide equipment monitoring programme to anticipate failure including self-check and diagnostic programmes 

 Place purchase order request for materials and spare parts 

 Develop maintenance cost reports 

 Coordinate outside contract work effort 

 

3.3 OPERATIONS CONTROL – Bubble 3.3, Figure G-19; Figure G.22 

 Supervise the operations of production process 

 Keep track and report on production costs and performance 

 Interpret the production plan in terms of the set points to individual units 

 Diagnostics and self-check of production and control equipment 

 

3.4 OPERATIONS PLANNING – Bubble 3.4, Figure G.19  

 Set up a daily production plan as function of the production schedule 

 Check schedule against raw material availability and product storage capacity 

 Determine percent of capacity status 

 Modify production plan hourly to account for equipment outage, manpower and raw materials availability 

 

4.1 MATERIAL AND ENERGY REQUIREMENT CONTROL – Bubble 4.1, Figure G.23 

 Determine supplier of new materials based on short- and/or long-term requirements from planning or 
manufacturing taking existing inventory into account 

 Set up transfers of materials and energy to manufacturing 

 Issue purchase request for new material and energy supplies 

 Notify incoming material and energy control on expected incoming orders 
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4.2 OPTIMUM MATERIAL AND ENERGY INVENTORY LEVELS – Bubble 4.2, Figure G.23 

 Continuously calculate and report inventory balance and losses of RM and energy uti lization 

 

4.3 INCOMING RAW MATERIAL AND ENERGY CONTROL – Bubble 4.3, Figure G.23 

 Receive incoming material and energy supplies and request QA tests 

 Transfer material and energy to storage and/or classify for use after QA approval 

 Notify purchasing of accepted material and energy supplies to release payment 

 

4.4 RAW MATERIAL AND ENERGY ROUTING – Bubble 4.4, Figure G.23 

 Set up and monitor the movement of material and energy in storage 

 Update inventory of all movements and changes 

 

4.5 RAW MATERIAL AND ENERGY INVENTORY REPORTING – Bubble 4.5, Figure G.23 

 Reporting of inventory to production 

 

4.6 RAW MATERIAL AND ENERGY MOVEMENT CONTROL – Bubble 4.6, Figure G.23 

 Control and monitor transfer of materials 

 

4.7 DRAW MATERIALS AND ENERGY MEASUREMENT VALIDATION – Bubble 4.7, Figure G.23 

 See 3.3.4 
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Table G.11 – Information flow model of generic production facility mini-specs  
(definition of functions)(continued) 

5.1 ORDER PLACEMENT – Bubble 5.1, Figure G.24 

 Order preparation for raw materials, spare parts, etc., for presentation to the vendors based on procurement 
contracts negotiated by company purchasing 

 Updating of vendor library and purchasing files of vendor’s performance on orders 

 

5.2 PROCESS REQUESTS – Bubble 5.2, Figure G.24 

 Collection and processing of unit requests for raw materials, spare parts, etc., for order placement to vendors 

 Checking of requests for those materials versus historical fi les and budgets to assure correctness of requests 

 

5.3 COST CONTROL – Bubble 5.3, Figure G.24 

 Certification of invoices on raw materials and spare parts based on satisfactory receipt of requested materials or 
parts 

 

6.1 SET STANDARDS AND METHODS – Bubble 6.1, Figure G.25 

 Issue standards to manufacturing and testing laboratories in accordance with requirements from technology, 
marketing and customer services 

 

6.2 RAW MATERIALS EVALUATION – Bubble 6.2, Figure G.25 

 Testing of incoming raw materials and approval for use if in accordance with set standards 

 Collect and maintain quality control file for data for quality control analysis 

 

6.3 EVALUATION OF PRODUCT – Bubble 6.3, Figure G.25 

 Test of final product and report results to classification 

 Collect and maintain quality control file for data for quality control analysis 

 

6.4 CLASSIFICATION AND CERTIFICATION – Bubble 6.4, Figure G.25 

 Classify quality and properties of end-product in accordance with set marketing standards 

 Waiver classification on exceptional basis according to the request from product selling 

 Report QA results and classification to finished product inventory control 

 Certify that product was produced according to standard process conditions 

 Report process data and certification to finished product inventory control 

 

6.5 QA MEASUREMENT VALIDATION – Bubble 6.5, Figure G.25 

 Checking of product data versus customer's requirements and statistical quality control routines to assure 
adequate quality before shipment 

 Maintenance of quality statistics on each item checked for continuing quality control studies. 

 

6.6 LABORATORY AND AUTOMATIC ANALYSIS – Bubble 6.6, Figure G.25 

 Conduct of metric, chemical and physical tests on sample product items to obtain data for on-going quality control 
tests 

 Transmission of this data to analysis facilities and quality control systems to assure future quality of product 
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6.7 ANALYSE PROCESS CAPABILITY – Bubble 6.7, Figure G.25 

 Use SQC methodology to examine product data to determine process capability of meeting product specifications 

 Relay process deviations to process engineering for re-evaluation to upgrade process 

 Relay methods deviation to standards and methods group for corrective action 

 

7.1 INVENTORY SUPERVISION – Bubble 7.1, Figure G.26 

 Coordinate all activities in product inventory control 

 Set up transfers of material to packing unit in accordance to pack-out schedule 

 Request replenishment of packing materials 

 Handle reservations and update inventory accordingly 

 

7.2 LOSS CONTROL – Bubble 7.2, Figure G.26 

 Continuously calculate and report on inventory balance and losses 

 

7.3 INVENTORY REPORTING – Bubble 7.3, Figure G.26 

 Generate daily, weekly ... reports on actual amounts of materials in storage 
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Table G.11 – Information flow model of generic production facility mini-specs  
(definition of functions)(continued) 

7.4 PRODUCT SHIPPING – Bubble 7.4, Figure G.26 

 Set up and monitor transfers of products to customer in accordance with requirements from shipping 
administration 

 Report confirmation of shipment for release of invoicing 

 

7.5 PRODUCT ROUTING – Bubble 7.5, Figure G.26 

 Set-up and monitor the routes of product transfer and update inventory on changes 

 

7.6 PHYSICAL PRODUCT MOVEMENT CONTROL – Bubble 7.6, Figure G.26 

 See 4.6 

 

7.7 INVENTORY MEASUREMENT VALIDATION – Bubble 7.7, Figure G.26 

 See 3.3.4 

 

8.1 COSTS BALANCING AND BUDGET – Bubble 8.1, Figure G.27 

 Establishment of criteria and tests to assure that operational budget is being followed 

 Collection of raw material, labourlabor, energy and other costs for transmission to accounting 

 

8.2 RAW MATERIAL AND PARTS COSTS (ACCOUNTS PAYABLE) – Bubble 8.2, Figure G.27 

 Collection of cost data on all raw materials and spare parts in inventory or procured for the plant 

 

8.3 PRODUCT INCOME (ACCOUNTS RECEIVED) – Bubble 8.3, Figure G.27 

 Collection of data of product shipped or in inventory 

 Release invoice data to cost accounting at standard cost 

 

8.4 PRODUCTION COSTS – Bubble 8.4, Figure G.27 

 Collection of data on costs of production in the plant – labourlabor, energy, raw material usage, spare parts 
 usage, etc. 

 

9.1 SHIPMENT SCHEDULING – Bubble 9.1, Figure G.28 

 Classify accepted order and produce shipping schedule 

 

9.2 SHIPPING COSTS – Bubble 9.2, Figure G.28 

 Calculate and report cost of shipping 

 

9.3 SHIPMENT CONFIRMATION – Bubble 9.3, Figure G.28 

 Update shipping schedule to indicate that shipping has been done and configuration of shipments 

 

9.4 RELEASE FOR INVOICING – Bubble 9.4, Figure G.28 

 Notify accounting of shipment in order to release invoice 
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9.5 RELEASE SHIPMENT – Bubble 9.5, Figure G.28 

 Send information for shipment to product shipping 

 

9.6 PREPARE SHIPPING DOCUMENTS – Bubble 9.6, Figure G.28 

 Issue bill of lading, customer clearance, documents that are required with shipment 
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Table G.11 – Information flow model of generic production facility mini-specs  
(definition of functions)(continued) 

THIRD-ORDER ENTITY SUBDIVISIONS 

 

3.1.1 PROJECT MANAGEMENT – Bubble 3.1.1, Figure G.20 

 Management of engineering function 

 Coordination of equipment and process modification 

 Cost and progress reporting 

 Project planning 

 Design follow-up with corrective action 

 

3.1.2 EQUIPMENT AND PROCESS DESIGN MODIFICATION – Bubble 3.1.2, Figure G.20 

 Establish design basis of new project 

 Supply necessary information to allow cost estimating 

 Report and coordinate specialists' assistance 

 Provide Technical Information to Operators 

 

3.1.3 ENGINEERING SPECIALISTS – Bubble 3.1.3, Figure G.20  

 Provide support and advice in special area 

 Follow-up on state of the art in technology 

 Assess plant process and equipment performance 

 Adjust standards and methods to needs and progress 

 Monitor the interpretation of design basis during detailed engineering 

 

3.1.4 STANDARDS AND METHODS – Bubble 3.1.4, Figure G.20 

 Establish standards for process equipment, design techniques and process operational methods (practice 
files) 

 Promulgate such standards within the process support engineering functions and within the operational 
groups of the factory 

 

3.1.5 PROJECT COST CONTROL – Bubble 3.1.5, Figure G.20 

 Provide cost estimates of planned projects 

 Follow-up and report on costs of projects in execution 

 

3.1.6 PROCESS ANALYSIS AND PROJECT DETAILED ENGINEERING – Bubble 3.1.6, Figure G.20 

 Conduct plant performance studies 

 Provide details for the construction of equipment or process modification project in accordance to design 
basis 

 Issue report for ordering of new equipment 

 Issue specifications to vendor 

 Report on engineering and committed equipment costs 

 

3.1.7 EQUIPMENT MODIFICATION CONSTRUCTION – Bubble 3.1.7, Figure G.20 
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 Provide for construction of project 

 Report on cost and labourlabor 

 

3.1.8 DRAFTING DOCUMENTATION – Bubble 3.1.8, Figure G.20 

 Maintain master copies of all plant drawings for units under its cognizance  

 Responsible for updating drawings and associated documentation as units are modified 

 Supply copies as needed 

 

3.2.1 MAINTENANCE PLANNING – Bubble 3.2.1, Figure G.21 

 Organization and supervision of requested maintenance 

 Reporting on performed maintenance 

 Coordinate planned work with operators and plant supervision 

 Monitor and update maintenance history fi le 

 

3.2.2 MAINTENANCE COST CONTROL – Bubble 3.2.2, Figure G.21 

 Follow-up on used spare parts, report maintenance labourlabor and report on maintenance costs 
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Table G.11 – Information flow model of generic production facility mini-specs  
(definition of functions)(continued) 

3.2.3 SPARE PARTS – Bubble 3.2.3, Figure G.21 

 Supervise spare parts warehouse 

 Supply necessary parts to maintenance crews 

 Report on inventory to planning for reordering 

 Report to cost control on used parts 

 Accept and control new delivered parts from vendors 

 

3.2.4 MAINTENANCE CREW SUPERVISION – Bubble 3.2.4, Figure G.21 

 Perform requested maintenance work 

 Supervise and coordinate with outside contractors 

 Report on technical activities to files 

 Report on installation and equipment performance to engineering 

 

3.2.5 DOCUMENTATION – Bubble 3.2.5, Figure G.21 

 See Item 3.1.8 

 

3.3.1 OPERATIONS SUPERVISION – Bubble 3.3.1, Figure G.22 

 Set objectives for process operation 

 Supervise people in operation of the process and equipment 

 Deal directly in the resolution of exception conditions 

 Issue modification or maintenance requests 

 Set and report production capacity limits 

 Monitor and report on production cost and performance 

 

3.3.2 OPERATIONS COST CONTROL – Bubble 3.3.2, Figure G.22 

 Calculate total operating costs 

 Maintain short-term economic balances of energy and materials 

 Capture maintenance and engineering costs chargeable to operations 

 

3.3.3 PHYSICAL PROCESS CONTROL – Bubble 3.3.3, Figure G.22 

 Stabilize process variables to defined operating set points 

 Alarming of operating variables for exceptional conditions 

 Maintain operation against constraints or at specifications 

 Response to operators and process engineers’ requests 

 Response to emergencies 

 

3.3.4 OPERATIONAL MEASUREMENT VALIDATION – Bubble 3.3.4, Figure G.22 

 Assess the validity of the measurements for further use within their limits of confidence 

 Tag measurement data with quality and time 
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3.3.5 EQUIPMENT MONITORING – Bubble 3.3.5, Figure G.22 

 Assess the operating performance and limits of process equipment 

 Alarming of equipment status variables against constraints 

 Indicate performance against expected equipment life cycles 

 

3.3.6 PRODUCTION BALANCING AND OPTIMIZATION – Bubble 3.3.6, Figure G.22 

 Optimization of production process to set objectives within equipment constraints 

 Maintain material and energy balance to indicate exceptional conditions 

 Perform performance tests where necessary to determine capacity 

 Monitor product quality against specifications and standards 
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Figure G.11 – Relationship of the several classes of functional entities which comprise the 
CIM reference model and computer-integrated manufacturing itself 

 

 

CORPORATE
R, D & E

MARKETING
& SALES SERVICES (E.G.

CONTRACTORS,

TRANSPORTATION,
JANITORIAL, COMPANIES,

ETC.)

SUPPLIERS
AND VENDORS

PURCHASING (E.G.
SUPPLIERS,

CONTRACTORS,
ETC.)

HUMAN
RESOURCES

MANAGEMENT

CUSTOMER
(ORDERS,

REQUIREMENTS,
ETC.)

ACCOUNTING
FACILITY
(0 LEVEL)

INFORMATION FLOW MODEL OF GENERAL
PRODUCTION FACILITY

 

IEC   361/03 

IEC   362/03 

Formateret: Engelsk (USA)

Formateret: Engelsk (USA)

Formateret: Engelsk (USA)

Formateret: Engelsk (USA)



 – 126 – ISA 95.00.01 CDV3  2008 ISA 

 

 

Figure G.12 – Major external influences as used in the data flow model 
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Figure G.13 – Requirements interfacing of corporate management  
and staff functional entities to the factory 
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Figure G.14 – Report interfacing to corporate management  
and staff functional entities from the factory 
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Figure G.15 – Interface of government regulations, etc., to the factory 
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Figure G.16 – 0.0 facility model 
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Figure G.17 – 1.0 order processing 
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Figure G.18 – 2.0 production scheduling 
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Figure G.19 – 3.0 production control 

 

Formateret: Engelsk (USA)

Formateret: Engelsk (USA)



ISA 95.00.01 CDV3  2008 ISA – 133 – 

 

Figure G.20 – 3.1 process support engineering 

 

Figure G.21 – 3.2 maintenance 

NOTE Sub-function 3.2, maintenance, is defined as a separate major function (10.0, maintenance) in the model in 

this standard. This was to simplify the representation of the Level 3-4 split in the discussion and associated figures.  
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Figure G.22 – 3.3 operations control 
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Figure G.23 – 4.0 materials and energy control 
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Figure G-24 – 5.0 procurement 
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Figure G.25 – 6.0 quality assurance 
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Figure G.26 – 7.0 product inventory 
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Figure G.27 – 8.0 cost accounting 
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Figure G.28 – 9.0 product shipping administration 
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Table G.12 – Correlation of information flow tasks with the tasks  
of the scheduling and control hierarchy 

Data flow diagram listing Scheduling and control hierarchy listing 

Figure No. and location Title Table No. and entry Title 

Figure G.16 

Task 1.0 

Order processing Table G.6, G.7  

Item I(2) 

Production scheduling 

Figure G.16 

Task 2.0 

Production scheduling Table G.6, G.7, G.7 

Item I(1-3,5) 

Table G.6, G.7, G.8 

Item I(1,3) 

Production scheduling 

 

Same 

Figure G.16 

Task 3.0 

Production control Table G.6, G.7, G.8 

Item I(2) 

Table G.9 

Item II 

Table G.10 

Item II 

Area optimization 

 

Control enforcement 

 

Same 

Figure G.16 

Task 4.0 

Raw material control Table G.6, G.7 

Item I(4) 

Item III 

(6,7) 

Optimum inventory levels 

 

Procurement order entry 

Figure G.16 

Task 5.0 

Procurement Table G.6, G.7 

Item III (6,7) 

Procurement order entry 

Figure G.16 

Task 6.0 

Quality assurance Table G.6, G.7, G.8 

Item III(9) 

Table G.6, G.7, G.8 

Item III(8) 

Quality control file 

 

Statistical quality analysis 
and control functions 

Figure G.16 

Task 7.0 

Product inventory control Table G.6, G.7 

Item I(4) 

Item III(8) 

Optimum inventory levels 

 

Goods in process 
inventory 

Figure G.16 

Task 8.0 

Product cost accounting Table G.6, G.7 

Item III(6-8) 

 

Table G.6, G.7, G.8 

Item III(4,6) 

Table G.10 

Item III(3) 

Table G.10 

Item III(3) 

Production and raw 
material, energy source 
and spare parts use data 
plus inventory data 

 

Same 

Same 

Same 
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Data flow diagram listing Scheduling and control hierarchy listing 

Figure No. and location Title Table No. and entry Title 

Figure G.16 

Task 9.0 

Product shipping 
administration 

Table G.6 

Item III(1B,2B) 

Table G.6, G.7, G.8 

Item III(8) 

Product inventory and 
production status and data 

Same 

Figure G.17 

Task 1.1 

Production 

Forecasting 

Table G.6, G.7, G.8 

Item I (1) 

Basic production 

Scheduling 
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Data flow diagram listing Scheduling and control hierarchy listing 

Figure No. and location Title Table No. and entry Title 

Figure G.17 

Task 1.2 

Historian Table G.6, G.7, G.8 

Item I (1) 

Basic production 

Scheduling 

Figure G.17 

Task 1.3 

Order entry Table G.6, G.7, G.8 

Item I (1) 

Basic production 

Scheduling 

Figure G.17 

Task 1.4 

Production order Table G.6, G.7, G.8 

Item I (1) 

Basic production 

Scheduling 

Figure G.17 

Task 1.5 

Order acceptance Table G.6, G.7, G.8 

Item I (1) 

Sales coordination 

Figure G.18 

Task 2.1 

Process production 

Orders 

Table G.6, G.7, G.8 

Item I (1,2) 

Production 

Scheduling 

Figure G.18 

Task 2.2 

Process production 

Orders 

Table G.6, G.7, G.8 

Item I (1,2) 

Inventory management 

Figure G.18 

Task 2.3 

Process production 

Orders 

Table G.6, G.7, G.8 

Item I (4) 

Basic production 

Scheduling 

Figure G.18 

Task 2.4 

Process production 

Orders 

Table G.6, G.7 

Item I (1-3,5) 

Table G-6, G-7, G-8 

Item I (1,3) 

Production 

Scheduling 

Same 

Figure G.19 

Task 3.1 

Process support 
engineering 

Table G.6, G.7, G.8 

Item III (8) 

Engineering functions 

Figure G.19 

Task 3.2 

Maintenance Table G.6, G.7, G.8 

Item I (3) 

Item III (10) 

Table A7-VIII 

Item I(1) 

Maintenance 

Scheduling 

Maintenance data 

Immediate production 
schedule 

Figure G.19 

Task 3.3 

Operations control Table G.6, G.7, G.8 

Item I (2) 

Table G.9 

Item II 

Table G.10 

Item II 

Area optimization 

 

Control enforcement 

 

Same 

Figure G.19 

Task 3.4 

Operation planning Table G.VI, G.7, G.8 

Item I (1,3) 

Production 

Scheduling 

Figure G.20 

Task 3.1.1 

Project management Table G.6, G.7, G.8 

Item III (8) 

Engineering functions 

Figure G.20 

Task 3.1.2 

Equipment and process 
design modification 
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Data flow diagram listing Scheduling and control hierarchy listing 

Figure No. and location Title Table No. and entry Title 

Figure G.20 

Task 3.1.3 

Engineering specialists   

Figure G.20 

Task 3.1.4 

Standards and methods   

Figure G.20 

Task 3.1.5 

Project cost control   

Figure G.20 

Task 3.1.6 

Project detailed 
engineering 

  

Figure G.20 

Task 3.1.7 

Equipment modification 
construction 

  

Figure G.20 

Task 3.1.8 

Drafting documentation   

Figure G.21 

Task 3.2.1 

Maintenance planning Table G.6, G.7, G.8 

Item I (3) 

Item III (10) 

Table G.6, G.7, G.8 

Item I (1) 

Maintenance scheduling 

 

Maintenance data 

Immediate production 
schedule 

Figure G.21 

Task 3.2.2 

Cost control Table G.6, G.7 

Item III (10,11) 

Table G.6, G.7, G.8 

Item III (6,10) 

Cost reporting 

 

Same 

Figure G.21 

Task 3.2.3 

Spare parts Table G.6, G.7 

Item I (4) 

Item III (6) 

Procurement 

 

Same 

Figure G.21 

Task 3.2.4 

Crew scheduling Table G.6, G.7, G.8 

Item III (10) 

Personnel functions 

Figure G.21 

Task 3.2.5 

Documentation Table G.6, G.7 

Item III (10) 

Table G.6, G.7, G.8 

Item III (6) 

Maintenance data 

 

Same 

Figure G.22 

Task 3.3.1 

Operations supervision Table G.6, G.7 

Item I, III 

Table G.6, G.7, G.8 

Item I, III 

Maintenance data 

 

Same 

Figure G.22 

Task 3.3.2 

Operations cost control Table G.6, G.7 

Item III 

Table G.6, G.7, G.8 

Item III (4, 6-10) 

Maintenance data 

 

Same 
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Data flow diagram listing Scheduling and control hierarchy listing 

Figure No. and location Title Table No. and entry Title 

Figure G.22 

Task 3.3.3 

Physical process control Table G.9 

Item II 

Table G.10 

Item II 

Maintenance data 

 

Same 

Figure G.22 

Task 3.3.4 

Operational measurement 
validations 

Table G.9 

Item II 

Table G.10 

Item II 

Maintenance data 

 

Same 
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Data flow diagram listing Scheduling and control hierarchy listing 

Figure No. and location Title Table No. and entry Title 

Figure G.22 

Task 3.3.5 

Equipment monitoring Table G.6, G.7 

Item III (10) 

Table G.6, G.7, G.8 

Item III (1) 

Table G.9 

Item II (1) 

Table G.10 

Item II (2) 

Item IV 

Maintenance data 

 

Immediate production 
schedule 
 

Emergency response 

 

Reliability assurance 

Emergency response 

Reliability assurance 

Figure G.22 

Task 3.3.5 

Production balancing 
optimization 

Table G.6, G.7 

Item I 

Table G.6, G.7, G.8 

Item I (2) 

Table G.9 

Item II (2) 

Production 

Optimization 

Figure G-23 

Task 4.1 

Raw Material Requirement 
Control 

Table G-6, G-7 

Item I (4) 

Item III (6) 

Table G-6, G-7, G-8 

Item III (6) 

Table G.9 

Item III (3) 

Table G.10 

Item III (3) 

Raw material procurement 

Raw material use data 

Same 

 

Same 

 

Same 

Figure G.23 

Task 4.2 

Inventory balancing   

Figure G.23 

Task 4.3 

Incoming raw material 
routing 

  

Figure G.23 

Task 4.4 

Material routing   

Figure G.3 

Task 4.5 

Inventory reporting   

Figure G.23 

Task 4.6 

Material movement control   

Figure G.23 

Task 4.7 

Raw material measure-
ment validation 

  

Figure G.24 

Task 5.1 

Order replacement Table G.6, G.7 

Item I (4) 

Procurement 
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Data flow diagram listing Scheduling and control hierarchy listing 

Figure No. and location Title Table No. and entry Title 

Figure G.24 

Task 5.2 

Process requests   

Figure G.24 

Task 5.3 

Cost control   
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Data flow diagram listing Scheduling and control hierarchy listing 

Figure No. and location Title Table No. and entry Title 

Figure G.25 

Task 6.1 

Set standards and 
methods 

Table G.6, G.7 

Item III (9) 

Table G.6, G.7, G.8 

Item III (8) 

Quality control analysis 

 

Quality control analysis 

Figure G.25 

Task 6.2 

Raw material evaluation   

Figure G.25 

Task 6.3 

Evaluation of product   

Figure G.25 

Task 6.4 

Classification   

Figure G.25 

Task 6.5 

Q/A measurement 
validation 

  

Figure G.25 

Task 6.6 

Laboratory and automatic 
analysis 

  

Figure G.25 

Task 6.7 

Analyse processing 
capability 

  

Figure G.25 

Task 7.1 

Inventory supervision Table G.6, G.7 

Item I (4) 

Item III (8) 

Table G.6, G.7, G.8 

Item III (6) 

Table G.9 

Item III (3) 

Table G.10 

Item III (3) 

Product inventory 

 

Same 

Same 

 

Same 

Figure G.26 

Task 7.2 

Loss control   

Figure G.26 

Task 7.3 

Inventory reporting   

Figure G.26 

Task 7.4 

Product shipping   

Figure G.26 

Task 7.5 

Product routing   

Figure G.26 

Task 7.6 

Product movement   

Figure G.26 

Task 7.7 

Inventory measurement 
validation 
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Data flow diagram listing Scheduling and control hierarchy listing 

Figure No. and location Title Table No. and entry Title 

Figure G.27 

Task 8.1 

Cost balancing and 
budget 

Table G.6 

Item III (2C) 

Table G.6, G.7 

Item I (4) 

Table G.6, G.7 

Item III 

Table G.6, G.7, G.8 

Item III (4, 6-10) 

Table G.9 

Item III 

Table G.10 

Item III 

Cost reporting 

 

Same 

 

Same 

 

Same 

 

Same 

 

Same 

Figure G.27 

Task 8.2 

Raw materials and parts 
(costs and accounts 
payable) 

  

Figure G.27 

Task 8.3 

Product income (accounts 
receivable) 

  

Figure G.27 

Task 8.4 

Production costs   

Figure G.28 

Task 9.1 

Shipping scheduling Table G.6 

Item III (1B, 2B) 

Table G.6, G.7 

Item I 

Table G.6, G.7 

Item III (8) 

Table G.6, G.7, G.8 

Item III (6) 

Table G.9 

Item III (6) 

Table G.10 

Item III (3) 

Product inventory and 
availability 
 

Production scheduling 

 

Product inventory and 
availability 

 

Same 

 

Same 

 

Same 

Figure G.28 

Task 9.2 

Shipping costs   

Figure G.28 

Task 9.3 

Shipment configuration   

Figure G.28 

Task 9.4 

Invoicing   

Figure G.28 

Task 9.5 

Release shipments   
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Figure G.28 

Task 9.6 

Prepare shipping 
documents 
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Annex H  
(informative)  

 
PRM correlation to MESA International  

model and IEC 62264 models 
 

H.1 Need for this correlation 

The description of the scheduling and control hierarchy in the standard has been taken direct 
from that described in the Purdue Reference Model for CIM. As noted earlier, there are many 
such descriptions in the literature, all somewhat different based on the viewpoints of the authors 
and the organizations they represent. There is a need to rationalize the treatments of these 
different assumptions. This annex does this for those used in this standard. 

One particularly popular description is that developed by MESA International, a consortium of 
vendor companies in the manufacturing operations and control field. The publication MES 
functionality and MRP to MES Data Flow Possibilities develops and describes their listing of the 
functions at Level 3. This standard’s Level 3 functions, with the corresponding MESA 
International names are presented below with a reference in each case to the corresponding 
function in the PRM (see Bibliography). 

H.2 Resource allocation and control 

This is called resource allocation and status in the MESA model. These functions are handled in 
the PRM by Function 3.0, production control, and in particular Functions 3.2, operations control, 
and 3.3, operations planning. See 6.3.2 and 6.3.3 and Table G.11 of the PRM. 

H.3 Dispatching production  

This is called dispatching production units in the MESA model. These functions would be 
handled in the PRM by “establishing the immediate production schedule,” as given in 5.1.2 here 
and by the same functions as listed under 5.2.1 above. 

H.4 Data collection and acquisition 

The PRM in Table G.4, Item III, plant coordination and operational data reporting, of Annex G 
covers this function. Its applicability in each level of the hierarchy is presented in Tables G.6 to 
G.10 of the PRM. 

H.5 Quality management 

The PRM includes the quality assurance function in 6.6 of this standard and Item 6.0 and 
subsidiary functions of Table G.11 and Figure G.25 of the PRM. 
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H.6 Process management 

The PRM defines this function under its concept of control enforcement, the carrying out of 
production scheduling and other upper-level directives by the control application functions of 
Levels 1 and 2 of the hierarchy (Tables G.9 and G.10 of the PRM). 

Reporting of pertinent data on system and equipment status would be handled by Item III.4, 
service the man/machine interface, of the above tables. 

H.7 Production tracking  

This is called product tracking and genealogy in the MESA models. In the PRM this function is 
split between Item I, production scheduling, and Item III, system coordination and operational 
data reporting, for Levels 3 and lower of the hierarchical model. It is presented in Items 2.0 and 
3.0 of the data flow model and particularly Item 2.1, along with 3.2 and 3.3. 

H.8 Performance analysis 

It can be seen here that the PRM handles this functionality, like many others of MESA 
International, through a mixture of its stated functions. Here we consider systems coordination 
and control (Item III of Table G.4 and Tables VIII to X of the PRM); control enforcement (Item II); 
and system reliability and availability assurance (Item IV). 

H.9 Operations and detailed scheduling 

In terms of the PRM, this function would be considered a combination of most of the tasks from 
MESA International functions 5.2.1, resource allocation and control, and 5.2.2, dispatching 
production, and would involve those functions from the PRM listed in those locations. 

H.10  Document control 

In the PRM document control as described here is a combination of plant coordination and 
operational data recording plus system reliability and available assurance for document data 
collection and report preparation. It would involve product scheduling and control enforcement 
for document use to assure reliable plant operation. The corresponding data flow operations 
would be involved as well. 

H.11  LabourLabor management 

While most personnel functions in the manufacturing plant involve human input and therefore 
would be considered external entities and thus external to the PRM and to this standard, those 
specifically mentioned in the MESA International function appear to all be automatable and thus 
would be encompassed in the hierarchical model function of plant coordination and operational 
data reporting (Item III, Table G.4 and subsidiary listings in Tables G.8 to G.10). 

Formateret: Engelsk (USA)
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H.12  Maintenance management 

Maintenance management is carried out in the PRM through the hierarchical category of system 
reliability and availability assurance and by the data flow listing of bubble 10.0, maintenance 
management (bubble 3.2 in the original PRM listing). 

H.13  IEC 62264 models 

The IEC 62264 equipment hierarchy model gives an application implementation flavour to the 
hierarchy model of the PRM that is itself strictly functional in nature. The present model is 
particularly applicable to larger plants as is ably illustrated by Figures G.5 to G.10 of Annex G. 

The PRM Figure G.4 has been modified to show a different split between the production 
scheduling and management information systems and the control computation and control 
enforcement than in the original publication. The split is now shown between Level 3 and 4, 
based on planned changes to the Purdue model as a result of the analysis performed to develop 
this Part of the standard. 

Sub-function 3.2 (maintenance) in the PRM is included as a separate major function (10.0, 
maintenance) in the IEC 62264 model. This is to simplify the representation of the Level 3-4 split 
in the discussion and associated figures. 
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Annex I  
(informative) 

 
Systems, resources, capability, capacity and time 

 
 

I.1 Introduction 

This annex will provide some basic concepts taken from systems theory to help clarify the 
differences between the concepts of capacity and capability. 

General systems theory was first enunciated by Ludwig Von Bertalanffy in 1937 although the 
concept of isolated (or closed) systems has been implicitly or explicitly used in mechanics, 
physics, and chemical sciences for centuries. Star and planet movements were all explained first 
from isolated system models, also the atomic model and Schrödinger equations, likewise the 
second law of thermodynamics, or the concept of black-box temperature. There are many other 
examples. 

General system theory is, implicitly or explicitly, used as the background of the analysis or 
design of all complex systems or entities in biology, the physical sciences, and engineering. 
Likewise, the organizational sciences and business management are based on the same basic 
concepts. 

Hundreds of books have been written about general system theory and its use in complexity 
management and in various disciplines. A selection of some major publications is listed in the 
Bibliography. 

General system theory is also implicit or explicit as background for most analysis, design and 
modelling methods such as IDEF0, Merise, etc. 

Therefore this annex will provide an overview and explanation of the concepts of capacity and 
capability in relation to system theory and to some related manufacturing standards that already 
exist or are in progress. 

I.2  Some definitions of a system 

I.2.1 From the Encyclopaedia Larousse 

• A complex of organized elements, considered from the point of view of their relationships 
inside a whole that works in a unified manner. 

• A set of means arranged so as to achieve a given purpose. 

• Equipment whose arrangement is built up from various elements that together achieve a 
given function. 

I.2.2 From pioneers in general system theory 

• The interrelationships of a complex of elements (Ludwig Von Bertalanffy). 

NOTE Complex has to be understood as a set of several elements (very often a lot) in contrast with a simple element. 
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• A set of elements with a dynamic interrelationship that are organized for a given purpose (J. 
de Rosnay as quoted by C.W. Churchman). 

• A set of parts that are coordinated to fulfil a collection of objectives (C.W. Churchman). 
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I.2.3 From the standards field 

• A collection of real-world items organized for a given purpose (ISO 15704). 

For this annex the last definition will be used. 

I.3 Some concepts related to system theory 

I.3.1 The universe of discourse 

• All those real-world objects that are of potential interest (ISO 10303-12). 

• That collection of concrete or abstract things that belong to an area of the real world, and as 
selected according to their importance for the system (adapted from ISO 15531-1.) 

• The collection of entities that ever have been, are, or ever will be in a selected portion of the 
real or postulated world of interest that as described by a model (CEN ENV 12204). 

These three definitions are almost identical. In particular the ISO 15531-1 definition is adapted 
from the third because “entity” is not addressed in ISO 10303 as in CEN ENV 12204. Likewise 
the first two definitions do not address what is called the postulated world in the third definition. 
Thus the precision provided in the third definition is important to emphasize that modelling is 
used for expected systems as well as for existing systems. During the development of a new 
system, the real world must include both already existing things and those things that are 
expected to become part of the real world as soon as the new system becomes operational. 

The second definition (and the third) emphasizes the fact that the universe of discourse is the 
result of a voluntary action of selection by the modeller or the developer. 

I.3.2 The environment of a system 

• All those universes of discourse that do not belong to the system itself. 

• That part of the real world that is outside the system and which consequently cannot be 
totally controlled by the system (or its control system). 

NOTE System theory specialists often use the term “driving system” instead of “control system.” 

• That part of the real world that the system cannot control, but which may have an impact on it 
or that the system may itself impact or transform (including the result of this transformation). 

The first definition is the simplest one. The two others emphasize the fact that the environment 
may have an impact on it (see later the notion of constraints) and the system itself may have an 
impact on its environment in particular by the transformation of a part of it (for example, 
transformation of raw material, and/or components into products and/or other components). See 
open system. 

I.3.3 The isolated system (closed system) 

• A system that is not supposed to have any interaction with its environment. 

The term “isolated” instead of “closed” comes from the physical sciences. In fact, a totally 
isolated system is a pure abstraction without any actual existence (i.e., such a system cannot be 
observed). Nevertheless, this concept of an isolated system is the support needed for many 
models in physical sciences such as the black body theory, the second law of thermodynamics, 
the quantum model of the atom (Schrödinger equations, celestial mechanics, etc.). 
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I.3.4 The open system 

• A system that realizes the impact of its environment through constraints and acts on the 
environment by modifying it (transformation of inputs into outputs). 

The only systems that have any interest for an enterprise are the open systems. Obviously 
manufacturing systems do not have any significance if they are not open. Isolated systems 
cannot have production. 

I.3.5 Objectives, purpose, constraints 

• A system is subject to constraints from its environment (except isolated systems). 

• Furthermore, any system is endowed with a purpose (ISO 15704 definition) or mission. This 
purpose is transformed into objectives 

• Those objectives may be provided internally (for example, by the decisional subsystem) or 
imposed by the environment (or both). Either way, from the moment they are defined and 
formulated, they become data over which the system has no control. They are part of the 
constraints. 

I.4 Elements (components) of a system 

A system is generally (from the highest to the most elementary level) composed of numerous 
subelements or subsystems. 

NOTE For example, physical (or operational) system, decisional system, information system, control system, 
purchasing system, maintenance system, regulation system. 

At least two subsystems are required: 

• the physical (or operational) system; 

• the control system. 

At the lowest level of decomposition (elementary level), the physical system thus includes the 
operational resources needed for the achievement of the activity concerned, and the control 
system includes the resource dedicated to control and monitor the physical system.  

NOTE For example, for a given level of detailing and some given choices of modelling, a milling machine may be 
considered as the physical system and its operator as the controlling system of a milling system. Other 
modelling choices and level of detail may be envisioned. 
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I.5 Schema of a production system and mapping to IDEF0 

I.5.1 Schema of a production system 

Control system

Physical (operational) system

Built of (among other things) resources

Raw material

Components

Sustained
constraints

Products

Transformed
components

Prescribed
constraints

IEC   379/03
 

Figure F.1 – Production or manufacturing system 

Under the control of the control system, the resources transform raw material and/or components 
into new components and/or finished products. 

A production system is then characterized by a set of activities that are performed on its 
environment by its resources (that are themselves controlled by the control system) in order to 
transform this environment (products and components provided, prescribed constraints) that 
itself impact (sustained constraints) on the system concerned. This transformation is one of the 
characteristic elements of its behaviour. 

I.5.2 IDEF0 and the systemic approach 

The IDEF0 actigrams are just the representation of some activities of the system and/or of some 
of its subsystems: 

INPUTS: Raw material,
components, etc.

ACTIVITY A

Controls

Resources

OUTPUTS:
Products,
components, etc.

Belongs to the
environment

IEC   380/03  

Figure F.2 – IDEFO actigram 

Formateret: Engelsk (USA)

Formateret: Engelsk (USA)

Formateret: Engelsk (USA)

Formateret: Engelsk (USA)
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The behaviour of the system is described by the set of activities that its resources perform to 
transform its environment. 
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I.6 Resources 

I.6.1 General definition of resource (From F. Vernadat) 

• An entity (human or technical) that may play a role in the achievement of a given class of 
task when it is available. 

A resource is characterized by its 

• capability; 

• capacity; 

• availability. 

I.6.2 ISO 15531-1 definition of resource 

• Any device, tool and means at the disposal of the enterprise to produce goods and services. 

This definition is included in the general definition of the universe of discourse of MANDATE 
(ISO 15531-1), concerning production and manufacturing systems. 

I.7 Capability, capacity 

I.7.1 Capability 

• Essentially a functional and qualitative concept 

• There are two aspects: 

− Provided capability (by a resource) 

− Required capability (by an activity) 

• Definitions 

− The quality of being able to perform a given activity (ISO 15531-1) 

− Ability to do a certain task (F. Vernadat) 

I.7.2 Capacity 

• Strictly a quantitative concept. 

• Two aspects: 

− Provided capacity (by a resource). 

− Required capacity (by an activity). 

• Definition: 

− Measure of the quantity of product (or component) a resource can process per unit of 
time (adapted from F. Vernadat). 

− Measure of the performance of a resource regarding the quantity of product (or com-
ponent) the resource is able to provide or the quantity of raw material (or component) the 
resource is able to process. 
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I.7.3 Capability versus capacity 

Capability is essentially a functional concept. It may sometimes include quantitative properties or 
attributes. In that case the quantitative aspect solely addresses some needed precision on 
capability. 

NOTE  For example, the characteristics in term of size of the parts or in terms of precision for the milling capability of 
a milling machine. 

Capacity is strictly a quantitative concept that characterizes the performance of the resource in 
the achievement of its activity.  

NOTE For example, the quantity of the product provided by the resource per unit of time. 

It is possible to consider for certain modelling purposes that the capacity of a resource may be 
one of the characteristics of the capability of a resource. Nevertheless this must be avoided, in 
order to prevent any confusion. But it is never possible to consider the opposite (capability as a 
characteristic of capacity). 

I.7.4 Provided capability versus requested capability  

Each statement of the following paragraph applies either to capability or capacity, even if 
capability only is mentioned. 

The set of capabilities provided by a resource is a characteristic of the resource (an a priori 
data). At the starting point this capability is not associated with any activity. In the same way the 
set of capabilities required by an activity is also a characteristic of this activity. At the start point 
there is no resource associated to this required activity. 

It is the association of a resource with an activity along with the corresponding control in the 
context of a specific application (for example, production or scheduling application) that 
constitutes the system. 

EXAMPLES   

− A painting robot that is idle is only a resource, possibly available. It nevertheless exists and its existence (with all 

its capabilities and its capacity) may potentially be taken into account in a scheduling application. 

− The painting activity without any resource (human or robot) to achieve this function is a concept that will only 

become actual when this activity is associated with a resource in a painting operation. The scheduling application 

enables the association of this concept with a given resource in the context of an operational system. 

− The resource “painting robot” is not a system. The activity “painting” is a concept only. 

− A painting robot that is actually painting under the ad hoc control is a painting system.  

In most cases the panel of capabilities required by a given activity is only a subset of the panel 
of capabilities provided by the resource that is associated with this activity in the system. When 
the difference is too large, the resource is underemployed. 

On the other hand, if the resource is unable to provide all the capabilities required by the activity, 
there is no possible production, no possible manufacturing (the resource has to be replaced with 
a more capable one). The system therefore does not exist and cannot run. 

Sometimes the capacity provided by a resource is larger than that required by the activity with 
which the resource is associated. In most cases both capacities are comparable. Nevertheless, if 
for any reason (failure or anything else), the resource associated with a given activity is not able 
to provide all the capacity required by the activity, the production is most often reduced. The 
system runs in a decreased mode (the question is: is this decreased mode acceptable?). 
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I.8 Time 

Time includes at least two main concepts: 

• duration that is useful to express any expected or passed consumption of time; 

• point in time that is used to locate or mark any passed, present or expected event. 

Time theoretically fits the definition provided in Clause V.1 for any resource. For example some 
duration may be envisioned as “a means at the disposal of the enterprise to produce goods and 
services”. Nevertheless, the time concept considerably differs from the concept of resource by 
the following aspects. 

• Time is a component of the environment of the system. The system may probably control 
some internal duration of certain of its activities but the system is unable to control points in 
time, or external duration in its environment. The system cannot control time. Time is a 
sustained constraint. 

• Time is also an element of the interrelation between the different components and/or sub-
systems of the system under consideration. In particular, some point in time that marks the 
end of an activity of the system may be associated to trigger to start or to end some other 
activities within the system. 

For these reasons time cannot be processed as a resource. It has to be processed as a 
constraint and/or a relation that contributes to the association between different components of 
the system (for example, one resource with an activity). 

I.9 How to deal with the facilities in a system 

This term generally includes compressed air, electricity, energy, lubricants, etc. 

• The equipment that provides these facilities may be considered as systems or sub-systems 
with their own inputs, outputs, their own resources and driving systems. 

• These facilities may also be considered as inputs or outputs of the different systems, or as 
components of the resources they contribute (their consumption is then an element of the life, 
maintenance and usage of the resource). 

Formateret: Skrifttype: Ikke Fed,
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